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{Start of changes}
F.1.2
Measurement of transmitter

Table F.1.2-1: Maximum Test System Uncertainty for transmitter tests

	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	6.2.2 UE Maximum Output Power
	±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz

±1.3 dB, 4.2GHz < f ≤ 6GHz
	

	<Unchanged sections skipped>
	
	

	6.3.4.1 General ON/OFF time mask
	Transmission ON/OFF Power: ±1.5 dB, f ≤ 3.0GHz

±1.8 dB, 3.0GHz < f ≤ 4.2GHz
	

	6.3.4.2 PRACH and SRS time mask
	Transmission ON/OFF Power: ±1.5 dB, f ≤ 3.0GHz

±1.8 dB, 3.0GHz < f ≤ 4.2GHz
	

	6.3.4A.1.2 General ON/OFF time mask for CA (inter-band DL CA and UL CA)
	Same as 6.3.4A.1.1
	

	6.3.4A.1.1 General ON/OFF time mask for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.3.4.1 for each CC
	

	6.3.4A.1.3 General ON/OFF time mask for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.3.4.1 for each CC
	

	6.3.4A.1.4 General ON/OFF time mask for CA (3UL CA)
	Same as 6.3.4.1 for each CC
	

	6.3.4A.1.5 General ON/OFF time mask for CA (4UL CA)
	Same as 6.3.4.1 for each CC
	

	6.3.4B.1 General ON/OFF time mask for UL-MIMO
	Same as 6.3.4.1 for each antenna
	

	6.3.4C.1 General ON/OFF time mask for Dual Connectivity
	Same as 6.3.4A.1.1
	

	6.3.4E.1 General ON/OFF time mask for UE category 0
	Same as 6.3.4.1
	

	6.3.4E.2 PRACH and SRS time mask for UE category 0
	Same as 6.3.4.2
	

	6.3.4EA.1 General ON/OFF time mask for UE category M1
	Same as 6.3.4.1
	

	6.3.4EA.2 PRACH and SRS ON/OFF time mask for UE category M1
	Same as 6.3.4.2
	

	6.3.4EB.1 General ON/OFF time mask for UE category 1bis
	Same as 6.3.4.1
	

	6.3.4EB.2 PRACH and SRS ON/OFF time mask for UE category 1bis
	Same as 6.3.4.2
	

	6.3.4F.1 General ON/OFF time mask for category NB1
	Transmission ON/OFF Power: ±1.5 dB, f ≤ 3.0GHz
	

	6.3.4F.2 NPRACH time mask for category NB1
	Transmission ON/OFF Power: ±1.5 dB, f ≤ 3.0GHz
	

	6.3.4G.1 General ON/OFF time mask for V2X Communication / Non-concurrent with E-UTRA uplink transmissions
	±2.0 dB, 4.2GHz < f ≤ 6GHz
	

	6.3.4G.2 General ON/OFF time mask for V2X Communication / Simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmissions
	Transmission ON/OFF Power: ±1.5 dB, f ≤ 3.0GHz

±1.8 dB, 3.0GHz < f ≤ 4.2GHz
±2.0 dB, 4.2GHz < f ≤ 6.0GHz
	

	6.3.4G.3 General ON/OFF time mask for V2X Communication / Intra-band contiguous multi-carrier operation
	Same as 6.3.4G.1 for each CC
	

	6.3.4G.4 PSSS/SSSS time mask for V2X Communication / Non-concurrent with E-UTRA uplink transmissions
	±2.0 dB, 4.2GHz < f ≤ 6GHz
	

	6.3.5.1 Power Control Absolute power tolerance
	±1.0 dB, f ≤ 3.0GHz

±1.4 dB, 3.0GHz < f ≤ 4.2GHz
±2.0 dB, 4.2GHz < f ≤ 6GHz
	Overall system uncertainty comprises two quantities:

1. Downlink signal level uncertainty

2. Uplink level measurement uncertainty

Items 1 and 2 are assumed to be uncorrelated so can be root sum squared.

Test System uncertainty = [SQRT (DL level uncert 2 + UL measurement uncert 2)]

f ≤ 3.0GHz

DL signal level uncert ± 0.7dB

UL meas’t uncert ± 0.7dB

3.0GHz < f ≤ 4.2GHz

DL signal level uncert ± 1.0dB

UL meas’t uncert ± 1.0dB
4.2GHz < f ≤ 6GHz

DL signal level uncert ± 1.5dB

UL meas’t uncert ± 1.3dB

	6.3.5.2 Power Control Relative power tolerance
	±0.7 dB
	

	6.3.5.3 Aggregate power control tolerance
	±0.7 dB
	

	6.3.5_1.1 Power Control Absolute power tolerance for HPUE
	±1.0 dB, f ≤ 3.0GHz
	

	6.3.5_1.2 Power Control Relative power tolerance for HPUE
	±0.7 dB
	

	6.3.5_1.3 Aggregate power control tolerance for HPUE
	±0.7 dB
	

	6.3.5A.1.1 Power Control Absolute power tolerance for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.3.5.1 for each CC
	

	6.3.5A.1.2 Power Control Absolute power tolerance for CA (inter-band DL CA and UL CA)
	Same as 6.3.5.1 for each CC
	

	6.3.5A.1.3 Power Control Absolute power tolerance for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.3.5.1 for each CC
	

	6.3.5A.1.4 Power Control Absolute power tolerance for CA (3UL CA)
	Same as 6.3.5.1 for each CC
	

	6.3.5A.1.5 Power Control Absolute power tolerance for CA(SRS carrier based switching)
	Same as 6.3.5.1 for SCC
	

	6.3.5A.1.6 Power Control Absolute power tolerance for CA (4UL CA)
	Same as 6.3.5.1 for each CC
	

	6.3.5A.2.1 Power Control Relative power tolerance for CA (intra-band contiguous DL CA and UL CA)
	Absolute power ±1dB, f ≤ 4.2GHz
Relative power ±0.7 dB
Both requirements apply for each CC
	Absolute power is used to check when power is near lower and upper limits of the range.

Relative power is used to check step sizes.

	6.3.5A.2.4.1 Power Control Relative power tolerance for CA (intra-band contiguous 3DL CA and 3UL CA)
	Same as 6.3.5A.2.1
	

	6.3.5A.2.4.2 Power Control Relative power tolerance for CA (inter-band 3DL CA and 3UL CA)
	Same as 6.3.5A.2.2
	

	6.3.5A.2.4.3 Power Control Relative power tolerance for CA (intra-band non-contiguous 3DL CA and 3UL CA)
	Same as 6.3.5A.2.3
	

	6.3.5A.3.1 Aggregate power control tolerance for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.3.5.3 for each CC
	

	6.3.5A.3.2 Aggregate power control tolerance for CA (inter-band DL CA and UL CA)
	Same as 6.3.5.3 for each CC
	

	6.3.5A.3.3 Aggregate power control tolerance for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.3.5.3 for each CC
	

	6.3.5A.3.4 Aggregate Power Control Tolerance for CA (3UL CA)
	Same as 6.3.5.3 for each CC
	

	6.3.5A.3.5 Aggregate Power Control Tolerance for CA (4UL CA)
	Same as 6.3.5.3 for each CC
	

	6.3.5B.1 Power Control Absolute Power Tolerance for UL- MIMO
	Same as 6.3.5.1 for each antenna
	

	6.3.5B.2 Power Control Relative power tolerance for UL-MIMO
	Same as 6.3.5.2 for each antenna
	

	6.3.5B.3 Aggregate power control tolerance for UL-MIMO
	Same as 6.3.5.3 for each antenna
	

	6.3.5C.2 Power Control Relative power tolerance for Dual Connectivity
	Same as 6.3.5A.2.1
	

	6.3.5C.2_1 Power Control Relative power tolerance for asynchronous Dual Connectivity
	Same as 6.3.5A.2.1
	

	6.3.5E.1 Power Control Absolute power tolerance for UE category 0
	Same as 6.3.5.1
	

	6.3.5E.2 Power Control Relative power tolerance for UE category 0
	Same as 6.3.5.2
	

	6.3.5E.3 Aggregate power control tolerance for UE category 0
	Same as 6.3.5.3
	

	6.6.3E.2 Spurious emission band UE co-existence for UE category 0
	Same as 6.6.3.2
	

	6.6.3E.3 Additional spurious emissions for UE category 0
	6.6.3.3
	

	6.6.3EA.2 Spurious emission band UE co-existence for UE category M1
	Same as 6.6.3.2
	

	6.6.3EA.3 Additional spurious emissions for UE category M1
	Same as 6.6.3.3
	

	6.6.3EB.1 Transmitter Spurious emissions for UE category 1bis 
	Same as 6.6.3.2
	

	6.6.3EB.2 Spurious emission band UE co-existence for UE category 1bis
	Same as 6.6.3.2
	

	6.6.3EB.3 Additional spurious emissions for UE category 1bis
	Same as 6.6.3.3
	

	6.6.3EC.1 Transmitter Spurious emissions for UE category M2
	Same as 6.6.3.1
	

	6.6.3EC.2 Spurious emission band UE co-existence for UE category M2
	Same as 6.6.3.2
	

	6.6.3EC.3 Additional spurious emissions for UE category M2
	Same as 6.6.3.3
	

	6.6.3F.2 Spurious emission band UE co-existence for category NB1 UE
	± 2.0 dB  for results > -60 dBm, f ≤ 3.0GHz

± 3.0 dB  for results ≤ -60 dBm, f ≤ 3.0GHz
	

	<Unchanged sections skipped>
	
	

	6.7 Transmit intermodulation
	± 2.6 dB, f ≤ 3.0GHz

±3.6 dB, 3.0GHz < f ≤ 4.2GHz
	Overall system uncertainty comprises four quantities:

1. Wanted signal setting error

2. CW Interferer level error

3. Wanted signal meas. error

4. Intermodulation product measurement error

The relative level of the wanted signal and the CW interferer has 2 x effect on the intermodulation product.

Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared to provide the combined effect.

Test System uncertainty = SQRT [(2 x SQRT (Wanted setting_error2 + CW_level_error2)) 2 + Wanted_level_meas error2 + Intermodulation product measurement error2]

f ≤ 3.0GHz

Wanted signal setting ± 0.7dB

CW Interferer level ± 1.0dB

Wanted signal meas ± 0.7dB

Intermodulation product measurement error ± 0.7dB

3.0GHz < f ≤ 4.2GHz

Wanted signal setting ± 1.0dB

CW Interferer level ± 1.3dB

Wanted signal meas ± 1.0dB

Intermodulation product measurement error ± 1.0dB

	6.7A.1 Transmit intermodulation for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.7, at each antenna used for transmission
	

	6.7A.2 Transmit intermodulation for CA (inter-band DL CA and UL CA)
	Same as 6.7, at each antenna used for transmission
	

	6.7A.2 Transmit intermodulation for CA (4UL CA)
	Same as 6.7, at each antenna used for transmission
	

	6.7E Transmit intermodulation for UE category 0
	Same as 6.7
	

	6.7EA Transmit intermodulation for UE category M1
	Same as 6.7
	

	6.7EB Transmit intermodulation for UE category 1bis
	Same as 6.7
	

	6.7EC Transmit intermodulation for UE category M2
	Same as 6.7
	

	6.7F Transmit intermodulation for UE category NB1
	Same as 6.7
	

	6.7G.1 Transmit intermodulation for V2X Communication / Non-concurrent with E-UTRA uplink transmissions
	Same as 6.7
	

	6.7G.2 Transmit intermodulation for V2X Communication / Simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmissions
	Same as 6.7
	

	6.7G.3 Transmit intermodulation for V2X Communication / Intra-band contiguous multi-carrier operation
	Same as 6.7
	

	6.8B Time alignment error for UL-MIMO
	±25 ns
	


{Next set of changes}
F.3.2
Measurement of transmitter

Table F.3.2-1: Derivation of Test Requirements (Transmitter tests)

	Test
	Minimum Requirement in TS 36.101
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-1

	6.2.2 UE Maximum Output Power
	f ≤ 3.0GHz
Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2 dB

Power class 4: [FFS]

3.0GHz < f ≤ 4.2GHz

Power class 3: 23dBm +2/-3 dB

4.2GHz < f ≤ 6GHz

Power class 3: 23dBm ±2 dB
	0.7 dB

0.7 dB

0.7 dB

0.7 dB

1.0 dB

1.3 dB
	Formula:

Upper limit + TT, Lower limit - TT

Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2.7 dB

Power class 4: [FFS]

Power class 3: 23dBm +3.0/-4.0 dB

Power class 3: 23dBm ±3.3 dB

	<Unchanged sections skipped>
	
	
	

	6.3.4A.1.1 General ON/OFF time mask for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.3.4.1 for each CC
	Same as 6.3.4.1
	Same as 6.3.4.1 for each CC

	6.3.4A.1.2 General ON/OFF time mask for CA (inter-band DL CA and UL CA)
	Same as 6.3.4.1
	Same as 6.3.4.1
	Same as 6.3.4.1

	6.3.4A.1.3 General ON/OFF time mask for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.3.4.1 for each CC
	Same as 6.3.4.1
	Same as 6.3.4.1 for each CC

	6.3.4A.1.4 General ON/OFF time mask for CA (3UL CA)
	Same as 6.3.4.1 for each CC
	Same as 6.3.4.1
	Same as 6.3.4.1 for each CC

	6.3.4A.1.5 General ON/OFF time mask for CA (34UL CA)
	Same as 6.3.4.1 for each CC
	Same as 6.3.4.1
	Same as 6.3.4.1 for each CC

	6.3.4B.1 General ON/OFF time mask for UL-MIMO
	Same as 6.3.4.1
	Same as 6.3.4.1
	Same as 6.3.4.1

Uplink OFF power measurement applies to each Tx antenna connector

Uplink ON power measurement applies to [FFS]

	6.3.4C.1 General ON/OFF time mask for Dual Connectivity
	Same as 6.3.4.1
	Same as 6.3.4.1
	Same as 6.3.4.1

	6.3.4E.1 General ON/OFF time mask for UE category 0
	Same as 6.3.4.1
	Same as 6.3.4.1
	Same as 6.3.4.1

	6.3.4E.2 PRACH and SRS time mask for UE category 0
	Same as 6.3.4.2
	Same as 6.3.4.2
	Same as 6.3.4.2

	6.3.4EA.1 General ON/OFF time mask for UE category M1
	Same as 6.3.4.1
	Same as 6.3.4.1
	Same as 6.3.4.1

	6.3.4EA.2 PRACH and SRS ON/OFF time mask for UE category M1
	Same as 6.3.4.2
	Same as 6.3.4.2
	Same as 6.3.4.2

	6.3.4EB.1 General ON/OFF time mask for UE category 1bis
	Same as 6.3.4.1
	Same as 6.3.4.1
	Same as 6.3.4.1

	6.3.4EB.2 PRACH and SRS ON/OFF time mask for UE category 1bis
	Same as 6.3.4.2
	Same as 6.3.4.2
	Same as 6.3.4.2

	6.3.4F.1 General ON/OFF time mask for category NB1
	Same as 6.3.4.1
	Same as 6.3.4.1
	Same as 6.3.4.1

	6.3.4F.2 NPRACH time mask for category NB1
	Same as 6.3.4.2
	Same as 6.3.4.2
	Same as 6.3.4.2


	6.3.4G.1 General ON/OFF time mask for V2X Communication / Non-concurrent with E-UTRA uplink transmissions
	4.2GHz < f ≤ 6GHz
OFF Power ( -50 dBm

ON Power BW dependent

Transmission ON Power value depends on the test parameters. In the particular test case parameters the ON power measurement has minimum requirements of ±6.0 dB
	2.0dB

2.0dB
	Formulae:

OFF Power Minimum Req’t + TT

ON Power Upper limit + TT, Lower limit – TT

UE OFF Power ( -48 dBm
UE ON Power: Test value ± 8.0 dB

	6.3.4G.2 General ON/OFF time mask for V2X Communication / Simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmissions
	f ≤ 3.0GHz
OFF Power ( -50 dBm

ON Power BW dependent
3.0GHz < f ≤ 4.2GHz
OFF Power ( -50 dBm

ON Power BW dependent

4.2GHz < f ≤ 6.0GHz
OFF Power ( -50 dBm

ON Power BW dependent

Transmission ON Power value depends on the test parameters. In the particular test case parameters the ON power measurement has minimum requirements of ±6.0 dB
	1.5 dB

1.5 dB

1.8 dB

1.8 dB
2.0 dB

2.0 dB
	Formulae:

OFF Power Minimum Req’t + TT

ON Power Upper limit + TT, Lower limit – TT

UE OFF Power ( -48.5 dBm
UE ON Power: Test value ± 7.5 dB

UE OFF Power ( -48.2 dBm
UE ON Power: Test value ± 7.8 dB
UE OFF Power ( -48.0 dBm
UE ON Power: Test value ± 8.0 dB

	6.3.4G.3 General ON/OFF time mask for V2X Communication / Intra-band contiguous multi-carrier operation
	Same as 6.3.4G.1 for each CC
	Same as 6.3.4G.1
	Same as 6.3.4G.1 for each CC

	6.3.4G.4 PSSS/SSSS time mask for V2X Communication / Non-concurrent with E-UTRA uplink transmissions
	Same as 6.3.4G.1
	Same as 6.3.4G.1
	Same as 6.3.4G.1

	6.3.5.1 Power Control Absolute power tolerance
	f ≤ 3.0GHz
Normal conditions ± 9.0 dB
Extreme conditions ± 12.0 dB
3.0GHz < f ≤ 4.2GHz
Normal conditions ± 9.0 dB
Extreme conditions ± 12.0 dB
4.2GHz < f ≤ 6GHz
Normal conditions ± 9.0 dB
Extreme conditions ± 12.0 dB
	1.0 dB

1.0 dB

1.4 dB

1.4 dB
2.0 dB

2.0 dB
	Formula:

Upper limit + TT, Lower limit – TT

Normal conditions ± 10.0 dB
Extreme conditions ± 13.0 dB
Normal conditions ± 10.4 dB
Extreme conditions ± 13.4 dB
Normal conditions ± 11.0 dB
Extreme conditions ± 14.0 dB

	6.3.5.2 Power Control Relative power tolerance
	TS 36.101 [2] clause 6.3.5.1

All combinations of PUSCH and PUCCH transitions:

ΔP < 2; ±2.5 dB
2 ≤ ΔP < 3; ±3.0 dB

3 ≤ ΔP < 4; ±3.5 dB

4 ≤ ΔP ≤ 10; ±4.0 dB

10 ≤ ΔP < 15; ±5.0 dB

15 ≤ ΔP; ±6.0 dB
	0.7 dB
	Formula:

Upper limit + TT, Lower limit – TT

All combinations of PUSCH and PUCCH transitions:

ΔP < 2; ±3.2 dB
2 ≤ ΔP < 3; ±3.7 dB

3 ≤ ΔP < 4; ±4.2 dB

4 ≤ ΔP < 10; ±4.7 dB

10 ≤ ΔP < 15; ±5.7 dB

15 ≤ ΔP; ±6.7 dB

	6.3.5.3 Aggregate power control tolerance
	Aggregate power control tolerance within 21 ms:

PUCCH = ±2.5 dB

PUSCH = ±3.5 dB
	0.7 dB
	Formula:

Upper limit + TT, Lower limit - TT

PUCCH = ±3.2 dB

PUSCH = ±4.2 dB

	6.3.5_1.1 Power Control Absolute power tolerance for HPUE
	f ≤ 3.0GHz
Normal conditions ± 9.0 dB
Extreme conditions ± 12.0 dB
	1.0 dB

1.0 dB
	Formula:

Upper limit + TT, Lower limit – TT

Normal conditions ± 10.0 dB
Extreme conditions ± 13.0 dB

	6.3.5_1.2 Power Control Relative power tolerance for HPUE
	Same as 6.3.5.2
	Same as 6.3.5.2
	Same as 6.3.5.2

	6.3.5_1.3 Aggregate power control tolerance for HPUE
	Same as 6.3.5.3
	Same as 6.3.5.3
	Same as 6.3.5.3

	6.3.5A.1.1 Power Control Absolute power tolerance for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.3.5.1
	Same as 6.3.5.1
	Same as 6.3.5.1

	6.3.5A.1.2 Power Control Absolute power tolerance for CA (inter-band DL CA and UL CA)
	Same as 6.3.5.1
	Same as 6.3.5.1
	Same as 6.3.5.1

	6.3.5A.1.3 Power Control Absolute power tolerance for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.3.5.1
	Same as 6.3.5.1
	Same as 6.3.5.1

	6.3.5A.1.4 Power Control Absolute power tolerance for CA(3UL CA)
	Same as 6.3.5.1
	Same as 6.3.5.1
	Same as 6.3.5.1

	6.3.5A.1.5 Power Control Absolute power tolerance for CA(SRS carrier based switching)
	Same as 6.3.5.1
	Same as 6.3.5.1
	Same as 6.3.5.1

	6.3.5A.1.6 Power Control Absolute power tolerance for CA(4UL CA)
	Same as 6.3.5.1
	Same as 6.3.5.1
	Same as 6.3.5.1

	6.3.5A.2.1 Power Control Relative power tolerance for CA (intra-band contiguous DL CA and UL CA)
	TS 36.101 [2] clause 6.3.5A.2 refers to Table 6.3.5.2.1-1.

All combinations of PUSCH and PUCCH transitions:

SCC power increase
PCC 0dB (ΔP ≤ 1dB):

 Normal 0 ±1.0dB
 Exceptions: 0 ±6.0dB

SCC +9dB (4 ≤ ΔP ≤ 10):

 Normal +9 ±4.0dB
 Exceptions: +9 ±6.0dB

SCC power decrease
PCC 0dB (ΔP ≤ 1dB):

 Normal 0 ±1.0dB
 Exceptions: 0 ±6.0dB

SCC -9dB (4 ≤ ΔP ≤ 10):

 Normal -9 ±4.0dB
 Exceptions: -9 ±6.0dB

PCC and SCC power increase
PCC +9dB (4 ≤ ΔP ≤ 10):

 Normal +9 ±4.0dB
 Exceptions: +9 ±6.0dB

SCC +9dB (4 ≤ ΔP ≤ 10):

 Normal +9 ±4.0dB
 Exceptions: +9 ±6.0dB

PCC and SCC power decrease
PCC -9dB (4 ≤ ΔP ≤ 10):

 Normal -9 ±4.0dB
 Exceptions: -9 ±6.0dB

SCC -9dB (4 ≤ ΔP ≤ 10):

 Normal -9 ±4.0dB
 Exceptions: -9 ±6.0dB

Each CC can have exceptions
	-0.7, +0.8dB
-0.7, +0.8dB

-0.8, +0.7dB
-0.8, +0.8dB
-0.8, +0.7dB
-0.8, +0.7dB

-0.8, +0.8dB
-0.8, +0.8dB
-0.7, +0.8dB
-0.7, +0.8dB

-0.7, +0.8dB
-0.7, +0.8dB
-0.8, +0.7dB
-0.8, +0.7dB

-0.8, +0.7dB
-0.8, +0.7dB

	Relative power measurement uncertainty comprises two quantities:

1. Uplink Relative level measurement uncertainty of Test system

2. IQ image Leakage onto weaker CC at -25dBc is allowed for the UE, so is added arithmetically. It can only increase the measured power of the weaker CC.

UL relative meas’t uncert ±0.7dB

Leakage +0.17dB max for 11dB CC power difference, based on -25dBc. 

All limits rounded to nearest 0.1dB.

SCC power increase
PCC:

 Normal -1.7, +1.8dB
 Exceptions: -6.7, +6.8dB

SCC:

 Normal +4.2, +13.7dB
 Exceptions: +2.2, +15.8dB

SCC power decrease
PCC:

 Normal -1.8, +1.7dB
 Exceptions: -6.8, +6.7dB

SCC:

 Normal -13.8, -4.2dB
 Exceptions: -15.8, -2.2dB

PCC and SCC power increase
PCC:

 Normal +4.3, +13.8dB
 Exceptions: +2.3, +15.8dB

SCC:

 Normal +4.3, +13.8dB
 Exceptions: +2.3, +15.8dB

PCC and SCC power decrease
PCC:

 Normal -13.8, -4.3dB
 Exceptions: -15.8, -2.3dB

SCC:

 Normal -13.8, -4.3dB
 Exceptions: -15.8, -2.3dB

The analysis is recorded in 3GPP TR 36.904 [17]
When setting SCC power for the next step, three factors are relevant:

1. Uplink Relative level measurement uncertainty

2. IQ image Leakage onto weaker CC at -25dBc is allowed for the UE

3) TPC step 1dB ±1dB is allowed for the UE

These are added arithmetically, giving an extra margin of (1+0.7+0.17) = 1.87dB (2dB is allowed) to avoid the same power step exception being counted twice.

	6.3.5A.2.2 Power Control Relative power tolerance for CA (inter-band DL CA and UL CA)
	Same as 6.3.5.2 on both PCC and SCC separately.
	Same as 6.3.5.2 on both PCC and SCC separately.
	Same as 6.3.5.2 on both PCC and SCC separately.

	6.3.5A.2.3 Power Control Relative power tolerance for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.3.5A.2.1
	Same as 6.3.5A.2.1
	Same as 6.3.5A.2.1

	6.3.5A.2.4.1 Power Control Relative power tolerance for CA (intra-band contiguous 3DL CA and 3UL CA)
	Same as 6.3.5A.2.1
	Same as 6.3.5A.2.1
	Same as 6.3.5A.2.1

	6.3.5A.2.4.2 Power Control Relative power tolerance for CA (inter-band 3DL CA and 3UL CA)
	Same as 6.3.5A.2.2
	Same as 6.3.5A.2.2
	Same as 6.3.5A.2.2

	6.3.5A.2.4.3 Power Control Relative power tolerance for CA (intra-band non-contiguous 3DL CA and 3UL CA)
	Same as 6.3.5A.2.3
	Same as 6.3.5A.2.3
	Same as 6.3.5A.2.3

	6.3.5A.3.1 Aggregate power control tolerance for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.3.5.3
	Same as 6.3.5.3
	Same as 6.3.5.3

	6.3.5A.3.2 Aggregate power control tolerance for CA (inter-band DL CA and UL CA)
	Same as 6.3.5.3
	Same as 6.3.5.3
	Same as 6.3.5.3

	6.3.5A.3.3 Aggregate power control tolerance for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.3.5.3
	Same as 6.3.5.3
	Same as 6.3.5.3

	6.3.5A.3.4 Aggregate Power Control Tolerance for CA (3UL CA)
	Same as 6.3.5.3
	Same as 6.3.5.3
	Same as 6.3.5.3

	6.3.5A.3.5 Aggregate Power Control Tolerance for CA (4UL CA)
	Same as 6.3.5.3
	Same as 6.3.5.3
	Same as 6.3.5.3

	<Unchanged sections skipped>
	
	
	

	6.7 Transmit intermodulation
	Intermodulation Product

5MHz

-29 dBc
10MHz
 -35 dBc

CW Interferer level = -40 dBc
	0 dB
	Formula: CW interferer Minimum Requirement– TT

Intermod Products limits remain unchanged.

CW interferer level = -40 dBc

	6.7A.1 Transmit intermodulation for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.7
	Same as 6.7
	Same as 6.7

	6.7A.2 Transmit intermodulation for CA (inter-band DL CA and UL CA)
	Same as 6.7
	Same as 6.7
	Same as 6.7

	6.7A.5 Transmit intermodulation for CA (4UL CA)
	Same as 6.7
	Same as 6.7
	Same as 6.7

	6.7B Transmit intermodulation for UL-MIMO
	Same as 6.7
	Same as 6.7
	Same as 6.7

	6.7E Transmit intermodulation for UE category 0
	Same as 6.7
	Same as 6.7
	Same as 6.7

	6.7EA Transmit intermodulation for UE category M1
	Same as 6.7
	Same as 6.7
	Same as 6.7

	6.7EB Transmit intermodulation for UE category 1bis
	Same as 6.7
	Same as 6.7
	Same as 6.7

	6.7EC Transmit intermodulation for UE category M2
	Same as 6.7
	Same as 6.7
	Same as 6.7

	<Unchanged sections skipped>
	
	
	

	6.8B Time alignment error for UL-MIMO
	The Time Alignment Error (TAE) shall not exceed 130 ns
	25 ns
	Formula:
Minimum Requirement+ TT


{End of changes}
