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<Start of modified section>
4.3.1.1
FDD Mode Test frequencies

4.3.1.1.1
FDD reference test frequencies for operating band 1

Table 4.3.1.1.1-1: Test frequencies for E-UTRA channel bandwidth for operating band 1

	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	5
	18025
	1922.5
	25
	2112.5

	
	10
	18050
	1925
	50
	2115

	
	15
	18075
	1927.5
	75
	2117.5

	
	20
	18100
	1930
	100
	2120

	Mid Range
	5/10/15/20
	18300
	1950
	300
	2140

	High Range
	5
	18575
	1977.5
	575
	2167.5

	
	10
	18550
	1975
	550
	2165

	
	15
	18525
	1972.5
	525
	2162.5

	
	20
	18500
	1970
	500
	2160


4.3.1.1.1A
FDD reference test frequencies for CA in operating band 1

Table 4.3.1.1.1A-1: Test frequencies for CA_1C

	Range
	CC-Combo /
NRB_agg
[RB]
	
	
	CC1
Note1
	
	
	
	
	CC2
Note1
	
	

	
	
	BW
[RB]
	NUL
	fUL
[MHz]
	NDL
	fDL
[MHz]
	BW
[RB]
	NUL
	fUL
[MHz]
	NDL
	fDL
[MHz]

	Low
	75+75
	75
	18075
	1927.5
	75
	2117.5
	75
	18225
	1942.5
	225
	2132.5

	
	100+100
	100
	18100
	1930
	100
	2120
	100
	18298
	1949.8
	298
	2139.8

	Mid
	75+75
	75
	18225
	1942.5
	225
	2132.5
	75
	18375
	1957.5
	375
	2147.5

	
	100+100
	100
	18201
	1940.1
	201
	2130.1
	100
	18399
	1959.9
	399
	2149.9

	High
	75+75
	75
	18375
	1957.5
	375
	2147.5
	75
	18525
	1972.5
	525
	2162.5

	
	100+100
	100
	18302
	1950.2
	302
	2140.2
	100
	18500
	1970
	500
	2160

	Note 1:
Carriers in increasing frequency order.


Table 4.3.1.1.1A-2: Test frequencies for CA_1A-1A
	Test Frequency ID
	CC-Combo /
NRB_agg
[RB]
	
	
	CC1
Note1
	
	
	Wgap
[MHz]
	
	
	CC2
Note1
	
	

	
	
	BW
[RB]
	NUL
	fUL
[MHz]
	NDL
	fDL
[MHz]
	
	BW
[RB]
	NUL
	fUL
[MHz]
	NDL
	fDL
[MHz]

	Max WGap
	25+25
	25
	18025
	1922.5
	25
	2112.5
	50
	25
	18575
	1977.5
	575
	2167.5

	
	25+50
	25
	18025
	1922.5
	25
	2112.5
	45
	50
	18550
	1975
	550
	2165

	
	
	50
	18050
	1925
	50
	2115
	45
	25
	18575
	1977.5
	575
	2167.5

	
	25+75
	25
	18025
	1922.5
	25
	2112.5
	40
	75
	18525
	1972.5
	525
	2162.5

	
	
	75
	18075
	1927.5
	75
	2117.5
	40
	25
	18575
	1977.5
	575
	2167.5

	
	25+100
	25
	18025
	1922.5
	25
	2112.5
	35
	100
	18500
	1970
	500
	2160

	
	
	100
	18100
	1930
	100
	2120
	35
	25
	18575
	1977.5
	575
	2167.5

	
	50+50
	50
	18050
	1925
	50
	2115
	40
	50
	18550
	1975
	550
	2165

	
	50+75
	50
	18050
	1925
	50
	2115
	35
	75
	18525
	1972.5
	525
	2162.5

	
	
	75
	18075
	1927.5
	75
	2117.5
	35
	50
	18550
	1975
	550
	2165

	
	50+100
	50
	18050
	1925
	50
	2115
	30
	100
	18500
	1970
	500
	2160

	
	
	100
	18100
	1930
	100
	2120
	30
	50
	18550
	1975
	550
	2165

	
	75+75
	75
	18075
	1927.5
	75
	2117.5
	30
	75
	18525
	1972.5
	525
	2162.5

	
	75+100
	75
	18075
	1927.5
	75
	2117.5
	25
	100
	18500
	1970
	500
	2160

	
	
	100
	18100
	1930
	100
	2120
	25
	75
	18525
	1972.5
	525
	2162.5

	
	100+100
	100
	18100
	1930
	100
	2120
	20
	100
	18500
	1970
	500
	2160

	Refsens2
	25+100
	25
	18175
	1937.5
	175
	2127.5
	20
	100
	18500
	1970
	500
	2160

	
	100+100
	100
	18250
	1945
	250
	2135
	5
	100
	18500
	1970
	500
	2160

	Note 1:
Carriers in increasing frequency order.

Note 2:
Test point derived with regard to REFSENS requirements.


4.3.1.1.2
FDD reference test frequencies for operating band 2
<End of modified section>
