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<< Unchanged content omitted >>
4.4.2
Groups of bands

The E-UTRA tests use the band groupings below in order to increase the readability of the specification.

Table 4.4.2-1: E-UTRA band groups

	Group
	E-UTRA FDD
	E-UTRA TDD
	E-UTRA Frame Structure 3

	
	Band group notation
	Operating bands
	Band group notation
	Operating bands
	Band group notation
	Operating bands

	A
	FDD_A
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 32 Note 2, 67Note 2, 69Note 2, 70Note 6, 75Note 2, 76Note 2
	TDD_A
	33, 34, 35, 36, 37, 38, 39, 40, 45, 50, 51, 53
	FS3_A
	-

	B
	FDD_B1
	65, 66 Note 5
	TDD_B
	-
	FS3_B
	-

	
	FDD_B2
	74 Note 7
	
	
	
	

	C
	FDD_C
	9, 30
	TDD_C
	42, 43, 48, 52
	FS3_C
	-

	D
	FDD_D
	28, 68
	TDD_D
	-
	FS3_D
	-

	E
	FDD_E
	2, 5, 7, 27
	TDD_E
	41, 44
	FS3_E
	-

	F
	FDD_F
	26 Note 3
	TDD_F
	-
	FS3_F
	-

	G
	FDD_G
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 2, 71, 85
	TDD_G
	47 Note4
	FS3_G
	46 Note 2, 49 Note 2

	H
	FDD_H
	25
	TDD_H
	-
	FS3_H
	-

	I
	FDD_I
	-
	TDD_I
	-
	FS3_I
	-

	J
	FDD_J
	-
	TDD_J
	-
	FS3_J
	-

	K
	FDD_K
	-
	TDD_K
	-
	FS3_K
	-

	L
	FDD_L
	-
	TDD_L
	-
	FS3_L
	-

	M
	FDD_M
	-
	TDD_M
	-
	FS3_M
	-

	N
	FDD_N
	31, 72, 73, 87, 88
	TDD_N
	-
	FS3_N
	-

	NOTE 1:
The bands within the same group have the same Io conditions in a corresponding requirement in this specification.

NOTE 2:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.

NOTE 3:
The minimum Io condition for Band 26 is reduced by 0.5 dB when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 4:
This band is used only for V2V operation.

NOTE 5:
The range 2180-2200 MHz of the DL operating band 66 is restricted to E-UTRA operation when carrier aggregation is configured.

NOTE 6:
The range 2010-2020 MHz of the DL operating band is restricted to E-UTRA operation when carrier aggregation is configured and TX-RX separation is 300 MHz. The range 2005-2020 MHz of the DL operating band is restricted to E-UTRA operation when carrier aggregation is configured and TX-RX separation is 295 MHz

NOTE 7:
The minimum Io condition for Band 74 is reduced by 0.5 dB when the carrier frequency of the assigned E-UTRA channel bandwidth is within 1475.9-1510.9 MHz.


Table 4.4.2-2: Band groups for Category 0

	Group
	E-UTRA FDD
	E-UTRA TDD

	
	Band group notation
	Operating bands
	Band group notation
	Operating bands

	A
	FDD-0_A
	4
	TDD-0_A
	39

	B
	FDD-0_B
	-
	TDD-0_B
	-

	C
	FDD-0_C
	-
	TDD-0_C
	-

	D
	FDD-0_D
	-
	TDD-0_D
	-

	E
	FDD-0_E
	2, 5
	TDD-0_E
	41

	F
	FDD-0_F
	26 Note 1
	TDD-0_F
	-

	G
	FDD-0_G
	3, 8, 13, 20
	TDD-0_G
	-

	H
	FDD-0_H
	25
	TDD-0_H
	-

	I
	FDD-0_I
	-
	TDD-0_I
	-

	J
	FDD-0_J
	-
	TDD-0_J
	-

	K
	FDD-0_K
	-
	TDD-0_K
	-

	L
	FDD-0_L
	-
	TDD-0_L
	-

	M
	FDD-0_M
	-
	TDD-0_M
	-

	N
	FDD-0_N
	-
	TDD-0_N
	-

	NOTE 1:
The minimum Io condition for Band 26 is reduced by 0.5 dB when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.


Table 4.4.2-3: Band groups for Category M1

	Group
	E-UTRA FDD
	E-UTRA TDD

	
	Band group notation
	Operating bands
	Band group notation
	Operating bands

	A
	FDD-M1_A
	1, 4, 11, 18, 19, 21
	TDD-M1_A
	39, 40

	B
	FDD-M1_B
	66 Note 2, 74 Note 3
	TDD-M1_B
	-

	C
	FDD-M1_C
	-
	TDD-M1_C
	-

	D
	FDD-M1_D
	28
	TDD-M1_D
	-

	E
	FDD-M1_E
	2, 5, 7, 27
	TDD-M1_E
	41

	F
	FDD-M1_F
	26 Note 1
	TDD-M1_F
	-

	G
	FDD-M1_G
	3, 8, 12, 13, 20, 85
	TDD-M1_G
	-

	H
	FDD-M1_H
	25
	TDD-M1_H
	-

	I
	FDD-M1_I
	-
	TDD-M1_I
	-

	J
	FDD-M1_J
	-
	TDD-M1_J
	-

	K
	FDD-M1_K
	-
	TDD-M1_K
	-

	L
	FDD-M1_L
	-
	TDD-M1_L
	-

	M
	FDD-M1_M
	-
	TDD-M1_M
	-

	N
	FDD-M1_N
	31, 72, 73, 87, 88
	TDD-M1_N
	-

	NOTE 1:
The minimum Io condition for Band 26 is reduced by 0.5 dB when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.
NOTE 2:
The range 2180-2200 MHz of the DL operating band 66 is restricted to E-UTRA operation when carrier aggregation is configured.

NOTE 3:
The minimum Io condition for Band 74 is reduced by 0.5 dB when the carrier frequency of the assigned E-UTRA channel bandwidth is within 1475.9-1510.9 MHz.


<< Unchanged content omitted >>
4.11.1
Groups of bands

The NB-IOT tests use the band groupings below in order to increase the readability of the specification
Table 4.11.1-1: Band groups for NB-IoT

	Group
	E-UTRA FDD
	E-UTRA TDD

	
	Band group notation
	Operating bands
	Band group notation
	Operating bands

	A
	NFDD_A
	-
	NTDD_A
	-

	B
	NFDD_B
	-
	NTDD_B
	-

	C
	NFDD_C
	-
	NTDD_C
	-

	D
	NFDD_D
	-
	NTDD_D
	-

	E
	NFDD_E
	-
	NTDD_E
	-

	F
	NFDD_F
	-
	NTDD_F
	-

	G
	NFDD_G
	1, 2, 3, 5, 8, 11, 12, 13, 14, 17, 18, 19, 20, 21, 25, 26, 28, 31, 65, 66, 70, 71, 72, 73, 74, 85, 87, 88
	NTDD_G
	41

	H
	NFDD_H
	-
	NTDD_H
	-

	I
	NFDD_I
	-
	NTDD_I
	-

	J
	NFDD_J
	-
	NTDD_J
	-

	K
	NFDD_K
	-
	NTDD_K
	-

	L
	NFDD_L
	-
	NTDD_L
	-

	M
	NFDD_M
	-
	NTDD_M
	-

	N
	NFDD_N
	-
	NTDD_N
	-


<< Unchanged content omitted >>
4.12.3
Groups of bands

The NR tests use the band groupings below in order to increase the readability of the specification.

Table 4.12.3-1: NR frequency band groups for FR1

	Group
	NR FDD
	NR TDD

	
	Band group notation
	Operating bands
	Band group notation
	Operating bands

	A
	NR_FDD_FR1_A
	n1, n18, n70, n744
	NR_TDD_FR1_A
	n34, n38, n39, n40, n50, n51

	B
	NR_FDD_FR1_B
	N65, n66, n743
	NR_TDD_FR1_B
	-

	C
	NR_FDD_FR1_C
	n30
	NR_TDD_FR1_C
	n48, n771, n78, n79

	D
	NR_FDD_FR1_D
	n28
	NR_TDD_FR1_D
	n772

	E
	NR_FDD_FR1_E
	n2, n5, n7
	NR_TDD_FR1_E
	n41

	F
	NR_FDD_FR1_F
	-
	NR_TDD_FR1_F
	-

	G
	NR_FDD_FR1_G
	n3, n8, n12, n14, n20, n71
	NR_TDD_FR1_G
	-

	H
	NR_FDD_FR1_H
	n25
	NR_TDD_FR1_H
	-

	NOTE 1:
Except 3.8 GHz to 4.2 GHz.

NOTE 2:
Only 3.8 GHz to 4.2 GHz.

NOTE 3:
Except 1475.9 MHz to 1510.9 MHz.

NOTE 4:
Only when the band is confined in 1475.9 MHz to 1510.9 MHz.


Table 4.12.3-2: NR frequency band groups for FR2

	Group
	Band group notation
	Operating bands

	A
	NR_TDD_FR2_A
	n2571, n2581, n2611

	B
	NR_TDD_FR2_B
	n2574, n2584, n2614

	C
	NR_TDD_FR2_C
	

	D
	NR_TDD_FR2_D
	

	E
	NR_TDD_FR2_E
	

	F
	NR_TDD_FR2_F
	n2604

	G
	NR_TDD_FR2_G
	n2572, n2582, n2601, n2612

	H
	NR_TDD_FR2_H
	

	I
	NR_TDD_FR2_I
	

	J
	NR_TDD_FR2_J
	

	K
	NR_TDD_FR2_K
	

	L
	NR_TDD_FR2_L
	

	M
	NR_TDD_FR2_M
	

	N
	NR_TDD_FR2_N
	

	O
	NR_TDD_FR2_O
	

	P
	NR_TDD_FR2_P
	

	Q
	NR_TDD_FR2_Q
	

	R
	NR_TDD_FR2_R
	

	S
	NR_TDD_FR2_S
	

	T
	NR_TDD_FR2_T
	n2573, n2583, n2613

	U
	NR_TDD_FR2_U
	

	V
	NR_TDD_FR2_V
	

	W
	NR_TDD_FR2_W
	

	X
	NR_TDD_FR2_X
	

	Y
	NR_TDD_FR2_Y
	n2603

	NOTE 1:
UE power class 1.

NOTE 2:
UE power class 2.

NOTE 3:
UE power class 3.

NOTE 4:
UE power class 4.


<< Unchanged content omitted >>
<< End of changes >>
