Page 1



3GPP TSG-RAN5 Meeting #84 DOCPROPERTY  MtgTitle  \* MERGEFORMAT 
R5-195870
Ljubljana, Slovenia, 26th August 2019 - 30th August 2019
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	34.229-1
	CR
	1376
	rev
	-
	Current version:
	15.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Clean-up of Annex A.5.1

	
	

	Source to WG:
	ROHDE & SCHWARZ

	Source to TSG:
	R5 DOCPROPERTY  SourceIfTsg  \* MERGEFORMAT 

	
	

	Work item code:
	TEI8_Test
	
	Date:
	2019-08-05

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Annex A.5.1 needs to be cleaned-up in order to stay maintainable for future usage.

	
	

	Summary of change:
	Applied the following changes:
1. consistent usage of individual cells

2. consistent sizing of column widths

3. consistent usage of horizontal separation lines

4. consistent spacing (tabs and other whitespace)

In addition:

1. removed meaningless NOTE
2. Added Rel-15 marker to PANI hdr

	
	

	Consequences if not approved:
	Annex stays hard to maintain and shows inconsistent stylistics

	
	

	Clauses affected:
	A.5.1

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	No TTCN impact intended

	
	

	This CR's revision history:
	


<START OF MODIFIED SECTION>
A.5.1
SUBSCRIBE for conference event package

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Request-Line
	
	
	
	RFC 3261 [15]

	
Method
	
	SUBSCRIBE
	
	

	
Request-URI
	
	sip:final@conf-factory. appended with px_IMS_HomeDomainName
	
	

	
SIP-Version
	
	SIP/2.0
	
	

	Route
	
	order of the parameters in this header must be like in the respective rows
	
	RFC 3261 [15]

	
route-param
	A1
	<sip:SS P-CSCF address:protected server port of P-CSCF;lr>, <sip:scscf.3gpp.org;lr>
	
	

	
	A2
	<sip:SS P-CSCF address: unprotected server port of P-CSCF (optional);lr>, <sip:scscf.3gpp.org;lr>
	
	

	Via
	
	
	
	RFC 3261 [15]

	
sent-protocol
	
	SIP/2.0/UDP when using UDP or 
SIP/2.0/TCP when using TCP
	
	

	
sent-by
	A1
	IP address or FQDN and protected server port of the UE
	
	

	
sent-by
	A2
	IP address or FQDN and unprotected server port of the UE
	
	

	
via-branch

	
	value starting with ‘z9hG4bK’
	
	

	From
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	any IMPU within the set of IMPUs on ISIM
	
	

	
tag
	
	must be present, value not checked but stored for later reference
	
	

	To
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	sip:final@conf-factory. appended with px_IMS_HomeDomainName
	
	

	
tag
	
	not present
	
	

	Contact
	
	
	
	RFC 3261 [15]
RFC 5627 [61]

	
addr-spec
	A1
	SIP URI with IP address or FQDN and protected server port of UE
	
	

	
	A2
	SIP URI with IP address or FQDN and unprotected server port of UE
	
	

	
	A4
	Public GRUU as obtained during registration as pub-gruu contact parameter of the 200 OK for REGISTER response
	
	

	Expires
	
	
	
	RFC 3261 [15]

	
delta-seconds
	
	must be present but value not checked
	
	

	Security-Verify
	A1
	
	
	RFC 3329 [21]

	
sec-mechanism
	
	same value as Security-Server header sent by SS
	
	

	Require
	A1
	
	
	RFC 3261 [15]

	
option-tag
	
	sec-agree
	
	RFC 3329 [21]

	Proxy-Require
	A1
	
	
	RFC 3261 [15]

	
option-tag
	
	sec-agree
	
	RFC 3329 [21]

	CSeq
	
	
	
	RFC 3261 [15]

	
value
	
	must be present, value not checked
	
	

	
method
	
	SUBSCRIBE
	
	

	Call-ID
	
	
	
	RFC 3261 [15]

	
callid
	
	value not checked, but stored for later reference
	
	

	Max-Forwards
	
	
	
	RFC 3261 [15]

	
value
	
	non-zero value
	
	

	P-Access-Network-Info
	A1
	
	
	RFC 7315 [132]
RFC 7913 [154]

	
access-net-spec
	A6
	access network information and, if applicable, the cell ID
	
	

	
	A7
	access network information for NR, containing access-class parameter with value "3GPP-NR" or access-type parameter with value "3GPP-NR-FDD" or "3GPP-NR-TDD", and also containing the cell ID
	Rel-15
	

	Accept 
	
	
	
	RFC 3261 [15]

	
media-range
	
	application/conference-info+xml
	
	RFC 3680 [22]

	Event
	
	
	
	RFC 6665 [140]
RFC 3680 [22]

	
event-type
	
	conference
	
	

	Content-Length
	
	header shall be present if UE uses TCP to send this request and if there is a message-body
	
	RFC 3261 [15]

	
value
	
	length of request body, if such is present
	
	


	Condition
	Explanation

	A1
	IMS security (A.6a/2 TS 34.229-2 [5]))

	A2
	GIBA (A.6a/1 TS 34.229-2 [5]))

	A3
	Void

	A4
	obtaining and using GRUUs in the Session Initiation Protocol (SIP) (A.4/53 3GPP TS 34.229-2 [5])

	A5
	Void.

	A6
	UE uses E-UTRAN access (A.18/1 3GPP TS 34.229-2 [5])

	A7
	UE uses NR access (A.18/5 3GPP TS 34.229-2 [5])
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