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	Reason for change:
	In the current TTCN implementation of this testcase, at Step 49A the function f_NBIOT_RRC_ConnectionRelease (nbiot_Cell53); is called.
After this, for Steps 50 – 50B, the function f_NBIOT_UE_Detach_SwitchOffUe (nbiot_Cell53, CONTROL_PLANE, RRC_CONNECTED); is called.

It is incorrect to call this function with rrc stte as RRC_CONNECTED since the rrc connection has been released in Step 49A.

This needs to be corrected.

	
	

	Summary of change:
	For steps 50 – 50B, instead of calling function f_NBIOT_UE_Detach_SwitchOffUe (nbiot_Cell53, CONTROL_PLANE, RRC_CONNECTED);, called f_NBIOT_UE_Detach_SwitchOffUe (nbiot_Cell53, CONTROL_PLANE, RRC_IDLE);
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1 Corrections required

1.1 f_TC_22_5_8_NBIOT()
	Template name
	f_TC_22_5_8_NBIOT()

	Reason for change
	In the current TTCN implementation of this testcase, at Step 49A the function f_NBIOT_RRC_ConnectionRelease (nbiot_Cell53); is called.

After this, for Steps 50 – 50B, the function f_NBIOT_UE_Detach_SwitchOffUe (nbiot_Cell53, CONTROL_PLANE, RRC_CONNECTED); is called.

It is incorrect to call this function with rrc stte as RRC_CONNECTED since the rrc connection has been released in Step 49A.

This needs to be corrected.

	Summary of change
	For steps 50 – 50B, instead of calling function f_NBIOT_UE_Detach_SwitchOffUe (nbiot_Cell53, CONTROL_PLANE, RRC_CONNECTED);, called f_NBIOT_UE_Detach_SwitchOffUe (nbiot_Cell53, CONTROL_PLANE, RRC_IDLE);

	TTCN module
	NBIOT_NAS_TrackingArea.ttcn

	MCC160 Comment
	


Before Change:

	<<SKIPPED CODE>>

//@siclog "Step 49A" siclog@
    // The SS releases the RRC connection @sic R5-194601 sic@
    f_NBIOT_RRC_ConnectionRelease(nbiot_Cell53);
    //@siclog "Step 50 - 50B" siclog@
    // Switch off the UE
    f_NBIOT_UE_Detach_SwitchOffUe(nbiot_Cell53, CONTROL_PLANE, RRC_CONNECTED);
    <<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>

//@siclog "Step 49A" siclog@
    // The SS releases the RRC connection @sic R5-194601 sic@
    f_NBIOT_RRC_ConnectionRelease(nbiot_Cell53);
    //@siclog "Step 50 - 50B" siclog@
    // Switch off the UE
    f_NBIOT_UE_Detach_SwitchOffUe(nbiot_Cell53, CONTROL_PLANE, RRC_IDLE/*WA#22_5_8 RRC_CONNECTED*/);
    <<SKIPPED CODE>>


