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	Reason for change:
	In 36.212, section 5.3.3.1.4, it is said that the use of ‘'COT sharing indication for AUL' in DCI format 1C is defined in section 4.1.3 of 37.213. However, section 4.1.3 of 37.213 only discusses the 'COT sharing indication' in AUL-UCI, which serves a different purpose. The application of ‘'COT sharing indication for AUL' in DCI format 1C is described in section 4.2.1 of 37.213 instead.

	
	

	Summary of change:
	Correct the reference in 36.212 to point at section 4.2.1 of 37.213.

	
	

	Consequences if not approved:
	Incorrect reference to 37.213. Given similar names of the fields, there is a risk of confusion. 
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[bookmark: _Toc10818778]5.3.3.1.4	Format 1C
<Unchanged parts are omitted>

Else
-	Subframe configuration for LAA – 4 bits as defined in clause 13A of [3] 
-	UL duration and offset – 5 bits as defined in clause 13A of [3]. The field only applies to a UE configured with uplink transmission on a LAA SCell 
-	PUSCH trigger B – 1 bit as defined in subclause 8.0 of [3]. The field only applies to a UE configured with uplink transmission on a LAA SCell
-	COT sharing indication for AUL – 1 bit as defined in 4.1.34.2.1 of [8]. The field only applies to a UE configured with uplink transmission on a LAA SCell
-	Reserved information bits are added until the size is equal to that of format 1C used for very compact scheduling of one PDSCH codeword

<Unchanged parts are omitted> 

