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[bookmark: _Toc12718435][bookmark: _Toc535261400]6.3.3	UE capability information elements
[…]
[bookmark: _Toc12718469]–	NRDC-Parameters
The IE NRDC-Parameters contains parameters specific to NR-DC, i.e., which are not applicable to NR SA.
NRDC-Parameters information element
-- ASN1START
-- TAG-NRDC-PARAMETERS-START

NRDC-Parameters ::=                 SEQUENCE {
    measAndMobParametersNRDC            MeasAndMobParametersMRDC                    OPTIONAL,
    generalParametersNRDC               GeneralParametersMRDC-XDD-Diff              OPTIONAL,
    fdd-Add-UE-NRDC-Capabilities        UE-MRDC-CapabilityAddXDD-Mode               OPTIONAL,
    tdd-Add-UE-NRDC-Capabilities        UE-MRDC-CapabilityAddXDD-Mode               OPTIONAL,
    fr1-Add-UE-NRDC-Capabilities        UE-MRDC-CapabilityAddFRX-Mode               OPTIONAL,
    fr2-Add-UE-NRDC-Capabilities        UE-MRDC-CapabilityAddFRX-Mode               OPTIONAL,
    lateNonCriticalExtension            OCTET STRING                                OPTIONAL,
    nonCriticalExtension                SEQUENCE {}                                 OPTIONAL
}

NRDC-Parameters-v1570 ::=           SEQUENCE {
    sfn-SyncNRDC						ENUMERATED {supported}                      OPTIONAL
}


-- TAG-NRDC-PARAMETERS-STOP
-- ASN1STOP

[…]
[bookmark: _Toc12718488][bookmark: _Hlk726563]–	UE-NR-Capability
The IE UE-NR-Capability is used to convey the NR UE Radio Access Capability Parameters, see TS 38.306 [26].
UE-NR-Capability information element
-- ASN1START
-- TAG-UE-NR-CAPABILITY-START

UE-NR-Capability ::=            SEQUENCE {
    accessStratumRelease            AccessStratumRelease,
    pdcp-Parameters                 PDCP-Parameters,
    rlc-Parameters                  RLC-Parameters                      OPTIONAL,
    mac-Parameters                  MAC-Parameters                      OPTIONAL,
    phy-Parameters                  Phy-Parameters,
[bookmark: _Hlk515667603]    rf-Parameters                   RF-Parameters,
    measAndMobParameters            MeasAndMobParameters                OPTIONAL,
    fdd-Add-UE-NR-Capabilities      UE-NR-CapabilityAddXDD-Mode         OPTIONAL,
    tdd-Add-UE-NR-Capabilities      UE-NR-CapabilityAddXDD-Mode         OPTIONAL,
    fr1-Add-UE-NR-Capabilities      UE-NR-CapabilityAddFRX-Mode         OPTIONAL,
    fr2-Add-UE-NR-Capabilities      UE-NR-CapabilityAddFRX-Mode         OPTIONAL,
    featureSets                     FeatureSets                         OPTIONAL,
    featureSetCombinations          SEQUENCE (SIZE (1..maxFeatureSetCombinations)) OF FeatureSetCombination         OPTIONAL,

    lateNonCriticalExtension        OCTET STRING                        OPTIONAL,
    nonCriticalExtension            UE-NR-Capability-v1530              OPTIONAL
}

UE-NR-Capability-v1530 ::=               SEQUENCE {
    fdd-Add-UE-NR-Capabilities-v1530         UE-NR-CapabilityAddXDD-Mode-v1530      OPTIONAL,
    tdd-Add-UE-NR-Capabilities-v1530         UE-NR-CapabilityAddXDD-Mode-v1530      OPTIONAL,
    dummy                                    ENUMERATED {supported}                 OPTIONAL,
    interRAT-Parameters                      InterRAT-Parameters                    OPTIONAL,
    inactiveState                            ENUMERATED {supported}                 OPTIONAL,
    delayBudgetReporting                     ENUMERATED {supported}                 OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1540                 OPTIONAL
}

[bookmark: _Hlk726539]UE-NR-Capability-v1540 ::=              SEQUENCE {
    sdap-Parameters                         SDAP-Parameters                         OPTIONAL,
    overheatingInd                          ENUMERATED {supported}                  OPTIONAL,
    ims-Parameters                          IMS-Parameters                          OPTIONAL,
    fr1-Add-UE-NR-Capabilities-v1540        UE-NR-CapabilityAddFRX-Mode-v1540       OPTIONAL,
    fr2-Add-UE-NR-Capabilities-v1540        UE-NR-CapabilityAddFRX-Mode-v1540       OPTIONAL,
    fr1-fr2-Add-UE-NR-Capabilities          UE-NR-CapabilityAddFRX-Mode             OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1550                  OPTIONAL
}

UE-NR-Capability-v1550 ::=               SEQUENCE {
    reducedCP-Latency                        ENUMERATED {supported}                 OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1560                 OPTIONAL
}

UE-NR-Capability-v1560 ::=               SEQUENCE {
    nrdc-Parameters                         NRDC-Parameters                         OPTIONAL,
    receivedFilters                         OCTET STRING (CONTAINING UECapabilityEnquiry-v1560-IEs)       OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1570SEQUENCE {}                             OPTIONAL
}

UE-NR-Capability-v1570 ::=               SEQUENCE {
    nrdc-Parameters-v1570                   NRDC-Parameters-v1570                   OPTIONAL,
    nonCriticalExtension                    SEQUENCE {}                             OPTIONAL
}

UE-NR-CapabilityAddXDD-Mode ::=         SEQUENCE {
    phy-ParametersXDD-Diff                  Phy-ParametersXDD-Diff                  OPTIONAL,
    mac-ParametersXDD-Diff                  MAC-ParametersXDD-Diff                  OPTIONAL,
    measAndMobParametersXDD-Diff            MeasAndMobParametersXDD-Diff            OPTIONAL
}

UE-NR-CapabilityAddXDD-Mode-v1530 ::=    SEQUENCE {
    eutra-ParametersXDD-Diff                 EUTRA-ParametersXDD-Diff
}

UE-NR-CapabilityAddFRX-Mode ::= SEQUENCE {
    phy-ParametersFRX-Diff              Phy-ParametersFRX-Diff                      OPTIONAL,
    measAndMobParametersFRX-Diff        MeasAndMobParametersFRX-Diff                OPTIONAL
}

UE-NR-CapabilityAddFRX-Mode-v1540 ::=    SEQUENCE {
    ims-ParametersFRX-Diff                   IMS-ParametersFRX-Diff                 OPTIONAL
}

-- TAG-UE-NR-CAPABILITY-STOP
-- ASN1STOP

