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<Start of modified section 1>

4.9.7
Test procedure for UE for Tracking area updating / Inter-system change from N1 mode to S1 mode in 5GMM/EMM-IDLE mode

4.9.7.2.3
Specific Message content

Default message contents as specified in TS 36.508 [2] with the following exceptions.

Table 4.9.7.2.3-1: TRACKING AREA UPDATE REQUEST (Step 3, Table 4.9.7.2.2-1)

	Derivation Path: TS 36.508 [2], Table 4.7.2-27, condition NR.

	Information Element
	Value/remark
	Comment
	Condition

	EPS update type
	
	
	

	  EPS update type Value
	'000'B or '001'B or '010'B or '100'B or '101'B
	Any Allowed Value except periodic updating
	

	  "Active" flag
	'0'B
	No bearer establishment requested
	

	NAS key set identifier
	the eKSI indicating the 5G NAS security context value assigned at the initial registration when the UE entered N1
	
	

	Old GUTI
	GUTI, mapped from the 5G-GUTI assigned at the initial registration when the UE entered N1
	
	

	Additional GUTI
	Not present or any allowed value
	
	

	Last visited registered TAI
	The TAI the last visited E-UTRA Cell belonged to, if any. Not included if the UE does not have last stored EPC TAI.
	
	

	UE radio capability information update needed
	'1'B
	UE radio capability information update needed
	First-N1-to-S1

	EPS bearer context status
	Present, Content not checked
	EBI corresponding to active PDU Sessions need to be set to 1
	

	Old GUTI type
	"Native GUTI"
	
	

	UE status
	"UE is in 5GMM-REGISTERED state"
	
	

	NOTE:
The message shall be integrity protected using the 5GS security context available in the UE.


	Condition
	Explanation 

	First-N1-to-S1
	First N1 to S1 transition following UE registration in N1 mode
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