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	Reason for change:
	Current default value for frequencyDomainResources in ControlResourceSet IE for additional coreset was reduced from 24RBs to 18RBs at RAN5#86-e to meet the requirement that additional coreset configured in SIB1 for SA NR shall be within the minimum CORESET#0 bandwidth for all NR bands and to obtain carriers with Low and Mid ranges to extend the bandwidth of the NR bands. The change to 18 RBs violates the requirement on required bandwidth for search spaces considering the default aggregation levels and number of candidates specified for the SearchSpace IE (require 24 RBs and duration of 2 symbols).
Thus it is proposed that revert the change of the default value of frequencyDomainResources in ControlResourceSet IE to 24RBs.
Note!

To resolve the problem of coreset restrictions of CORESET#1 to 18 RBs there is an associated CR#1226 that change CORESET#1 to be configured for SA NR in RRCSetup instead of in SIB1.
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	1. Removed content of clause 4.3.1.0E and Table 4.3.1.0E-1 and marked as void. 
2. Table 4.6.3-28: Changed value of frequencyDomainResources correspondent to use lowest 24 RBs of the BWP. 
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4.3.1.0E
Void

Table 4.3.1.0E-1: Void
	

	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	


<Skipped text>
4.6.3
Radio resource control information elements
<Skipped text>
–
ControlResourceSet
Table 4.6.3-28: ControlResourceSet
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ControlResourceSet ::= SEQUENCE {
	
	
	

	  controlResourceSetId
	ControlResourceSetId
	
	

	  frequencyDomainResources
	11110000 00000000 00000000 00000000 00000000 00000
	CORESET to use the least significant 24 RBs of the BWP
	

	  duration
	2
	SearchSpace duration of 2 symbols
	

	  cce-REG-MappingType CHOICE {
	
	
	

	    nonInterleaved
	null
	
	

	  }
	
	
	

	  precoderGranularity
	sameAsREG-bundle
	
	

	  tci-StatesPDCCH-ToAddList
	Not present
	
	

	  tci-StatesPDCCH-ToReleaseList
	Not present
	
	

	  tci-PresentInDCI
	Not present
	
	

	  pdcch-DMRS-ScramblingID
	Not present
	
	

	}
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