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<Start of first modified section>
–
FreqBandList

Table 4.6.4-21: FreqBandList

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FreqBandList::= SEQUENCE (SIZE (1..maxBandsMRDC)) OF CHOICE {
	
	
	

	  bandInformationEUTRA SEQUENCE {
	
	
	EN-DC

	    bandEUTRA
	FreqBandIndicatorEUTRA
	
	

	    ca-BandwidthClassDL-EUTRA
	Not checked
	
	

	    ca-BandwidthClassUL-EUTRA
	Not checked
	
	

	  }
	
	
	

	  bandInformationNR SEQUENCE {
	
	
	

	    bandNR
	FreqBandIndicatorNR
	
	

	    maxBandwidthRequestedDL
	Not checked
	
	

	    maxBandwidthRequestedUL
	Not checked
	
	

	    maxCarriersRequestedDL
	Not checked
	
	

	    maxCarriersRequestedUL
	Not checked
	
	

	  }
	
	
	

	  FreqBandInformation[1] CHOICE {
	
	entry 1
	CA-InterBand

	    bandInformationNR SEQUENCE {
	2 entries
	
	

	      bandNR
	FreqBandIndicatorNR with operationg band under test
	
	

	      maxBandwidthRequestedDL
	Not checked
	
	

	      maxBandwidthRequestedUL
	Not checked
	
	

	      maxCarriersRequestedDL
	Not checked
	
	

	      maxCarriersRequestedUL
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  FreqBandInformation[2] CHOICE {
	
	entry 2
	

	    bandInformationNR SEQUENCE {
	2 entries
	
	

	      bandNR
	FreqBandIndicatorNR with secondary band under test
	
	

	      maxBandwidthRequestedDL
	Not checked
	
	

	      maxBandwidthRequestedUL
	Not checked
	
	

	      maxCarriersRequestedDL
	Not checked
	
	

	      maxCarriersRequestedUL
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	EN-DC
	E-UTRA-NR Dual Connectivity

	CA-InterBand
	Used in CA interBand test cases


<Skipped unmodified section>
–
FreqBandIndicatorNR
Table 4.6.3-58: FreqBandIndicatorNR
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	FreqBandIndicatorNR
	Operating band under test
	
	

	
	Secondary band under test
	
	CA-InterBand


	Condition
	Explanation

	CA-InterBand
	Used in CA interBand test cases


<End of modified section>

