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	Reason for change:
	Based on contribution R1-2001589, it has been identified the following:
In the RAN1 #100e-meeting, the agreed RAN1 assumptions are as follows.
Agreements:
· Send LS to RAN4 (CC RAN2) to ask their checking and confirmation on following RAN1 assumptions.
· UE may performs CLI-RSSI measurement with the SCS of the active bandwidth part within the configured CLI-RSSI resource in the active BWP regardless of the reference SCS of the measurement resource.
· CLI-RSSI measurement is applicable for RRC_CONNECTED intra-frequency only.
· When SRS-RSRP measurement resource is fully confined within BW of DL active BWP, UE operates SRS-RSRP measurement using the SRS-RSRP measurement resource. Otherwise the UE does not operate SRS-RSRP measurement using the SRS-RSRP measurement resource. UE is not expected to be configured a SRS-RSRP resource outside DL BWP.
· SRS-RSRP measurement is applicable for RRC_CONNECTED intra-frequency only.

Wherein, the agreements of “CLI-RSSI/SRS-RSRP measurement is applicable for RRC_CONNECTED intra-frequency only” have already been captured into 38.215 CR R1-2001440. In our opinion, the agreement of UE measurement behaviour corresponding to SRS-RSRP measurement resource configuration should also be captured in 38.214

	
	

	Summary of change:
	In section 5.1.6.4 based on email discussion [100b-e-NR-TEIs-01], and based on contribution R1-2001589, the assumption on SRS-RSRP measurement has been captured in specification.




	
	

	Consequences if not approved:
	Incomplete specification for SRS-RSRP measurement.
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[bookmark: _Toc29673157][bookmark: _Toc29673298][bookmark: _Toc29674291]5.1.6.4	SRS reception procedure for CLI
The SRS resources defined in Clause 6.4.1.4 of [4, TS 38.211] may be configured for SRS-RSRP measurement for CLI, as defined in Clause 5.1.19 of [7, TS 38.215]. The UE is not expected to measure SRS-RSRP with a subcarrier spacing other than the one configured for the active BWP confining the SRS resource. The UE is not expected to measure SRS-RSRP using the SRS-RSRP measurement resource which is not fully confined within the DL active BWP. The UE is not expected to measure more than 32 SRS resources, and the UE is not expected to receive more than 8 SRS resources in a slot.
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