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[bookmark: _Toc19798772][bookmark: _Toc26467243][bookmark: _Toc29326604][bookmark: _Toc29327754][bookmark: _Toc36045944][bookmark: _Toc36046204][bookmark: _Toc36046350]7.3.1	DCI formats
The DCI formats defined in table 7.3.1-1 are supported.
Table 7.3.1-1: DCI formats
	DCI format
	Usage

	0_0
	Scheduling of PUSCH in one cell

	0_1
	Scheduling of one or multiple PUSCH in one cell, or indicating downlink feedback information for configured grant PUSCH (CG-DFI)

	0_2
	Scheduling of PUSCH in one cell

	1_0
	Scheduling of PDSCH in one cell

	1_1
	Scheduling of PDSCH in one cell, and/or triggering one shot HARQ-ACK codebook feedback

	1_2
	Scheduling of PDSCH in one cell

	2_0
	Notifying a group of UEs of the slot format, available RB sets, COT duration and search space set group switching

	2_1
	Notifying a group of UEs of the PRB(s) and OFDM symbol(s) where UE may assume no transmission is intended for the UE

	2_2
	Transmission of TPC commands for PUCCH and PUSCH

	2_3
	Transmission of a group of TPC commands for SRS transmissions by one or more UEs

	2_4
	Notifying a group of UEs of the PRB(s) and OFDM symbol(s) where UE cancels the corresponding UL transmission from the UE

	2_5
	Notifying the availability of soft resources as defined in Clause [x.x]9.3.1 of [10, TS 38.473]

	2_6
	Notifying the power saving information outside DRX Active Time for one or more UEs

	3_0
	Scheduling of NR sidelink in one cell

	3_1
	Scheduling of LTE sidelink in one cell


< Unchanged parts are omitted >
7.3.1.3.6	Format 2_5
DCI format 2_5 is used for notifying the availability of soft resources as defined in Clause [x.x]9.3.1 of [10, TS 38.473]
The following information is transmitted by means of the DCI format 2_5 with CRC scrambled by AI-RNTI:
-	Availability indicator 1, Availability indicator 2, …, Availability indicator N.
[bookmark: _GoBack]The size of DCI format 2_5 with CRC scrambled by AI-RNTI is configurable by higher layers up to [128] bits, according to Clause 14 of [5, TS 38.213].
< Unchanged parts are omitted >
