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	36.133
	6866
	-
	Rel-16
	CR on downlink channel quality measurement requirement for Rel-16 NB IoT
	B
	16.5.0
	RAN4#95-e
	R4-2007685
	Huawei, Hisilicon
	NB_IOTenh3-Core
	
	

	36.133
	6867
	1
	Rel-16
	CR on non-anchor RRM measurement requirements in enhanced coverage for Rel-16 NB IoT
	B
	16.5.0
	RAN4#95-e
	R4-2008651
	Huawei, Hisilicon
	NB_IOTenh3-Core
	
	

	36.133
	6868
	2
	Rel-16
	CR on non-anchor RRM measurement requirements in normal coverage for Rel-16 NB IoT
	B
	16.5.0
	RAN4#95-e
	R4-2009241
	Huawei, Hisilicon
	NB_IOTenh3-Core
	
	

	36.133
	6869
	2
	Rel-16
	CR on measurement requriements for RSRP change based TA validation
	B
	16.5.0
	RAN4#95-e
	R4-2009243
	Huawei, Hisilicon
	NB_IOTenh3-Core
	
	

	36.133
	6870
	1
	Rel-16
	CR on updating RRM requirement for new introduced UE specific DRX cycles for Rel-16 NB-IoT
	B
	16.5.0
	RAN4#95-e
	R4-2008653
	Huawei, Hisilicon
	NB_IOTenh3-Core
	
	

	36.133
	6874
	-
	Rel-16
	CR on NB-IoT cell reselection margin in enhanced coverage in Rel-16 (Cat A)
	A
	16.5.0
	RAN4#95-e
	R4-2007727
	Huawei, Hisilicon
	NB_IOTenh3-Core
	
	

	37.141
	0927
	-
	Rel-16
	CR to TS 37.141: Correction on optional support of NB-IoT operation in NR in-band with CS17
	F
	16.5.0
	RAN4#95-e
	R4-2006103
	Nokia, Nokia Shanghai Bell
	NB_IOTenh3-Perf
	
	

	37.141
	0928
	1
	Rel-16
	CR to TS 37.141: Clarifications on test configurations for NB-IoT operation in NR in-band
	F
	16.5.0
	RAN4#95-e
	R4-2008425
	Nokia, Nokia Shanghai Bell
	NB_IOTenh3-Perf
	
	

	38.133
	0717
	-
	Rel-16
	NTA_offset setting for NR coexistence with NB-IoT
	F
	16.3.0
	RAN4#95-e
	R4-2007114
	Nokia, Nokia Shanghai Bell, Ericsson
	NB_IOTenh3-Core
	
	


