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	Reason for change:
	The provision that a UE supporting a non-contigous intra-band CA/DC configuration where at least one sub-block contains two carriers can fall back to single carrier without supporting the intermediate fall-back combinations (change introduced in v15.6.0) violates the fall-back specification in 38.306. 

	
	

	Summary of change:
	The provision that a UE supporting a non-contigous CA configuration where at least one sub-block contains two carriers can fall back to single carrier without supporting the intermediate fall-back combinations is removed.

	
	

	Consequences if not approved:
	Contradicting specifications: specification of the support of fall-backs in 38.101-2 violates the corresponding capability specification 38.306.  
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< start of changes >
[bookmark: _Toc21340717][bookmark: _Toc29805164][bookmark: _Toc36456373][bookmark: _Toc36469471][bookmark: _Toc37253880][bookmark: _Toc37322737][bookmark: _Toc37324143]4.2	Applicability of minimum requirements
a)	In this specification the Minimum Requirements are specified as general requirements and additional requirements. Where the Requirement is specified as a general requirement, the requirement is mandated to be met in all scenarios
b)	For specific scenarios for which an additional requirement is specified, in addition to meeting the general requirement, the UE is mandated to meet the additional requirements.
c)	The spurious emissions power requirements are for the long-term average of the power. For the purpose of reducing measurement uncertainty it is acceptable to average the measured power over a period of time sufficient to reduce the uncertainty due to the statistical nature of the signal
[bookmark: _Hlk9409873]d)	All the requirements for intra-band contiguous and non-contiguous CA apply under the assumption of the same slot format indicated by TDD-UL-DL-ConfigurationCommon and TDD-UL-DL-ConfigurationDedicated in the PCell and SCells for NR SA.
A terminal which supports CA or DC configurations, which include FR2 intra-band CA combinations with multiple subblocks, where at least one of the subblocks consists of a contiguous CA combination, is not required to support all possible fallback combinations but can directly fall back to a single FR2 carrier. Deactivating carriers within the CA or DC combination is still possible.
< end of changes >

