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<Start of modified section>

E.4	Cell configuration mapping for SA FR1 test cases in Chapter 6
Table E.4-1 defines the cell configuration mapping for SA FR1 test cases in chapter 6 of this test specification.
Table E.4-1: Cell configuration mapping for SA FR1 RRM testing
	TC
	Description
	38.533 NR Cell1
	38.533 NR Cell2
	38.533 NR Cell3
	38.533 NR Cell4
	CA Type

	6.1.1.1
	NR SA FR1 cell re-selection
	NR Cell 1
	NR Cell 11
	
	
	

	6.1.1.2
	NR SA FR1-FR1 cell re-selection
	NR Cell 6
	NR Cell 23
	
	
	

	6.1.1.7
	NR SA FR1 cell re-selection for UE configured with highSpeedMeasFlag-r16
	NR Cell 1
	NR Cell 11
	
	
	

	6.3.1.1
	NR SA FR1 handover with known target cell
	NR Cell 1
	NR Cell 2
	
	
	

	6.3.1.2
	NR SA FR1 handover with unknown target cell
	NR Cell 1
	NR Cell 2
	
	
	

	6.3.1.3
	NR SA FR1-FR1 Handover with unknown Target Cell
	NR Cell 6
	NR Cell 3
	
	
	

	6.3.2.1.1
	NR SA FR1 RRC re-establishment
	NR Cell 1
	NR Cell 2
	
	
	

	6.3.2.1.2
	NR SA FR1 - FR1 RRC re-establishment
	NR Cell 6
	NR Cell 3
	
	
	

	6.3.2.1.3
	NR SA FR1 RRC re-establishment without serving cell timing
	NR Cell 1
	NR Cell 2
	
	
	

	6.3.2.2.1
	Contention based random access test in FR1 for NR standalone
	NR Cell 1
	
	
	
	

	6.3.2.2.2
	Non-Contention based random access test in FR1 for NR standalone
	NR Cell 1
	
	
	
	

	6.3.2.3.1
	NR SA FR1 RRC connection release with redirection
	NR Cell 6
	NR Cell 3
	
	
	

	6.4.3.1
	NR SA FR1 timing advance adjustment accuracy
	NR Cell 1
	
	
	
	

	6.5.1.1
	NR SA FR1 radio link monitoring out-of-sync test for PCell configured with SSB-based RLM RS in non-DRX mode  
	NR Cell 1
	
	
	
	

	6.5.1.2
	NR SA FR1 radio link monitoring in-sync test for PCell configured with SSB-based RLM RS in non-DRX mode
	NR Cell 1
	
	
	
	

	6.5.1.3
	NR SA FR1 radio link monitoring out-of-sync test for PCell configured with SSB-based RLM RS in DRX mode
	NR Cell 1
	
	
	
	

	6.5.1.4
	NR SA FR1 radio link monitoring in-sync test for PCell configured with SSB-based RLM RS in DRX mode
	NR Cell 1
	
	
	
	

	6.5.1.5
	NR SA FR1 radio link monitoring out-of-sync test for PCell configured with CSI-RS-based RLM RS in non-DRX mode
	NR Cell 1
	
	
	
	

	6.5.1.6
	NR SA FR1 radio link monitoring in-sync test for PCell configured with CSI-RS-based RLM RS in non-DRX mode
	NR Cell 1
	
	
	
	

	6.5.1.7
	NR SA FR1 radio link monitoring out-of-sync test for PCell configured with CSI-RS-based RLM RS in DRX mode
	NR Cell 1
	
	
	
	

	6.5.1.8
	NR SA FR1 radio link monitoring in-sync test for PCell configured with CSI-RS-based RLM RS in DRX mode
	NR Cell 1
	
	
	
	

	6.5.2.1
	NR SA FR1 interruptions during measurements on deactivated NR SCC
	NR Cell 6
	NR Cell 3
	
	
	

	6.5.3.1
	NR SA FR1 SCell activation and deactivation of known SCell in non-DRX for 160ms SCell measurement cycle
	NR Cell 6
	NR Cell 3
	
	
	

	6.5.3.2
	NR SA FR1 SCell activation and deactivation of known SCell in non-DRX for 320ms SCell measurement cycle
	NR Cell 6
	NR Cell 3
	
	
	

	6.5.3.3
	NR SA FR1 SCell activation and deactivation of unknown SCell in non-DRX
	NR Cell 6
	NR Cell 3
	
	
	

	6.5.4.1
	NR SA FR1 UE UL carrier RRC reconfiguration delay
	NR Cell 1
	NR Cell 33
	
	
	

	6.5.5.1
	NR SA FR1 SSB-based beam failure detection and link recovery in non-DRX
	NR Cell 1
	
	
	
	

	6.5.5.2
	NR SA FR1 SSB-based beam failure detection and link recovery in DRX
	NR Cell 1
	
	
	
	

	6.5.5.3
	NR SA FR1 CSI-RS-based beam failure detection and link recovery in non-DRX
	NR Cell 1
	
	
	
	

	6.5.5.4
	NR SA FR1 CSI-RS-based beam failure detection and link recovery in DRX
	NR Cell 1
	
	
	
	

	6.5.6.1.1
	NR SA FR1-FR1 DCI-based DL active BWP switch in non-DRX
	NR Cell 6
	NR Cell 3
	
	
	

	6.5.6.1.2
	NR SA FR1 DCI-based DL active BWP switch in non-DRX
	NR Cell 1
	
	
	
	

	6.5.6.2.1
	NR SA FR1 RRC-based DL active BWP switch in non-DRX
	NR Cell 1
	
	
	
	

	6.6.1.1
	SA event triggered reporting tests without gap under non-DRX
	NR Cell 1
	NR Cell 2
	
	
	

	6.6.1.2
	SA event triggered reporting tests without gap under DRX
	NR Cell 1
	NR Cell 2
	
	
	

	6.6.1.3
	SA event triggered reporting tests with per-UE gaps under non-DRX
	NR Cell 1
	NR Cell 2
	
	
	

	6.6.1.4
	SA event triggered reporting tests with per-UE gaps under DRX
	NR Cell 1
	NR Cell 2
	
	
	

	6.6.1.5
	SA event triggered reporting tests without gap under non-DRX with SSB index reading
	NR Cell 1
	NR Cell 2
	
	
	

	6.6.1.6
	SA event triggered reporting tests with per-UE gaps under non-DRX with SSB index reading
	NR Cell 1
	NR Cell 2
	
	
	

	6.6.1.7
	NR SA FR1 event-triggered reporting without gap in DRX for UE configured with highSpeedMeasFlag-r16
	NR Cell 1
	NR Cell 2
	
	
	

	6.6.2.1
	NR SA FR1-FR1 event-triggered reporting in non-DRX
	NR Cell 6
	NR Cell 3
	
	
	

	6.6.2.2
	NR SA FR1-FR1 event-triggered reporting in DRX
	NR Cell 6
	NR Cell 3
	
	
	

	6.6.2.5
	NR SA FR1-FR1 event-triggered reporting in non-DRX with SSB time index detection
	NR Cell 6
	NR Cell 3
	
	
	

	6.6.2.6
	NR SA FR1-FR1 event-triggered reporting  in DRX with SSB time index detection
	NR Cell 6
	NR Cell 3
	
	
	

	6.6.4.1
	NR SA FR1 SSB-based L1-RSRP measurement in non-DRX
	NR Cell 1
	
	
	
	

	6.6.4.2
	NR SA FR1 SSB-based L1-RSRP measurement in DRX
	NR Cell 1
	
	
	
	

	6.6.4.3
	NR SA FR1 CSI-RS-based L1-RSRP measurement in non-DRX
	NR Cell 1
	
	
	
	

	6.6.4.4
	NR SA FR1 CSI-RS-based L1-RSRP measurement in DRX
	NR Cell 1
	
	
	
	

	6.7.1.3.1
	NR SA FR1-FR2 SS-RSRP absolute measurement accuracy
	NR Cell 1
	NR Cell 2
	
	
	

	6.7.1.3.2
	NR SA FR1-FR2 SS-RSRP relative measurement accuracy
	NR Cell 1
	NR Cell 2
	
	
	

	6.7.1.1.1
	NR SA FR1 SS-RSRP absolute measurement accuracy
	NR Cell 489
	NR Cell 1
	
	
	

	6.7.1.1.2
	NR SA FR1 SS-RSRP relative measurement accuracy
	NR Cell 489
	NR Cell 1
	
	
	

	6.7.1.2.1
	NR SA FR1-FR1 SS-RSRP absolute measurement accuracy
	NR Cell 6
	NR Cell 3
	
	
	

	6.7.1.2.2
	NR SA FR1-FR1 SS-RSRP relative measurement accuracy
	NR Cell 6
	NR Cell 3
	
	
	

	6.7.2.1
	NR SA FR1 SS-RSRQ measurement accuracy
	NR Cell 1
	NR Cell 2
	
	
	

	6.7.2.2.1
	NR SA FR1-FR1 SS-RSRQ absolute measurement accuracy
	NR Cell 6
	NR Cell 3
	
	
	

	6.7.2.2.2
	NR SA FR1-FR1 SS-RSRQ relative measurement accuracy
	NR Cell 6
	NR Cell 3
	
	
	

	6.7.3.1
	NR SA FR1 SS-SINR measurement accuracy
	NR Cell 1
	NR Cell 2
	
	
	

	6.7.3.2.1
	NR SA FR1-FR1 SS-SINR absolute measurement accuracy
	NR Cell 6
	NR Cell 3
	
	
	

	6.7.3.2.2
	NR SA FR1-FR1 SS-SINR relative measurement accuracy
	NR Cell 6
	NR Cell 3
	
	
	

	6.7.4.1.1
	NR SA FR1 SSB based L1-RSRP absolute measurement accuracy
	NR Cell 1
	
	
	
	

	6.7.4.1.2
	NR SA FR1 SSB based L1-RSRP relative measurement accuracy
	NR Cell 1
	
	
	
	

	6.7.4.2.1
	NR SA FR1 CSI-RS based L1-RSRP absolute measurement accuracy
	NR Cell 1
	
	
	
	

	6.7.4.2.2
	NR SA FR1 CSI-RS based L1-RSRP relative measurement accuracy
	NR Cell 1
	
	
	
	



<End of modified section>

