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<Start of Changes>
6.3A.2	Transmit OFF power for CA
6.3A.2.0	Minimum conformance requirements
For inter-band carrier aggregation with uplink assigned to two NR bands, the transmit OFF power specified in subclause 6.3.2 is applicable for each component carrier when the transmitter is OFF on all component carriers. The transmitter is considered to be OFF when the UE is not allowed to transmit on any of its ports.
[bookmark: _Hlk47427606]For intra-band contiguous carrier aggregation, the transmit OFF power specified in clause 6.3.2 is applicable for each component carrier when the transmitter is OFF on all component carriers. The transmitter is considered to be OFF when the UE is not allowed to transmit on any of its ports.
For intra-band non-contiguous carrier aggregation, the transmit OFF power specified in clause 6.3.2 is applicable for each component carrier when the transmitter is OFF on all component carriers. The transmitter is considered to be OFF when the UE is not allowed to transmit on any of its ports.
The normative reference for this requirement is TS 38.101-1 [2] clause 6.3A.2
6.3A.2.1	Transmit OFF power for CA (2UL CA)
6.3A.2.1.1	Test purpose
To verify that the UE transmit OFF power for 2UL CA is lower than the value specified in the test requirement.
6.3A.2.1.2	Test applicability
The requirements of 6.3A.2.1 apply in test cases 6.3A.3.1 Transmit ON/OFF time mask for CA (2UL CA) to all types of NR UE release 15 and forward that support 2UL CA. Therefore, no test case description and requirements are specified.
6.3A.2.1.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 6.3A.2.0.
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