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1	Work plan related evaluation
	Do you want to modify the time budget for this WI/SI compared to what was endorsed at the last RAN meeting?
	No



If you answered No:	Then please remove the Excel file from the zip file of this status report.
If you answered Yes:	Then please fill out the attached Excel template to request a modification of the time 		budgets for your WI /SI. The Excel table has to be filled out for all affected RAN WGs and 		up to the target date of the WI/SI. The basis are the endorsed time budgets of the last 		RAN meeting. Please highlight all changes of the values.
		One time unit (TU) corresponds to ~ 2 hours in the meeting.
		If this status report covers a WI with Core and Performance part, then please have one 		line for each in the attached Excel table.
		Note: If no Excel table is attached, then this means no time budget change.
Additional explanations/motivations for the time budget changes in the attached Excel table:


2.	Detailed progress in RAN WGs since last TSG meeting (for all involved WGs)
	NOTE: Agreements and Open issues impacted cross-TSG aspects shall be explicitly highlighted
2.1	RAN1
2.1.1	Agreements
In RAN1#106-e, the following agreements were made: 

Multi-beam enhancements:


Agreement
On Rel.17 unified TCI framework, confirm the following working assumption as an agreement with a minor refinement highlighted in red 
For common TCI state ID update and activation to provide common QCL information at least for UE-dedicated PDCCH/PDSCH and/or common UL TX spatial filter(s) at least for UE-dedicated PUSCH/PUCCH across a set of [configured] CCs/BWPs: 
· RRC-configured TCI state pool(s) can be configured in the PDSCH configuration (PDSCH-Config) for each BWP/CC as in Rel-15/16
· Note: Such RRC-configured TCI state pool(s) configuration doesn’t imply that separate DL/UL TCI state pool is excluded or supported
· RRC-configured TCI state pool(s) can be absent in the PDSCH configuration (PDSCH-Config) for each BWP/CC, and replaced with a reference to RRC-configured TCI state pool(s) in a reference BWP/CC
· In the PDSCH configuration (PDSCH-Config) of the reference BWP/CC, RRC-configured TCI state pool(s) shall be configured
· For a BWP/CC where the PDSCH configuration contains a reference to the RRC-configured TCI state pool(s) in a reference BWP/CC, the UE applies the RRC-configured TCI state pool(s) in the reference BWP/CC
· When the BWP/CC ID (i.e. bwp-Id or cell) for QCL-Type A/D source RS in a QCL-Info of the TCI state is absent, the UE assumes that QCL-Type A/D source RS is in the BWP/CC to which the TCI state applies
· Introduce a UE capability to report maximum number of TCI state pools it can support across BWPs and CCs in a band, and the candidate value at least includes 1
· FFS: Introduce a UE capability to report maximum number of configured TCI states that it can support across BWPs and CCs in a band
· FFS: How to define reference BWP/CC

Agreement
Confirm the following working assumption with revision in RED
On Rel.17 beam indication enhancements for L1/L2-centric inter-cell beam management mobility, support the following:
· Rel-17 MAC-CE-based and/or DCI-based beam indication (at least using DCI formats 1_1/1_2 with and without DL assignment including the associated MAC-CE-based TCI state activation) 
· FFS (to be decided in RAN1#106-e): Whether this also applies to PDSCH/PUSCH associated with UE-dedicated CORESETs only or additional target channels (e.g. UE-dedicated PDCCH/PUCCH) 
· FFS: Whether the above is supported only for joint TCI, or both joint TCI and separate DL/UL TCI (including that, if separate DL/UL TCI is supported, the DL TCI and UL TCI associated with a same cell) 
· FFS: Whether to support activation of TCI states for more than one cells simultaneously
· FFS: Whether down-selection between MAC-CE only based and MAC-CE+DCI-based beam indication scheme is necessary
· The DL QCL and UL spatial relation rules already agreed for intra-cell scenario 
· Already agreed up to RAN1#106-e day2
· FFS: The use of SSB associated with a physical cell ID different from that of the serving cell as an indirect QCL reference for UE-dedicated PDSCH 
· FFS (to be decided in RAN1#106-e): Whether this also applies to UE-dedicated PDCCH 
· Note: When RS X is an indirect QCL reference of a target channel, there exists at least one other source signal on the QCL chain between RS X and the target channel
· FFS (to be decided in RAN1#106-e): Whether SSB associated with a physical cell ID different from that of the serving cell can also be used as a direct QCL reference (source RS) for UE-dedicated PDCCH/PDSCH

Agreement
On Rel.17 unified TCI framework, the following DL RSs can share the same indicated Rel-17 TCI state as UE-dedicated reception on PDSCH and for UE-dedicated reception on all or subset of CORESETs in a CC
· Aperiodic CSI-RS resources for CSI
· FFS: Discuss if further restriction or further case is necessary
· Aperiodic CSI-RS resources for BM 
· FFS: Discuss if further restriction or further case is necessary
· FFS: Other CSI-RS time-domain behaviors and/or restriction(s)
 
Agreement
On Rel.17 unified TCI framework:
· Aperiodic SRS resources or resource sets for BM can share the same indicated Rel-17 TCI state as dynamic-grant/configured-grant based PUSCH, all or subset of dedicated PUCCH resources in a CC 
· FFS: Discuss if/which restriction is necessary, e.g. only for aperiodic, apply to all resources in a set
· Note: This doesn’t imply that all time-domain behaviors are automatically supported
 
Agreement
On path-loss measurement for Rel.17 unified TCI framework, at least for discussion purposes:
· “Beam alignment” is defined as follows: 
· The event that the PL-RS is identical to the spatial relation RS in the UL or (if applicable) joint TCI state. 
· FFS: how to define “beam alignment” if the PL-RS and the spatial relation RS in the UL or (if applicable) joint TCI state are not identical
· Any other case, it is defined as beam misalignment
 
Agreement
On Rel.17 beam indication enhancements for inter-cell management, the supported Rel-17 MAC-CE-based and/or DCI-based beam indication (at least using DCI formats 1_1/1_2 with and without DL assignment including the associated MAC-CE-based TCI state activation) apply to:
· Both joint TCI and separate DL/UL TCI
· FFS: For separate DL/UL TCI, whether the indicated DL TCI and UL TCI are associated with SSBs of a same physical cell ID
 
Agreement
On Rel.17 beam indication enhancements for inter-cell management, for the supported Rel-17 MAC-CE-based and/or DCI-based beam indication (at least using DCI formats 1_1/1_2 with and without DL assignment including the associated MAC-CE-based TCI state activation):
· Both MAC-CE based and MAC-CE+DCI-based beam indication schemes are supported
Note: Previous agreement in RAN1#104b-e that remaining unused DCI fields and codepoints are reserved in R17 are not to be reverted.

Working Assumption 
On Rel.17 unified TCI framework, for any DL RS that does not share the same indicated Rel-17 TCI state(s) as UE-dedicated reception on PDSCH and for UE-dedicated reception on all or subset of CORESETs in a CC, but can be configured as a target DL RS of a Rel-17 DL TCI (hence the Rel-17 DL TCI state pool), Rel-17 mechanism(s) which reuse the Rel-15/16 TCI state update signaling/configuration design(s) are used to update/configure such DL RS(s) with Rel-17 TCI state(s).

Agreement
On Rel.17 beam indication enhancements for inter-cell beam management, for the supported Rel-17 MAC-CE-based and/or DCI-based beam indication (at least using DCI formats 1_1/1_2 with and without DL assignment including the associated MAC-CE-based TCI state activation):
· Support a UE feature on how many physical cell IDs (including that of the serving cell) can be associated with the activated TCI states 
· FFS: If UE is configured for only one physical cell ID, decide between the following two options:
· Opt1: the NW can activate TCI states associated with either the same physical cell ID as that of the serving cell or a different physical cell ID from that of the serving cell 
· Opt2: the NW can only activate TCI states associated with the same physical cell ID as that of the serving cell
Note: The above does not necessarily mean that more than 1 physical cell ID that is not serving cell in RRC


Agreement
On Rel-17 DCI-based beam indication, regarding application time of the beam indication, the first slot to apply the indicated TCI is at least Y symbols after the last symbol of the acknowledgment of the joint or separate DL/UL beam indication.
· Note: The Y symbols are configured by the gNB based on UE capability, which is also reported in units of symbols.
· FFS whether Y is configured per BWP , per CC or per band or per SCS , or independent of BWP/CC/SCS
· Note: Previous agreement in RAN1#104b-e that remaining unused DCI fields and codepoints are reserved in R17 are not to be reverted

Agreement
On Rel.17 unified TCI framework, for intra-cell beam indication, the following DL RSs can share the same indicated Rel-17 TCI state as UE-dedicated reception on PDSCH and for UE-dedicated reception on all or subset of CORESETs in a CC: 
· DMRS(s) associated with non-UE-dedicated reception on CORESET(s) and the associated PDSCH 
· FFS (to be concluded in RAN1#106bis-e): Non-UE-dedicated PUCCH and non-UE-dedicated PUSCH
On Rel.17 beam indication enhancements for inter-cell beam management, the supported Rel-17 MAC-CE-based and/or DCI-based beam indication (at least using DCI formats 1_1/1_2 with and without DL assignment including the associated MAC-CE-based TCI state activation) applies to:
· The channels and signals as for intra-cell beam management except for non-UE dedicated channels/signals 
· For the aforementioned applicable channels and signals, SSB associated with a physical cell ID different from that of the serving cell is used as an indirect QCL reference for DL TCI (in case of separate DL/UL TCI) or joint TCI, or an indirect/direct QCL reference for UL TCI (in case of separate DL/UL TCI)
· Note: When RS X is an indirect QCL reference of a target channel, there exists at least one other source signal on the QCL chain between RS X and the target channel. Here, Rel-15/16 QCL rule is reused by replacing SSB with SSB associated with a physical cell ID different from that of the serving cell
· For inter-cell beam management, the support of more than one Rel-17 active DL TCI state / QCL per band is a UE capability
· If UE does not support such capability, MAC-CE based beam indication (activation of one TCI state) can be used to switch between two different DL receptions along two different beams
· Note: The serving cell does not change when beam selection is done
· Note: This does not preclude the possibility for TA update on non-serving cell 
· FFS: For a UE supporting Rel.17 beam indication feature for inter-cell beam management, up to 5 CORESETs can be configured per BWP

Agreement
On Rel-17 DCI-based beam indication, regarding application time of the beam indication, in RAN1#106bis-e, further down select one from the following alternatives for the case of CA:
· Alt1: The first slot and the Y symbols are both determined on the carrier with the smallest SCS among the carrier(s) applying the beam indication
· Alt2: The first slot and the Y symbols are both determined on the carrier with smallest SCS among the carrier(s) applying the beam indication and the UL carrier carrying the acknowledgment
· Alt3: The first slot and the Y symbols are both determined on the UL carrier carrying the acknowledgment.

Agreement
The following working assumption is confirmed with revision in RED.
On Rel.17 unified TCI framework, for any DL RS that does not share the same indicated Rel-17 TCI state(s) as UE-dedicated reception on PDSCH and for UE-dedicated reception on all or subset of CORESETs in a CC, but can be configured as a target DL RS of a Rel-17 DL TCI (hence the Rel-17 DL TCI state pool), Rel-17 mechanism(s) which reuse the Rel-15/16 TCI state update signaling/configuration design(s) are used to update/configure such DL RS(s) with Rel-17 TCI state(s).
· Applies for both intra-cell and inter-cell beam indication

Conclusion
On Rel.17 L1-RSRP multi-beam measurement/reporting enhancements for inter-cell beam management and inter-cell mTRP, there is no consensus in supporting additional value(s) of KMAX other than 4

Agreement 
On Rel.17 L1-RSRP multi-beam measurement/reporting enhancements for inter-cell beam management and inter-cell mTRP, in RAN1#106bis-e, select one of the following alternatives:
· Alt1. Support L1-based event-driven beam reporting for inter-cell beam management and inter-cell mTRP
· Alt2. Support MAC CE based event-driven beam reporting for inter-cell beam management and inter-cell mTRP
· Alt3. In Rel-17, event-driven beam reporting is not supported for inter-cell beam management and inter-cell mTRP

[bookmark: _Hlk79742541]Agreement
On the setting of UL PC parameters except for PL-RS (P0, alpha, closed loop index) for Rel.17 unified TCI framework, the setting of (P0, alpha, closed loop index) for SRS can also be associated with UL or (if applicable) joint TCI state.
· If not associated, the setting(s) of (P0, alpha, closed loop index) for SRS per BWP is independent of the UL or (if applicable) joint TCI states
· This is only applicable for SRS sets using Rel-17 TCI state to determine their spatial relation.
FFS: Whether more than one parameter sets can be configured, e.g. for different traffics

Conclusion
On the setting of UL PC parameters except for PL-RS (P0, alpha, closed loop index) for Rel.17 unified TCI framework, there is no consensus in configuring the same setting of (P0, alpha, closed loop index) per TCI state across channels and apply a channel dependent component 
· Note: It has been agreed that “The setting of (P0, alpha, closed loop index) is at least associated with UL channel or UL RS” and hence the setting of (P0, alpha, closed loop index) is channel/signal dependent (separate settings for PUCCH, PUSCH, and SRS)

Conclusion
On Rel-17 unified TCI, for Rel-17, there is no consensus in supporting additional (M,N) values other than  (M,N)=(1,1)

Conclusion
On Rel.17 enhancements for inter-cell beam management, 
· In Rel-17, RAN1 cannot reach consensus in supporting same or different TA values across the serving cell and TRPs with different PCIs from that of the serving cell 

Agreement
On Rel.17 enhancements for inter-cell beam management, 
· To be finalized in RAN1#106bis-e): UE timing assumption on reception of signals from TRPs with PCIs different from the serving cell compared to that for serving cell

Agreement
On Rel.17 enhancements to facilitate MPE mitigation, support the following enhancement on the Rel-16 event-triggered P-MPR-based reporting (included in the PHR report when a threshold is reached, reported via MAC-CE):
· In addition to the existing field in the PHR MAC-CE, N≥1 P-MPR values can be reported 
· The N P-MPR values are reported together with the following:
· (Working Assumption) For each P-MPR value, up to M SSBRI(s)/CRI(s), where the SSBRI(s)/CRI(s) is selected by the UE from a candidate SSB/CSI-RS resource pool (FFS: how to perform the selection)
· FFS: The supported value(s) of M
· FFS: Whether N represents the number of selected beams or the number of panels
· FFS: Supported values of N
· FFS: Whether beam-specific and/or panel-specific PHR is also reported 
· FFS: Additional reporting quantities, e.g. SSBRI/CRI, MPR+DL RSRP, or modified virtual PHR
· FFS: additional signaling (e.g. CSI triggering) from the NW

Agreement
On Rel.17 L1-RSRP multi-beam measurement/reporting enhancements for inter-cell beam management and inter-cell mTRP, select NMAX (the maximum number of RRC configured PCIs different from the serving cell for measurement/reporting) from the following alternatives (to be decided in RAN1#106bis-e): 
· Alt1: NMAX   is up to UE capability with candidate values of 1 and X.
· Note: X as agreed in AI 8.1.2.2
· When NMAX is configured to be X, the UE measures up to X PCIs different from the serving cell PCI 
· Additional restriction may be added by RAN4
· Alt2. NMAX=1
  
Agreement
On Rel-17 enhancements to facilitate advanced beam refinement/tracking, in Rel-17, further focus study (including down-selection) and, if needed, specification effort on Opt 1-A as agreed in RAN1#105-e (UE -initiated beam selection/activation based on beam measurement and/or reporting, without beam indication or activation from NW) comprising: 
· UE -initiated (DL-only or DL/UL) beam selection, including the following options
· Opt1. The selected beam is reported by an event-triggered UE beam reporting via, e.g. UCI , MAC CE, UL CG, or Type 1/Type 2 CBRA/CFRA
· Opt2. The selected beam is reported by a legacy UE beam report (NW-configured)
· FFS on triggering condition and NW-indication of a beam group in which the UE is allowed to do the beam selection, e.g., the NW-indication via MAC-CE
· FFS : NW confirmation, e.g. if no NW beam selection command overwriting the selected beam is received in a time window after the report
· UE-initiated beam activation based on beam reporting  
· The reported beam(s) are activated as active TCI/spatial relation RS(s) automatically w/o NW activation command after receiving gNB response signalling , e.g. DCI/MAC CE
· FFS : The reported beam is applied directly if the number of supported activated beam by the UE is one and/or after receiving gNB response signaling, or if no NW activation command overwrites the beam(s) activated by the report in a time window after the report
· UE -initiated UL-only beam selection considering potential misalignment between network and UE on the selected beams
· The UE can select an alternative beam from the other beams in the gNB -configured set containing more than one UL beam


Agreement
· The reply LS to RAN2 on TCI state update for L1/L2-centric inter-cell mobility is endorsed in R1-2108526.
· The reply LS to RAN3 on TCI state update for L1/L2-centric inter-cell mobility is endorsed in R1-2108527.
· The reply LS to RAN4 on TCI state update for L1/L2-centric inter-cell mobility is endorsed in R1-2108528.


Agreement
On Rel.17 enhancements to facilitate UE -initiated panel activation and selection, down select or modify from the following two schemes in RAN1#106bis-e:
· Scheme 1: 
· A panel entity corresponds to a reported CSI-RS and/or SSB resource index in a beam reporting instance (i.e. Opt1-1 per RAN1#104-bis-e agreement) 
· The correspondence between a panel entity and a reported CSI-RS and/or SSB resource index is informed to NW
· FFS: Detailed design of how to inform the correspondence to NW 
· Note: the correspondence between a CSI-RS and/or SSB resource index and a panel entity is determined by the UE (analogous to Rel-15/16)
· Support UE reporting of maximum number of SRS ports and coherence type for each panel entity as a UE capability
· Support multiple c odebook -based SRS resource sets with different maximum number of SRS ports
· The indicated SRI is based on the SRS resources corresponding to one SRS resource set, where the SRS resource set should be aligned with the UE capability for the panel entity 
· Scheme 2: 
· Support UE reporting one of the following (to be down selected in RAN1#106bis-e): 
· Opt1. A list of supported UL ranks (number of UL transmission layers) 
· Opt2. A list of supported number of SRS antenna ports
· Opt3. A list of coherence types (as in Rel-15) indicating a subset of ports
· The NW configures an association between an rank index and rank/number of SRS antenna ports/coherence type
· Include at least one of the index, the maximum UL rank or SRS antenna ports or coherence type corresponding to a reported SSBRI/CRI in a beam reporting instance 
· FFS: timeline to apply above result in the beam report instance
· Support multiple codebook -based SRS resource sets with different number of SRS antenna ports
· The indicated SRI is based on the SRS resources corresponding to one SRS resource set, where the SRS resource set should be aligned with the UE reported info corresponding to the index



Multi-TRP enhancements for PDCCH, PUSCH, and PUCCH:

Agreement
If a PDSCH is scheduled by a DCI in PDCCH candidates (the first PDCCH candidate associated with a first CORESET and the second PDCCH candidate associated with a second CORESET) that are linked for repetition:
· Confirm the WA: The UE expects the same configuration for the first and second CORESETs wrt presence of TCI field in DCI.

Agreement
For the issues involving a timeline for/related to DCI decoding, the PDCCH candidate that ends later in time among the two linked PDCCH candidates is used as a reference. This includes at least the following issues
· For N timeline and the HARQ ACK slot offset in the case that DL DCI does not schedule PDSCH but requests HARQ-Ack: SPS release DCI, SCell dormancy indication, requesting Type-3 HARQ-Ack codebook
· For SPS PDSCH cancelation timeline (14 symbols)
· For PUCCH resource overriding timeline (N3)
· For starting drx-InacitivityTimer
· For timeline to send PRACH in response to PDCCH order
· For PDSCH / AP-CSI-RS reception preparation time with cross carrier scheduling with different SCS’s for PDCCH and PDSCH / AP-CSI-RS, i.e., minimum scheduling delay Npdsch and Ncsirs
· For PHR timeline conditions for virtual versus actual PHR
· For TPC application time window to determine whether a TPC command is applicable or not
· For CPU occupation duration for AP-CSI
For the following issue, the PDCCH candidate that starts earlier in time among the two linked PDCCH candidates is used as a reference:
· For determining the most recent transmission of SRS resource(s) identified by the SRI

Agreement
Among the two Alts in RAN1 #104b-e agreement on PDSCH mapping Type B, support Alt1 (The candidate that starts later in time).

Agreement
For PDCCH repetition with two linked candidates, if due to Rel. 15/16 procedures, one of the linked candidates is not monitored (is dropped)
· Option 1: UE still monitors the linked candidate that is not dropped and interprets the DCI based on Rel. 17 PDCCH rules (wrt reference PDCCH candidate)
· At least the following Rel. 15/16 rules are applicable for this purpose:
· Case 1: Overlap with SSB
· Case 2: Overlap with rate matching resources: RateMatchPattern, lte-CRS-ToMatchAround, or LTE-CRS-PatternList-r16, availableRB-SetPerCell-r16
· Case 3: Due to TDD DL/UL related conflicts: Overlap with semi-static / dynamic UL symbols or overlap with PRACH
· FFS: Case 4: QCL-TypeD prioritization rule among CORESETs result in one of the linked candidates not being monitored
· FFS: Case 6: Overlap with reserved PRB(s) and OFDM symbol(s) indicated by DCI format 2_1 where UE may assume no transmission intended for the UE
· Other cases are not precluded
· This does not impact the BD count for both dropped and non-dropped PDCCH candidates

Agreement 
For overbooking in the PCell for USS with two linked SS sets in the same slot/span, select one Alt for each of Case 1 and Case 2 in RAN1 #106-bis-e:
· Case 1: 2 BDs are counted for two linked candidates:
· Alt1: No change (use existing spec)
· Alt2: Consider the SS set pair together (both are kept or both are dropped), where the priority is based on lower SS set ID among the pair.
· Case 2: 3 BDs are counted for two linked candidates:
· Alt1: Overbooking is per individual SS set as in Rel. 15/16
· Alt1-1: The third BD is counted as a virtual SS set (i.e., the virtual SS set for the third BDs is dopped before dropping the linked SS sets).
· Alt1-2: The third BD is counted as part of the SS set with higher ID.
· Alt2: Consider the SS set pair together (both are kept or both are dropped), where the priority is based on lower SS set ID among the pair.
· FFS: Inter-span PDCCH repetition for r16monitoringcapablity.

Agreement 
Study whether/how to handle UE complexity / memory requirements for linked PDCCH candidates
· The following cases can be considered:
· Case 1: One pair of linked MO’s of one pair of linked SS sets in a given slot with large number of candidates.
· Case 2: Multiple pairs of linked MO’s of one pair of linked SS sets in a given slot, where MO’s of the two SS sets are not interlaced
· Case 3: For two pairs of linked SS sets (e.g. SS sets 1 and 2 are linked, and SS sets 3 and 4 are linked), a MO of any of the SS sets (e.g. SS set 3) is in between two linked MOs of another two SS sets (e.g. SS sets 1 and 2).
· Other cases are not precluded.
· Examples of possible mechanisms to address the issue: Restrictions in the spec, UE capability, limit total number linked candidates in a slot, limit total number of linked candidates / CCEs at any given time (similar to CPU occupation)
· Whether the solution should also depend on AL of linked candidates
· The case of CA can also be considered

Agreement 
SS set configured by recoverySearchSpaceId cannot be linked to another SS set for PDCCH repetition.

Agreement 
For AP-CSI-RS scheduled by two PDCCH candidates that are linked for repetition, the UE does not expect that the AP-CSI-RS is transmitted before the first symbol of the PDCCH candidate that starts later in time.

Working Assumption
If a PDSCH with mapping Type B is scheduled by a DCI in PDCCH candidates that are linked for repetition, d1,1 for PDSCH processing time is determined
· Option 2: By considering the PDCCH candidate that results in larger d1,1 value
· Note: Above applies at least for UEs doing selective decoding
FFS: Relaxation of processing time for soft combining of linked PDCCH candidates including PUSCH processing, PDSCH processing for mapping Type A and B, AP CSI processing, DCI processing (N timeline), etc.
FFS: How above applies for UEs doing soft combining

Agreement
For a UE supporting reception with two different beams and configured with PDCCH repetitions, for determination of two QCL-TypeD properties for multiple overlapping CORESETs, down-select from the following Alts in RAN1 #106-bis-e:
· Alt1: Identify the two QCL-Type D properties based on legacy priority order.
· Alt2: Reuse legacy priority rule to identify the first QCL-TypeD property, and then, identify the second QCL-TypeD according to one of the SS sets that is linked with a SS set with the first QCL-TypeD (among the multiple overlapping CORESETs)
· In the case of multiple such SS set pairs, Rel. 15 priority order is followed for the second QCL-TypeD determination
· FFS: The case of no such SS set pair
· Alt3: Assign same priority for two linked search space sets for PDCCH transmission with overlapping monitoring occasions (the priority is according to one of the two SS sets with a lower SS set ID)
· Priority order: SS type (USS/CSS) > linkage of SS sets > cell index > associated SS set ID
· Linked SS set has higher priority than individual SS set
· FFS: The case that the first QCL-TypeD is from unlinked CSS
· FFS: The case of no linked SS sets among the multiple overlapping CORESETs

Agreement
Support PDCCH repetition for Type3 CSS.

Agreement
For PDCCH repetition in Rel. 17, study the following aspects:
· Whether/how to support PDCCH repetition for Type0/0A/1/2 CSS
· Whether to support PDCCH order transmitted with PDCCH repetitions with different beams triggering CFRA for SpCell, and if it is supported how to determine the QCL assumption for the PDCCH that includes the DCI format 1_0 with RA-RNTI and the corresponding scheduled PDSCH.

Conclusion
There is no consensus in RAN1 to support inter-slot PDCCH repetition in Rel. 17.

Agreement
When one of the linked PDCCH candidates uses the same set of CCEs as an individual (unlinked) PDCCH candidate, and they both are associated with the same DCI size, scrambling, and CORESET
· Interpretation of the detected DCI is based on Rel. 17 PDCCH repetition rules (wrt reference PDCCH candidate). 
· Whether the individual candidate is monitored or not is determined by a UE capability 
· FFS (In UE feature session): The details including reusing the reported number of BDs for this purpose, or relation to reported number of BDs
· In both cases, the individual candidate is not counted toward the BD limit.
· UE capability for max number of such overlaps is introduced 
· FFS: Value of 0 is included as a candidate value for the UE capability
· The details to be discussed as part of UE capability discussions
· FFS: When the individual candidate is monitored, the scenario where the other linked candidate is also “overlapping” (same CORESET, DCI size, CCEs, scrambling) with a second individual candidate

Agreement
When DCI schedules a retransmission of CG-PUSCH for type 1 CG or type 2 CG (DCI with CRC scrambled with CS-RNTI and NDI=1) while the CG configuration is RRC-configured with two fields of power control parameters, apply the same procedure as DCI activation for CG type 2 agreed before, i.e.,
· The first (legacy) RRC-configured fields ‘p0-PUSCH-Alpha’ and ‘powerControlLoopToUse’ are associated with the first SRS resource set.
· The second (new) RRC-configured fields ‘p0-PUSCH-Alpha’ and ‘powerControlLoopToUse’ are associated with the second SRS resource set.
· Applying the first, second, or both first and second RRC-configured fields ‘p0-PUSCH-Alpha’ and ‘powerControlLoopToUse’ is determined from the new DCI field (for dynamic switching) of the activating DCI similar to the case of DG-PUSCH.

Agreement
When fallback DCI (DCI format 0_0) activates a type 2 CG or schedules a retransmission of a type 1 or type 2 CG, and the CG configuration is RRC-configured with 2 sets of power control parameters (two ‘p0-PUSCH-Alpha’ and ‘powerControlLoopToUse’):
· The UE uses the first set of values for power control (first RRC-configured ‘p0-PUSCH-Alpha’ and ‘powerControlLoopToUse’).

Agreement
When a DCI that includes the new 2-bits DCI field for dynamic switching activates a type 2 CG or schedules a retransmission of a type 1 or type 2 CG, and the CG configuration is RRC-configured with only one set of power control parameters (one ‘p0-PUSCH-Alpha’ and ‘powerControlLoopToUse’):
· The UE expects the new DCI field for dynamic switching is set to “00”, and all PUSCH repetitions are associated with the first SRS resource set.

Agreement
For the new field in DCI for dynamic switching, 
· For Codepoint “11”, the 1st SRI/TPMI field associate with the 1st SRS resource set while the 2nd SRI/TPMI field associate with the 2nd SRS resource set. i.e.,  
	Codepoint
	SRS resource set(s)
	SRI (for both CB and NCB)/TPMI (CB only) field(s)

	11
	m-TRP mode with (TRP2,TRP1 order)
1st SRI/TPMI field: 1st  SRS resource set
2nd SRI/TPMI field: 2nd SRS resource set
	Both 1st and 2nd SRI/TPMI fields


· For Codepoint “11”, the first repetition in time is associated with the second SRS resource set, and the remaining repetitions follow the configured mapping pattern (cyclic or sequential).
· For Codepoint “10”, the first repetition in time is associated with the first SRS resource set, and the remaining repetitions follow the configured mapping pattern (cyclic or sequential).

Agreement
For PHR reporting related to M-TRP PUSCH repetition, support Option 4 as UE optional capability for a UE that supports mTRP PUSCH, 
· Option 4: Calculate two PHRs (at least corresponding to the CC that applies m-TRP PUSCH repetitions), each associated with a first PUSCH occasion to each TRP, and report two PHRs.

Agreement
For SP-CSI report on mTRP PUSCH repetition Type A and B activated by a DCI, support the use of a similar mechanism to A-CSI multiplexing on M-TRP PUSCH without a TB, which includes the following,
· When SP-CSI multiplexed on m-TRP PUSCH, SP-CSI multiplexed on the two repetitions associated with the two TRPs, and the number of repetitions is always assumed to be 2, regardless of the value indicated.
· For mTRP PUSCH repetition Type A, or for the first PUSCH after activation for PUSCH repetition Type B, reuse similar conditions to support SP-CSI multiplexing on m-TRP PUSCH as defined in A-CSI multiplexing on M-TRP PUSCH, i.e., 
· The UE is expected to follow the above operation for transmitting SP-CSI on two PUSCH repetitions only if 
· For the first PUSCH after activation for PUSCH repetition Type B, the first and second nominal repetitions are expected to be the same as the first and second actual repetitions, respectively (no segmentation). 
· For PUSCH repetition Type A and B, UCIs other than the SP-CSI are not multiplexed on any of the two PUSCH repetitions.
· When the UE does not follow the above operation, UE transmits SP-CSI only on the first PUSCH repetition similar to Rel. 15/16.
· For subsequent PUSCHs after activation (without corresponding PDCCH) for PUSCH repetition Type B, use the following criteria, 
· If the first / second nominal repetition is not the same as the first / second actual repetition, the first / second nominal repetition is dropped
· If one of the first or second nominal repetitions is not dropped, SP-CSI is multiplexed on that repetition
· Else (the first and second nominal repetitions are the same as the first and second actual repetitions) 
· If UCIs other than the SP-CSI are not multiplexed on any of the two PUSCH repetitions, SP-CSI is multiplexed on both repetitions.
· Otherwise, UE transmits SP-CSI only on the first PUSCH repetition similar to Rel. 15/16 (and the second repetition is dropped)

Agreement
For indicating per-TRP OLPC set in DCI format 0_1/0_2, if no SRI field presents in the DCI, 
· Use the existing field (1 or 2 bits) for OLPC set indication and the second p0-PUSCH-SetList-r16. 
· if value of the field equals to ‘0’ or ‘00’, the UE determine two values of P0 for two TRPs (one P0 value for each TRP) from the first and the second default P0 values.
· Note: per TRP default P0 values to be decided in separate discussion (alt.1, alt.2, alt.3 in default power control parameter sets).  
· if value of the field equals to ‘1’ or ‘01’, the UE determine two values of P0 for two TRPs (one P0 value for each TRP) from the first value in the first P0-PUSCH-Set-r16_list and the first value in the second P0-PUSCH-Set-r16_list.
· if value of the field equals to ‘10’ or ‘11’, the UE determine two values of P0 for two TRPs (one P0 value for each TRP) from the second value in the first P0-PUSCH-Set-r16_list and the second value in the second P0-PUSCH-Set-r16_list. 

Agreement
For per-TRP closed-loop power control, when the indicated PUCCH transmission in DCI format 1_0 (fallback DCI) is associated with two “closedLoopIndex” values for multi-TRP PUCCH transmission schemes, the single TPC field (the existing TPC field) is applied to both closed loop indices for the scheduled PUCCH. 

Working assumption
For non-codebook based multi-TRP PUSCH repetition, select Alt.2. 
· Alt. 2: the actual number of PT-RS ports corresponding to the 1st SRS resource set can be different from the actual number of PT-RS ports corresponding to the 2nd SRS resource set.
· FFS: Whether specification change is needed due to this working assumption

Agreement
For RV mapping of type 1 or type 2 CG based multi-TRP PUSCH repetition, support, 
· the configured RV sequence (via “repK-RV”) is applied separately for PUSCH repetitions corresponding to the first TRP and the second TRP with a an RV offset for the starting RV corresponding to the second TRP (similar to the case of dynamic multi-TRP PUSCH repetition).
· if startingFromRV0 set to ‘on’, support that the initial transmission of a transport block may start at:
· the first RV0 transmission occasion of any TRP if the configured RV sequence is {0 2 3 1},
· any of the transmission occasions of the K repetitions that are associated with RV = 0 if the configured RV sequence is {0 3 0 3}, (same as Rel-15/16).
· any of the transmission occasions of the K repetitions if the configured RV sequence is {0,0,0,0}, except the last transmission occasion when K≥8. (same as Rel-15/16).   
· if startingFromRV0 set to ‘off’, the initial transmission of a transport block may only start at the first transmission occasion of the K repetitions (same as Rel-15/16).

For option 4, support the following: 
When PHR MAC-CE is reported in slot n, for a CC that is configured with mTRP PUSCH repetition, PHR value(s) are determined as, 
· The first PHR value is reported same as Rel. 15/16.
· If the first PHR value is actual PHR (based on Rel. 15/16) corresponding to a repetition among mTRP PUSCH repetitions associated with a given TRP, the second PHR value, select Alt. 1A or Alt. 2A 
· Alt.1A: Is always actual. When there are more than one repetitions associated with the other TRP, the second PHR is calculated considering on the following repetition, 
· If there are repetition(s) towards the other TRP which transmit after the repetition used to calculate first PHR, the UE select the earliest repetition among them.
· Otherwise, the UE select the latest repetition which transmitted before the repetition used to calculate first PHR.  
· Alt.2A: Is actual only when a repetition associated with the other TRP is transmitted in slot n. Otherwise, it is virtual.
· If there are multiple repetitions associated with the other TRP in slot n, the earliest one in slot n is selected.
· If the first PHR value is actual PHR (based on Rel. 15/16) but not corresponding to a repetition among mTRP PUSCH repetitions (corresponds to sTRP PUSCH), select Alt. 1B or Alt. 2B
· Alt1B: a second PHR value is reported as virtual PHR.
· Alt2B: a second PHR is not reported
· If the first PHR value is virtual, select Alt. 1C or Alt. 2C
· Alt1C: a second PHR value is reported as virtual PHR.
· Alt2C: a second PHR is not reported
· When second PHR is virtual, it is calculated based on a set of default power control parameters defined for the other TRP (that is not associated with the first PHR)
· Note: the above is applicable to both single entry and multi-entry PHR reports

Agreement
For the grouping of PUCCH resources in Rel-17 multi-TRP PUCCH repetition schemes,
· Support MAC-CE activating two spatial relation info’s (for FR2) for a group of PUCCH resources in a CC. 
· Support MAC-CE activating two sets of power control parameters (for FR1) for a group of PUCCH resources in a CC. 
· When the PUCCH resource is indicated with two spatial relation info’s or two sets of power control parameters (via a MAC-CE that activating two spatial relation info’s or a MAC-CE that activating two sets of power control parameters for a group of PUCCH resources, respectively), the other PUCCH resources in the group also get updated to have the same two spatial relation info’s or two sets of power control parameters.
· When the PUCCH resource is indicated with one spatial relation info or one set of power control parameters (via a MAC-CE that activating single spatial relation info or a MAC-CE that activating single set of power control parameters for a group of PUCCH resources, respectively), then the other PUCCH resources in the group also get updated to have the same spatial relation info or the same set of power control parameters.
· The signalling details are up to RAN2 to decide.
· Note: Impacts coming from coverage enhancement work item on associating PUCCH resource with repetition factor can be discussed separately

Agreement
For single-DCI based M-TRP PUSCH repetition schemes, when one SRS resource per SRS resource set is configured (i.e., when two SRI fields are absent in DCI formats 0_1 / 0_2), per TRP default P0, alpha, PL-RS, and closed loop index is defined by,  
· If the UE is provided enablePL-RS-UpdateForPUSCH-SRS, the first set of values {the first value in P0-AlphaSet, the PL-RS corresponding to the first sri-PUSCH-PowerControl associated with the first SRS resource set and closed-loop index l = 0} is used for TRP1, and the second set of values {the second value in P0-AlphaSet, the PL-RS corresponding to the first sri-PUSCH-PowerControl associated with the second SRS resource set and closed-loop index l = 1 if  twoPUSCH-PC-AdjustmentStates is configured, l=0 otherwise} is used for TRP2.
· Otherwise, the first set of values {the first value in P0-AlphaSet, the PL-RS with PUSCH-PathlossReferenceRS-Id=0 and closed-loop index l = 0} can be used for TRP1, and the second set of values {the second value in P0-AlphaSet, the PL-RS with PUSCH-PathlossReferenceRS-Id = 1 and closed-loop index l = 1 if twoPUSCH-PC-AdjustmentStates is configured, l=0 otherwise } can be used for TRP2.
· Note: How to design the signaling link sri-PUSCH-PowerControl with two SRS resource sets is up to RAN2.

Agreement
For option 4, support the following: 
· When PHR MAC-CE is reported in slot n, for a CC that is configured with mTRP PUSCH repetition, second PHR value is determined as, 
· If the first PHR value is actual PHR (based on Rel. 15/16) corresponding to a repetition among mTRP PUSCH repetitions associated with a given TRP, the second PHR value, select Alt. 2A 
· Alt.2A: Is actual only when a repetition associated with the other TRP is transmitted in slot n. Otherwise, it is virtual.
· If there are multiple repetitions associated with the other TRP in slot n, the earliest one in slot n is selected.
· If the first PHR value is actual PHR (based on Rel. 15/16) but not corresponding to a repetition among mTRP PUSCH repetitions (corresponds to sTRP PUSCH), select Alt. 1B 
· Alt1B: a second PHR value is reported as virtual PHR.
· If the first PHR value is virtual, select Alt. 1C 
· Alt1C: a second PHR value is reported as virtual PHR.
· Note: It was agreed that when second PHR is virtual, it is calculated based on a set of default power control parameters defined for the other TRP (that is not associated with the first PHR)
· Note: It was agreed that the above is applicable to both single entry and multi-entry PHR reports

Agreement 
For per-TRP closed-loop power control, 
· When the second TPC field is configured and the indicated PUCCH transmission in DCI formats 1_1/1_2  (or PUSCH transmission in DCI formats 0_1/0_2) is associated with one “closedLoopIndex” value for single TRP transmission, the other TPC field associated with the other “closedLoopIndex” value is unused. 
· Note1: Each TPC field is for each closed-loop index value respectively (i.e., 1st /2nd TPC fields correspond to “closedLoopIndex” value = 0 and 1, respectively).
· Note2: When the other TPC field associated with the other “closedLoopIndex” value is unused, the unused TPC field is not applied for any legacy procedures of calculating sum of TPC command values.

Agreement 
For mTRP PUCCH (or PUSCH) repetitions schemes, 
· When the second TPC field is configured and the indicated PUCCH transmission in DCI formats 1_1/1_2 (or PUSCH transmission in DCI formats 0_1/0_2) is associated with the same “closedLoopIndex” value for mutli-TRP tranmission, the other TPC field associated with the other “closedLoopIndex” value is unused. 
· Note: When the other TPC field associated with the other “closedLoopIndex” value is unused, the unused TPC field is not applied for any legacy procedures of calculating sum of TPC command values.

Agreement
On the number of SRS resource configured in the two SRS resource sets, select one of the following alternatives, 
· Alt.1: Support the same number of SRS resources for both CB and NCB based m-TRP PUSCH repetition. 
· Alt.2: Support different number of SRS resources for both CB and NCB based m-TRP PUSCH repetition. The first SRS resource set always have the same or larger number of SRS resources than the second SRS resources set.
· The bit width of the 1st SRI field is determined based on the first SRS resource set
· FFS: How to interpret “SRI field is present or not present”
· Alt.3: Support different number of SRS resources for both CB and NCB based m-TRP PUSCH repetition. The first SRS resource set always have the smaller, same or larger number of SRS resources than the second SRS resources set.
· The bit width of the 1st SRI field is determined based on maximum number of SRS resources among two resource sets
· FFS: How to interpret “SRI field is present or not present”


Multi-TRP enhancements for inter-cell mTRP:

Agreement
Introduce a new RRC indicator/signalling (e.g., re-index the non-serving cell) to indicate the non-serving cell information that a TCI state/QCL information is associated with, where the new indicator/signaling is not the exact PCI value
· Detailed signalling design is up to RAN2

Agreement
Rel. 17 inter-cell MTRP , the maximum number of additional RRC -configured PCIs  per CC is denoted X and can be reported as a UE capability
· For the report value of X, multiple candidate values including 1 is supported. 
· FFS : Which values to support other than 1. 
· Values larger than 7 are precluded
· RAN1 needs to agree on value(s) of X other than 1
· Down-select one of the following alternatives:
· Alt 1: A single value of X is reported as UE capability for any possible SSB time domain position and periodicity
· Alt 3: At least Two independent X values (X1, X2) are reported as a UE capability for at least two different assumptions on SSB time domain position and periodicity with respect to serving cell SSB 
· The serving cell PCI is always associated with active TCI states, only 1 additional PCI can be associated with the active TCI States

Agreement
· For inter-cell mTRP , one PCI associated with one or more of activated TCI states for PDSCH/PDCCH is associated with one CORESETPoolIndex , another PCI associated with one or more of activated TCI states for PDSCH/PDCCH is associated with another CORESETPoolIndex 
· FFS : The association between PCI and CORESETPoolIndex when switching between intra-cell mTRP and inter-cell mTRP 

Agreement
For a CSI-RS QCLed with a neighboring cell SSB, the CSI-RS EPRE is calculated based on powerControlOffsetSS and the SSB transmission power in the neighboring cell information.

Agreement
LS to RAN2 on multi-TRP inter-cell is endorsed in R1-2108633.


Multi-TRP enhancements for beam management

Agreement
For aperiodic report of beam reporting option 2, 
· When associated with aperiodic resource setting, extend the existing RRC parameter CSI-AssociatedReportConfigInfo to be configured with two CMR resource sets where each may be configured with their corresponding QCL information.
· FFS: Detailed association scheme 
· When associated with periodic/semi-persist resource setting, the resource setting comprises two CMR resource sets. 

Conclusion
There is no consensus to support M>2 beams per group for beam reporting option 2 in Rel.17. 
\
Agreement
Support differential L1 RSRP reporting as a UCI reduction scheme for beam measurement/reporting option 2. 

Agreement
Differential reporting across all beam groups in a CSI-report
· Including 1-bit indicator of the CMR set associated with the largest RSRP value in all groups
· NOTE: best beam is assumed in the 1st group 
· 1-bit indicating CMR set with higher RSRP value (e.g. 0 indicating 1st SSBRI/CRI from 1st CMR set, 1 indicating 1st SSBRI/CRI from 2nd CMR set); UCI payload partitioning = 7/4 bits for 1st/2nd SSBRI/CRI in first beam group; 4 bits for all beams in other groups; 

Agreement
For multi-TRP BFR, a single MAC-CE is used at least for BFRQ for all TRPs in all CCs in a cell group, which includes
· Indices of failed BFD-RS set (as an indication of failed TRP link)
· Indices of CC containing the failed TRP link
· An indicator whether a new candidate beam is identified in the NBI-RS set associated with the failed BFD-RS set, and an resource indicator representing the new candidate beam (if identified) based on the number of NBI-RS resources in the corresponding NBI-RS set. 
· FFS: Content of MAC-CE related to SpCell when transmitted on msg3, msgA
· Note: MAC-CE signaling design details are up to RAN2
· The term “failed TRP link” is used here for discussion purposes only

Agreement
The maximum number of BFD-RS resources per set is a UE capability, including a possible candidate value of 1 in Rel.17. 

Agreement
Support the following BFD-RS configurations in Rel.17 for UEs with one activated TCI state per CORESET:
· Implicit configuration: 
· M-DCI: 
· BFD-RS set k (k = 0, 1) is derived based on X TCI of CORESETs with CORESETPoolIndex = k
· FFS: value of X (determined in spec or UE capability), and TCI selection rule when the number of CORESETs with CORESETPoolIndex = k exceeds X (e.g. reuse RLM RS selection rule)
· FFS: CORESETs with more than 1 activated TCI states

Conclusion
BFD-RS configurations in Rel.17 for UEs with one activated TCI state per CORESET via implicit configuration for S-DCI mTRP is not supported in Rel-17.

Agreement
For extension of the existing RRC parameter CSI-AssociatedReportConfigInfo for the purpose of M-TRP beam reporting option 2, 
· Introduce a second ‘resourcesForChannel’ in CSI-AssociatedReportConfigInfo

Agreement
For option 2 with differential reporting 
· For each reported beam group other than the 1st beam group, the same SSBRI/CRI ordering as the 1st beam group is assumed. 

Agreement
· For the case of all CORESETs with 1 activated TCI state per CORESET, after 28 symbols from receiving the BFR response, the QCL assumption of all CORESETs associated with the failed BFD-RS set reported in the MAC-CE for TRP-specific BFR is updated by the RS resource associated with the latest reported new candidate beam (if found) associated with the failed BFD-RS set
· FFS: How to associate CORESET(s) with failed BFD-RS set
· FFS: SCS configuration of 28 symbols
· FFS: Update of QCL assumption for other DL channels/RSs, UL spatial filter/power control assumption for PUCCH, and other UL channels/RSs 
· FFS: the case of CORESETs with 2 activated TCI states per CORESET. 
· The above applies to SCell and SpCell
· The above applies at least for the multi-DCI case

Agreement
Support the following BFD-RS configurations in Rel.17 for UEs with one activated TCI state per CORESET:
· Explicit configuration of BFD-RS resources in BFD-RS set k, k = 0, 1
· FFS: CORESETs with more than 1 activated TCI state.



Multi-TRP enhancements for HST-SFN:

Agreement
Support the following combination of the transmission schemes
· Single-TRP PDCCH + Rel-17 Scheme 1 PDSCH
· Single-TRP PDCCH + Rel-17 TRP-based pre-compensation PDSCH
· FFS: Other combinations of the transmission scheme 
Note: The PDSCH corresponds to the PDSCH scheduled by DCI formats 1_1 and 1_2.

Agreement
For Rel-17 TRP-based pre-compensation scheme, indication of carrier frequency for uplink transmission (Doppler frequency reporting) in TRP-based pre-compensation scheme is supported using 
· Option 1 Implicit from RAN1#102-e agreement
· FFS enhancements to SRS (e.g multiple SRS resource in a set) to improve the accuracy of frequency estimation
For Option1, some companies raised concerns that there is no consensus on the benefit and the applicability of this scheme in FDD.
For Option1, some companies raised concerns that there is no benefit in low SNR scenarios.

Agreement
For TRP -based pre-compensation
· Alt-1: QCL parameters are dropped from the second TCI state of the indicated TCI codepoint containing two TCI states

Conclusion
For Variant A and B (if supported)
· For frequency offset pre-compensation QCL -like association of the resource(s) received in the 1st step with UL signal transmitted in the 2nd step is supported by implementation without specification impact

Agreement
Confirm working assumption from RAN1#105e meeting without modification:
For TRP -based pre-compensation, Variant A (based on RAN1#103-e meeting agreement) is supported as QCL types/assumption, when the same DMRS port(s) are associated with two TCI states.
· FFS: Support of Variant B 

Agreement
In CA scenario support RRC configured set of the serving cells which can be addressed by a single MAC CE for activation of two TCI states of CORESET with the same CORESET ID for all the BWPs in the indicated CCs set
· FFS: Whether to reuse Rel-16 RRC parameters or introduce new RRC parameters.
· FFS: UE capability
· FFS: Whether/How to update the CORESET that is not configured to SFN scheme in the indicated CCs set

Agreement
If enableTwoDefaultTCI-States is configured and at least one TCI codepoint indicates two TCI states and time offset between the reception of the DL DCI and the PDSCH is less than the threshold timeDurationForQCL, default beam(s) for Rel-17 enhanced SFN PDSCH (scheme 1 or if supported TRP-based pre-compensation) reception:
· Alt 1: Reuse rule to determine TCI states as defined for Rel-16 PDSCH scheme-1a
This is a UE optional feature

Agreement
For PDSCH reception scheduled by DCI format 1_0, [1_1 and 1_2], if the time offset between the reception of the DL DCI and the corresponding PDSCH is equal or larger than the threshold timeDurationForQCL 
· Support configuration when there is no TCI field in the DCI scheduling PDSCH
· UE applies the state(s) of the scheduling CORESET when receiving the PDSCH 
· if there are two active TCI states for the CORESET, UE applies the both QCL assumption of the CORESET that schedules the PDSCH when receiving the PDSCH 
· otherwise, UE applies the one active TCI state of the CORESET when receiving the PDSCH
· FFS if the time offset between the reception of the DL DCI and the corresponding PDSCH is smaller than the threshold timeDurationForQCL
This is a UE optional feature

Agreement
If enhanced SFN PDCCH transmission scheme (scheme 1 or if TRP-based pre-compensation is supported in FR2) is configured and CORESET is indicated with two TCI states, and scheduling offset for AP CSI-RS is less than the threshold and enableTwoDefaultTCIStates is not configured
· If there is no other DL signal on the same symbol, use one of two TCI states as default beam for aperiodic CSI-RS reception, i.e.
· using one TCI state of the CORESET with the lowest CORESET ID in the latest slot as default beam for aperiodic CSI-RS reception. If there are two activated TCI states for the CORESET with the lowest CORESET ID, one of two TCI states will be selected, i.e. always selects the first TCI state if the CORESET has two TCI states
· If there is other DL signal on the same symbol, reuse Rel-15/16 mechanism

Agreement
If enhanced SFN PDCCH transmission scheme (scheme 1 or TRP-based pre-compensation) is configured and two TCI states are activated for at least one CORESET, support the following configuration of RS for BFD
· For implicit configuration 
· Alt 1-2: RS of CORESETs with both single and two TCI states are used
FFS: The maximum number of BFD RS and details on RS determination

If enhanced SFN PDCCH transmission scheme (scheme 1 or if TRP-based pre-compensation is supported in FR2) is configured, and if the CORESET with the lowest ID in the active DL BWP is indicated with two TCI states 
· If PL-RS and spatial relation information are not configured for PUCCH and enableDefaultBeamPL-ForPUCCH is configured in FR2 
· For single-TRP PUCCH transmission, select the first TCI state of the CORESET as default beam and PL RS 
· If PUSCH scheduled by DCI format 0_0 and enableDefaultBeamPL-ForPUSCH0-0 is configured in FR2, and if PUCCH resource is not configured on active UL BWP in the cell or if spatial relation is not configured in any PUCCH resource on active UL BWP in the cell, 
· For single-TRP PUSCH transmission scheduled by DCI format 0_0, select the first TCI state of the CORESET as default beam and PL RS 
· If PL-RS and spatial relation information are not configured for SRS and enableDefaultBeamPL-ForSRS is configured in FR2 
· For single-TRP SRS resource, select the first TCI state of the CORESET as default beam and PL RS 
· FFS other details, if any 
· These are UE optional features 

Agreement
When a CORESET is activated with two TCI states which overlaps with another CORESET, support extension of Rel-15 prioritization rule for PDCCH monitoring of PDCCH candidates in overlapping monitoring occasions with different QCL-TypeD
· FFS: Prioritization rule considers CORESETs indicated with 1 and/or 2 TCI states 
· Supports identifying two QCL-TypeD properties for multiple overlapping CORESETs
· UE capability is introduced
· FFS other details
· FFS: Strive to have same / similar solution as discussed under AI 8.1.2.1

Conclusion
No RAN1 specification impact on how to calculate hypothetical BLER for BFD


SRS enhancements:

Confirm the following WA:
For DCI indication of “t” in Rel-17 SRS triggering offset enhancement
· For both DCI that schedules a PDSCH/PUSCH and DCI 0_1/0_2 without data and without CSI request
· t is indicated by adding a new configurable DCI field (up to 2 bits)
· Applies only when there are multiple   candidate values of t configured
· No further enhancement to indicate “t” for DCI 0_1/0_2 without data and without CSI request at least when the new DCI field is configured

Agreement
Support start RB location (Noffset) hopping in different SRS frequency hopping periods for RPFS and at least periodic/semi-persistent SRS, where  Noffset  is the start RB index of the  RBs in the  RBs.
· For a given SRS transmission occasion,  , where khopping is same for all SRS occasions within a legacy FH period but changes across legacy FH periods, kF and PF are at least configured by RRC signaling (kF = {0, 1, …, PF-1}).
· Support at least one pattern for khopping in time domain, FFS detailed pattern
· Note: the legacy FH period is the period to sound the full SRS hopping bandwidth across the different subbands of  RBs each. 
· This start RB location hopping is enabled or disabled by RRC signaling.
· FFS whether MAC CE or DCI can be additionally used
· When this start RB location hopping is disabled, khopping is fixed to be 0 for all SRS symbols
· This start RB location hopping is UE optional.
· FFS whether start RB location hopping is also applicable on SRS occasion(s) within one FH period (e.g., when R>1) and/or on aperiodic SRS, if so, how

Agreement
For aperiodic xTyR antenna switching SRS, where xTyR is from {1T6R, 1T8R, 2T6R, 2T8R, 4T8R}, support all the non-zero integer values N<=N_max except N=1 for 1T8R 
· For each xTyR configuration, UE does not expect multiple SRS resource sets are configured or triggered in one slot
· UE does not expect that the OFDM symbols contained in one SRS resource set exceed UE capability on which OFDM symbols can be used for SRS taking guard period into account

Agreement
Support Opt. 2: Reference slot is the slot indicated by the legacy triggering offset.
· If DCI is transmitted in slot n, and k is the legacy triggering offset, reference slot is slot n+k.
· Note: the legacy triggering offset can be 0, if slotOffset is absent.

Conclusion
MAC CE for t value update in Rel-17 is not supported.

Agreement
For antenna switching SRS, support maximum one SRS resource set for periodic SRS and maximum 2 SRS resource sets for semi-persistent SRS.
· Note: the two SP-SRS resource sets are not activated at the same time
· For xTyR where y>4, if UE does NOT support this feature, support maximum one SRS resource set for periodic SRS and maximum one SRS resource set for semi-persistent SRS
· Applies for all supported xTyR where y<=8
· For each xTyR antenna switching (except for 4T6R if supported), each periodic or semi-persistent resource set contains y/x resources.
This feature is UE optional: For UEs that do not support this feature, follow Rel-15 on the number of resource sets for periodic and semi-persistent SRS
 
Agreement
Support 4T6R SRS antenna switching in Rel-17.

Agreement
For RPFS SRS sequence generation, support 
· Alt 1: Generate length- ZC sequence.

Agreement
For SRS increased repetitions in Rel-17, support the following configurations, and no other values are supported.
· (N_symbol, R) = {(8, 1), (8, 2), (8, 4), (8, 8), (12, 1), (12, 2), (12, 3), (12, 4), (12, 6), (12, 12), (10, 1), (10, 2), (10, 5), (10,10), (14, 1), (14, 2), (14, 7), (14, 14)}
· Note: N_symbol SRS symbols are adjacent in a slot.

Agreement
· On the presence of guard symbols in Rel-17 for SRS antenna switching, down-select one of the following 
· Alt 1-0: Guard symbols are always-on, which is same as Rel-15
· Alt 1-1: Guard symbols are configurable subject to UE capability
· On whether to introduce guard symbols between SRS resource sets for antenna switching, down-select one of the following
· Alt 2-0: Do not introduce guard symbols between SRS resource sets, i.e., guard symbols only appears between SRS resources in a resource set
· Alt 2-1: Introduce guard symbols between two sets mapped to consecutive slots
· Note: Rel-15 guard period symbols are supported if none of the above enhancements is agreed

Agreement
For Comb-8 SRS in Rel-17, down-select one of the following in RAN1#106bis-e
· Alt 1: The maximum number of CSs for Comb-8 is 6
· Alt 2: The maximum number of CSs for Comb-8 is 12, and introduce a rule to restrict applicable CSs when SRS sequence is shorter than the maximum number of CSs



CSI enhancements: 

Agreement
Following working assumption is confirmed (with revision in RED):
· At least for rank 1 and 2, FD bases used for Wf quantization are limited within a single window with size N configured to the UE whereas FD bases in the window must be consecutive from an orthogonal DFT matrix, i.e. Alt 1.
· FFS other restrictions, e.g. value(s) of N, if the value of N3 is small
· FFS other restrictions, e.g. when the number of CSI-RS ports is small

Conclusion
For Rel-17 PS codebook, there is no consensus on the support of Mv>2 for Wf.

Agreement
For Rel-17 PS codebook, the reserved state for reference amplitude is to be reserved as Rel-16 PS codebook. 

Agreement
For Rel-17 PS codebook, support reporting of the position, [il*, fl*], of the strongest coefficient (SCI) of layer l, using ceil(log2(K1*Mv)) bits

Agreement
For Rel-17 PS codebook, support layer-common port selection for rank 2.

Agreement
Support parameter combinations represented by (alpha, Mv, beta) with K1 = alpha*P for Rel-17 PS codebook
· The candidate values of alpha are {1/2, 3/4, 1}
· Note that exact parameter combination will be discussed from RAN1 106bis: 
· based on trade-off among UPT performance, feedback overhead, and complexity
· based on all supported ranks
· Limit total number of parameter combinations comparable to Rel-16 eType II
· Mv={1, 2} and beta = {[1/4], 1/2, 3/4, 1} are from previous agreements

Agreement
For Rel-17 PS codebook with Rank 2, support layer-specific bitmap for indicating non-zero coefficient selection of W2.

Agreement
Support rank 3 and 4 for Rel-17 PS codebook with following:
· Supporting ranks 3 and 4 is optional with separate UE capability (same as Rel-16 PS codebook)
· The maximal CSI overhead of rank 3 and 4 is comparable to rank 2
· FFS: use a smaller K1 (or alpha) or beta for ranks 3 and 4, or limit the maximum number of non-zero coefficients across all layers to 2K0 and per layer to K0 with the same beta
· FFS: limit Mv=1 for ranks 3 and 4 PMI

Conclusion: 
Default value of Ks, max can be discussed later with Rel-17 MIMO UE capability.

Agreement
For CSI measurement associated to a NCJT measurement hypothesis in Rel-17, the maximal number of total transmission layers is up to 4 layers.  

Agreement
For the UE configured to report X CSIs associated with single-TRP measurement hypotheses and one CSI associated with NCJT measurement hypothesis (i.e. Option 1), the bitwidth associated to X+1 CRI(s) are given as following:
· Ceil(log2(N)) for X=0
· Ceil(log2(N)) in CSI associated with NCJT measurement hypothesis and Ceil(log2(M1+M2)) in CSI associated with Single-TRP measurement hypothesis for X=1
· Ceil(log2(N))  in CSI associated with NCJT measurement hypothesis and Ceil(log2(M1))  and  Ceil(log2(M2)) in CSI associated with Single-TRP measurement hypothesis for X=2
· Note that M1 (M1<=K1) and M2 (M2<=K2) is the number of CMRs configured for Single-TRP measurement hypothesis in the first and second CMR groups respectively in a CMR measurement set.

Agreement
For the UE be configured to report one CSI associated with the best one among NCJT and single-TRP measurement hypotheses (i.e. Option 2),
· Alt 1: the first M1+M2 codepoints of CRI corresponds to M1+M2 CMRs for Single-TRP measurement hypothesis and the second N codepoints corresponds to N CMR pairs for NC-JT measurement hypothesis.
· Note that M1 (M1<=K1) and M2 (M2<=K2) is the number of CMRs configured for Single-TRP measurement hypothesis in the first and second CMR groups respectively in a CMR measurement set. 

Agreement
For CSI measurement associated with a CSI-ReportingConfig for NC-JT, study following restriction(s) for two CMRs within the same CMR pair configured for NCJT measurement hypothesis:
· FFS: two resources are restricted within the same DL slot
· FFS: two resources are restricted with the same CDRX active time

Agreement
For a CMR pair configured for a NCJT measurement hypothesis, study following Alternatives:
· Alt 1: a separate powerControlOffset (Pc ratio) shall be configured for the NCJT measurement hypothesis by re-defining such Pc ratio as 10log10(P_PDSCH/P_CSIRS) dB, whereas
· P_PDSCH is the energy of PDSCH ports with a same TCI state as the CMR on one subcarrier of one OFDM symbol
· P_CSIRS is the energy of all CSI-RS ports of the CMR multiplexed on one subcarrier of one OFDM symbol
· Alt 2: re-interpret two Pc ratios configured for the CMR pair for the NCJT measurement hypothesis, FFS detailed impact of specification
· Alt 3: No change to definition or configuration of Pc ratio
· Note that other solutions are not excluded.

Agreement
For CSI computation delay requirement associated with a CSI-ReportingConfig for a NCJT measurement hypothesis, study following alternatives:
· Alt1: introducing new/relaxed values on Z and Z’, FFS exact values or other conditions
· Alt2: No changes of values on Z and Z’

Agreement
For CSI measurement associated to a reporting setting CSI-ReportConfig for NCJT measurement hypothesis, study whether to support non-PMI CSI reporting with reportQuantity set to "CRI-RI-CQI" in Rel-17
· Related details, if needed, are to be discussed in RAN1#106bis.
· Interested companies are encouraged to share details and related specification impact if support

Agreement
For CSI measurement associated with a CSI-ReportConfig for NC-JT, support following Alt:
· Alt 3: For CMRs configured in the CSI-RS resource set, support RRC signalling to enable/disable single-TRP measurement hypothesis using CMRs configured within CMR pairs for NCJT measurement hypothesis

Agreement
To confirm the order of UCI payload construction for reported CSIs, study following Alternatives and down-select one or more Alternative(s) for required specification changes in RAN1 106bis:
· Alt 1: modify priority equation, i.e., Section 5.2.5 in 38.214.
· Alt 2: modify the table of priority reporting levels for Part 2 CSI, i.e., Table 5.2.3-1 in 38.214.
· Alt 4: modify mapping order of CSI fields of one CSI report, i.e., Table 6.3.2.1.2-3/4/5 in 38.212

Agreement
For Rel-17 PS codebook, following values of R are supported:
· R = 1 and
· At most one value from {2, D* NPRBSB}
· FFS: which one is to be decided in RAN1#106bis if support, and applicable conditions, e.g. whether the support of this feature when Mv=1
· D is the density of CSI-RS in frequency domain and NPRBSB is the subband size in PRBs
· Note that this R is optional if supported


2.1.2	Remaining Open issues
Multi-beam enhancements:
· Remaining details of unified TCI framework as well as DCI-based and MAC-CE-based beam indication, including UL TCI state pool, finer details on QCL rules, and finer details on beam application time (BAT) 
· Remaining details of inter-cell beam management including timing assumption, finer details on inter-cell measurement/reporting, and finer details on inter-cell beam indication
· Remaining details of the spec support of fast panel selection for UL multi-panel UEs, along with finer details on the agreed MPE mitigation scheme
· Identifying potential enhancements on advanced beam tracking/refinement 

Multi-TRP enhancements for PDCCH, PUSCH, and PUCCH:
· Remaining details on PDCCH reliability and robustness enhancements for multi-TRP including supported modes of operation such as intra-slot repetition, further ambiguity resolution related rules, details of BD counting with overlapping PDCCH candidates, and other.
· Identifying open issues and additional enhancements on multi-TRP PUCCH/PUSCH reliability enhancement, and finalizing details. 

Multi-TRP enhancements for multi-cell mTRP:
· Remaining details on configured value of X (max number of additional PCIs) and related UE capability

Multi-TRP enhancements for beam management:
· Remaining details on beam measurement/reporting enhancement, beam failure recovery for mTRP and study on simultaneous reception of same/different channels/RS with different QCL-typeD

Multi-TRP enhancements for HST-SFN:
· Remaining details on enhancements for HST-SFN deployment

SRS enhancements:
· Remaining details of aperiodic SRS triggering enhancement considering flexibility and overhead
· Remaining details for SRS antenna switching up to 8Rx
· Remaining details to complete the three agreed schemes for SRS coverage/capacity enhancement

CSI enhancements:
· Remaining detailed design of CSI reporting for M-TRP/panel for more dynamic hypothesis, including measurement behavior, reporting mechanism, UCI design, UE capability design at least. 
· Remaining detailed design of PS codebook enhancement by utilizing FDD reciprocity for ranks 1~ 4, including related quantization per codebook component, reporting mechanism, UE capability, UCI design at least.

2.2	RAN2
2.2.1	Agreements
RAN2#115-e meeting
RRC modelling:
FFS whether common framework is feasible to support both “inter-cell beam management” and “inter-cell multi-TRP” considering differences/similarities between two operations.
R2 assumes at least TCI state information is required for TRP with different PCI. 
R2 further discuss RRC parameters based on RAN1 RRC parameters andor R1 reply LS. 
At R2 115-e the following RRC models is/were on the table: Option 1: Cell, Option 2: BWP, Option 3: beam resource (e.g. TCI state, QCL-info), Option 4: new structure (on high level similar to either of the other options)

Beam Failure Handling:
MAC entity maintains separate beamFailureDetectionTimer and BFI_COUNTER for each BFD-RS set of a serving cell configured with multiple BFD-RS sets.
beamFailureDetectionTimer and beamFailureInstanceMaxCount configuration is configured independently for each TRP of serving cell.
If the MAC entity receives beam failure instance indication for a BFD-RS set of a serving cell, it shall perform the following: 
- (re-)start beamFailureDetectionTimer corresponding to that BFD-RS set of the serving cell; 
- increment BFI_COUNTER corresponding to that BFD-RS set of the serving cell by 1.
- If BFI_COUNTER >= beamFailureInstanceMaxCount corresponding to that BFD-RS set of the serving cell:
- trigger a BFR for the BFD-RS set of the Serving Cell;

For the case of both intra cell and inter cell: 
BFD-RS set ID is included in BFR MAC CE to identify the failed TRP.

For the case of intra cell (FFS for inter cell). 
If beam failure is detected on both TRPs (i.e. BFD-RS sets) of an SCell, BFR is triggered for that SCell. 
- FFS whether UE transmits a) legacy BFR MAC CE or b) new BFR MAC CE indicating both failed TRPs as well as the beam failure recovery information for both TRPs.
If beam failure is detected on both TRPs (i.e. BFD-RS sets) of SpCell, random access procedure is initiated on SpCell. 
- FFS whether UE transmits a) legacy BFR MAC CE or b) new BFR MAC CE indicating both failed TRPs as well as the beam failure recovery information for both TRPs.
FFS what is meant in detail by “beam failure is detected on both TRPs”

2.2.2	Remaining Open issues 
L1/L2 based inter-cell beam management
· Identifying the basic Tx/Rx operation with inter-cell beam management, e.g. common channel Tx/Rx (e.g. system information, paging, SSB, etc.).
· New L1/L2 signaling design for TCI state update between serving cell and neighbor cell.
· Handling of MAC entities at the change of TRP/Cell e.g. UL timing management, HARQ, RACH, etc.
· RRC modelling to support L1/L2 based inter-cell beam management and RRC configurations of required parameters.

Support of unified TCI state framework
· Identifying the unified TCI states used in the inter-cell beam management and mTRP operations.
· RRC configuration support for RAN1 parameters and differentiation between the mTRP and the inter-cell beam management scenarios if required.

Further issues will be identified from RAN1 decision
· TRP specific BFR, PHR operation, etc.
· RRC configuration support for RAN1 parameters

2.3	RAN3
n/a
2.3.1	Agreements
2.3.2	Remaining Open issues
2.4	RAN4
2.4.1	Agreements
The following agreements and conclusions were made in RAN4 #100-e:
1. RF related: 

WF on FeMIMO impacts to RF requirements was approved in R4-2114994.

Specifically, the following agreements were achieved in RAN4 Chairman Notes and approved way forward for each topic:

Impact for multi-panel reception: 
Agreement 
· [bookmark: _Hlk80649094]RAN4 will further determine if additional requirement is required for the multi-panel reception
· The RF impact for the multi-panel UE will be discussed in in RAN4#101-e based on the contribution
· Aim is to decide on the impact in RAN4#101-e given the time limitation

Impact for MPE: 
Agreement 
· It would be little impact to RAN4 such as adding notes, if needed, even though those are finally introduced in RAN1
· Companies are encouraged to check and analyze the RAN4 impact of the MPE enhancements considering the RAN1 progress in the next meeting

Impact for SRS enhancement: 
Agreement 
· RAN4 will further discuss if there is any SRS related impact in Rel-17
· It will be concluded in RAN4#101-e based on the discussion given the time limitation



2. RRM related: 

WF on FeMIMO RRM was approved in R4-2115355; and
WF on link recovery procedure for FR2 serving cells was approved in R4-2115434; and
Reply LS on TCI state updates for L1/L2 centric inter-cell mobility was approved in R4-2115357; and
LS on Rel-17 FeMIMO WI objective on link recovery procedure in FR2 serving cell was approved in R4-2115433.

Specifically, the following agreements were achieved in RAN4 Chairman Notes and approved way forward for each topic: 

RRM requirements impact: 
Agreement 
· No impact on RRM requirement for 
· Enhancements for PDCCH, PUCCH and PUSCH for multi-TRP
· CSI enhancement 
· No RRM requirement will be defined for 8 RX antenna ports
· Further study whether to define RRM requirements and RRM impacts for simultaneous reception of channel/RS with different QCL type D
· RAN4 is supposed to conclude whether to define RRM requirements and RRM impacts for simultaneous reception of channel/RS with QCL type D in RAN4 #101-e

Unified TCI: 
Agreement 
· Specify TCI switching delay requirements for 
· Joint TCI with UL and DL 
· Separate TCI for UL
· FFS: TCI for DL
· Specify the requirements for PL-RS update under unified TCI framework

Inter-cell beam management: 
Agreement 
· RAN4 needs to specify the intra-frequency L1-RSRP measurement requirements for non-serving cells 
· RAN4 needs to specify the intra-frequency L1-RSRP measurement accuracy requirements for non-serving cells 
· For non-serving L1-RSRP measurement of single panel FR2 UE, requirements will be applied if UE only measure L1-RSRP from one single cell at a time. 
· To guarantee UE’s mobility performance, RAN4 shall agree that PCell/PSCell’s L3-RSRP measurement delay shall not be impacted by NSC measurements. FFS UE measurement behaviour for L1-RSRP.
· RAN4 will further study if UE only performs L1-RSRP measurements on the identified non-serving cell(s)

QCL definition: 
Agreement 
· RAN4 will further study QCL definition update for PUCCH and PUSCH in applicability of requirements

Link recovery procedure for FR2 serving cells: 
Conclusion 
· RAN4 does not have a consensus on the scope of the Rel-17 FeMIMO WI objective “Investigate if the requirements on link recovery procedure is suitable for FR2 serving cells” and further scope clarification is required to proceed with RAN4 work.
· RAN4 recommends further discussion at RAN plenary level on this objective.

2.4.2	Remaining Open issues
1. RF related 
1) Additional requirement for the multi-panel reception
2) Impact of the MPE enhancements on RAN4
3) SRS related impact on RAN4

2. RRM related
1) UE simultaneous reception of channel/RS with different QCL type D
2) Requirements for TCI switching delay and PL-RS update under unified TCI framework
3) Requirements for supporting inter-cell beam management
4) Scope and requirement for link recovery procedure for FR2 serving cells


2.5	RAN5
n/a
2.5.1	Agreements
2.5.2	Remaining Open issues
2.5.3	Remaining Open issues with cross-WG dependencies
2.6	RAN6
n/a
2.6.1	Agreements
2.6.2	Remaining Open issues

3.	Detailed progress in SA/CT WGs since last TSG meeting (for all involved WGs)
NOTE: This section only needs to be filled in for WI/SIs where there is a corresponding relevant WI/SI in SA/CT. 
n/a
3.1	SAx/CTs
3.1.1	Agreements with cross-TSG impacts
3.1.2	Remaining Open issues with cross-TSG impacts
NOTE: This section should also flag any critical dependencies that need TSG attention. 
	
4.	References
NOTE:	This can be e.g. a list of all related Tdocs in the affected WGs since last TSG, references to LSs, produced TRs/TSs, the work/study item description or status reports of previous TSGs.
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