

	
[bookmark: OLE_LINK27]3GPP TSG-RAN4 WG4 Meeting # 100-e	R4-2114956
Electronic meeting, May. 16- 27, 2021
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.101-1
	CR
	0913
	rev
	1
	Current version:
	17.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	CR on PC2 intra-band UL contiguous CA RF requirements

	
	

	Source to WG:
	Huawei, HiSilicon, Skyworks

	Source to TSG:
	R4

	
	

	Work item code:
	NR_RF_FR1_enh-Core
	
	Date:
	2021-07-29

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	Introduce requirements for PC2 intra-band UL contiguous CA in TS 38.101-1

	
	

	Summary of change:
	The following requirements of PC2 intra-band UL contiguous CA are introduced.
· UE maximum output power
· MPR
· Configured transmitted power
· Out of band emission
· Spurious emissions


	
	

	Consequences if not approved:
	There is no RF requirements for PC2 intra-band UL contiguous CA 

	
	

	Clauses affected:
	[bookmark: OLE_LINK47]6.2A.1, 6.2A.2, 6.2A.4, 6.5A.2, 6.5A.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR … CR … 

	affected:
	X
	
	 Test specifications
	TS 38.521-1

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR … CR … 

	
	

	Other comments:
	



	This CR’s revision history:
	


Page 1


[bookmark: OLE_LINK2]<Start of change1>
[bookmark: _Toc21344256][bookmark: _Toc29801742][bookmark: _Toc29802166][bookmark: _Toc29802791][bookmark: _Toc36107533][bookmark: _Toc37251299][bookmark: _Toc45888102][bookmark: _Toc45888701][bookmark: _Toc61367343][bookmark: _Toc61372726][bookmark: _Toc68230667][bookmark: _Toc69084080][bookmark: _Toc21344257][bookmark: _Toc29801743][bookmark: _Toc29802167][bookmark: _Toc29802792][bookmark: _Toc36107534][bookmark: _Toc37251300][bookmark: _Toc45888103][bookmark: _Toc45888702][bookmark: _Toc61367344][bookmark: _Toc61372727][bookmark: _Toc68230668][bookmark: _Toc69084081]6.2A.1	UE maximum output power for CA
6.2A.1.1	UE maximum output power for Intra-band contiguous CA
For uplink intra-band contiguous carrier aggregation, the maximum output power is specified in Table 6.2A.1.1-1. For downlink intra-band contiguous carrier aggregation with a single uplink component carrier configured in the NR band, the maximum output power is specified in Table 6.2.2-1.
Table 6.2A.1.1-1: UE Power Class for intra-band contiguous CA
	NR CA Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_n7B
	
	
	
	
	23
	+2/-2
	
	

	CA_n41C
	
	
	26
	+2/-31
	23
	+2/-21
	
	

	CA_n48B
	
	
	
	
	23
	+2/-2
	
	

	CA_n77C
	
	
	26
	+2/-31
	23
	+2/-2
	
	

	CA_n78C
	
	
	26
	+2/-31
	23
	+2/-2
	
	

	CA_n79C
	
	
	
	
	23
	+2/-2
	
	

	NOTE 1:	If all transmitted resource blocks over all component carriers are confined within FUL_low and FUL_low + 4 MHz or/and FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
NOTE 2:	PPowerClass is the maximum UE power specified without taking into account the tolerance
NOTE 3:	For intra-band contiguous carrier aggregation the maximum power requirement shall apply to the total transmitted power over all component carriers (per UE).
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For intra-band contiguous carrier aggregation the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.2A.1.41-1 with contiguous RB allocation is specified in Table 6.2A.2.41-1 for UE power class 3 CA bandwidth classes B and C. The MPR with contiguous RB allocation is specified in Table 6.2A.2.1-1a for power class 2 CA bandwidth classes B and C when the signalling is absent for dualPA-Architecture IE.
In case the modulation format is different on different component carriers then the MPR is determined by the rules applied to higher order of those modulations.
Unless otherwise specified, pi/2 BPSK in following A-MPR tables refers to both variants of pi/2 BPSK referenced in 6.2.2 tables 6.2.2-1.
Table 6.2A.2.1-1: Contiguous RB allocation for Power Class 3
	Modulation
	MPR for bandwidth class B(dB)
	MPR for bandwidth class C(dB)

	
	inner
	outer
	inner
	outer

	DFT-s-OFDM
	Pi/2 BPSK
	1.0
	3.5
	2.5
	7

	
	QPSK
	1.0
	3.5
	2.5
	7

	
	16QAM
	1.5
	3.5
	2.5
	7

	
	64QAM
	3.0
	4.0
	5
	7

	
	256QAM
	5.5
	6.0
	7
	7.5

	CP-OFDM
	QPSK
	2.0
	4.0
	3.5
	8

	
	16QAM
	2.5
	4.0
	3.5
	8

	
	64QAM
	3.5
	4.0
	5
	8

	
	256QAM
	6.5
	6.5
	7
	8



Table 6.2A.2.1-1a: Contiguous RB allocation for Power Class 2 
	Modulation
	MPR for bandwidth class B(dB)
	MPR for bandwidth class C(dB)

	
	inner
	Outer1
	inner
	outer

	DFT-s-OFDM
	Pi/2 BPSK
	2.0
	4.01
	2.5
	7

	
	QPSK
	2.0
	4.01
	2.5
	7

	
	16QAM
	2.5
	4.01
	2.5
	7

	
	64QAM
	3.0
	4.51
	5
	7

	
	256QAM
	5.5
	6.0
	7
	7.5

	CP-OFDM
	QPSK
	2.5
	5.01
	3.5
	8

	
	16QAM
	3.0
	5.01
	3.5
	8

	
	64QAM
	3.5
	5.01
	5
	8

	
	256QAM
	6.5
	6.5
	7
	8

	NOTE 1: When 1 RB or 2 RB are allocated at the lower edge of lowest CC or upper edge of upper CC, MPR for outer is 5.5 dB.



For CA bandwidth class B and bandwidth class C with contiguous RB allocation, the following parameters are defined to specify valid RB allocation ranges for Inner and Outer RB allocations:
An RB allocation is contiguous if LCRB1 = 0 or LCRB2 = 0 or (LCRB1  0 and LCRB2  0 and RBStart1 + LCRB1 = NRB1 and RBStart2 = 0), where RBStart1, LCRB1, and NRB1 are for CC1, RBStart2, LCRB2, and NRB2 are for CC2, CC1 is the component carrier with lower frequency.
In contiguous CA, a contiguous allocation is an inner allocation if
RBStart,Low  ≤  RBStart_CA  ≤  RBStart,High, and NRB_alloc  ≤  ceil(NRB,agg /2),
where
RBStart,Low = max(1, floor(NRB_alloc /2))
RBStart,High = NRB,agg – RBStart,Low – NRB,alloc,
with
NRB_alloc= LCRB1 ∙ 2^µ1 + LCRB2 ∙ 2^µ2
NRB_alloc= (NRB1 - RBStart1)∙ 2^µ1 + (RBStart2 + LCRB2 ) ∙ 2^µ2, 
NRB,agg=NRB1∙2^µ1+ NRB2∙2^µ2.
If LCRB1 =0, RBStart_CA = NRB1∙2^µ1+ RBStart2∙2^µ2,
if LCRB1 > 0, RBStart_CA = RBStart1∙2^µ1.
A contiguous allocation that is not an Inner contiguous allocation is an Outer contiguous allocation.
For intra-band contiguous carrier aggregation the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.2A.1.5-1 with non-contiguous RB allocation is specified in Table 6.2A.2.41-2 for UE power class 3 CA bandwidth classes B and C. The MPR with non-contiguous RB allocation is specified in Table 6.2A.2.1-2a for power class 2 CA bandwidth classes B and C when the signalling is absent for dualPA-Architecture IE.

Table 6.2A.2.1-2: non-contiguous RB allocation for Power Class 3
	Modulation
	MPR for bandwidth class B(dB)
	MPR for bandwidth class C(dB)

	
	inner
	Outer11
	Outer22
	inner
	Outer11
	Outer22

	DFT-s-OFDM
	Pi/2 BPSK
	2
	5.5
	11.5
	2.5
	6
	13

	
	QPSK
	2
	5.5
	
	2.5
	6
	

	
	16QAM
	2.5
	5.5
	
	3
	6
	

	
	64QAM
	4.5
	6
	
	5
	6
	

	
	256QAM
	6
	6.5
	
	6.5
	6.5
	

	CP-OFDM
	QPSK
	2.5
	6.5
	12
	3.5
	7
	14

	
	16QAM
	3
	7
	
	3.5
	7
	

	
	64QAM
	5
	7
	
	5
	7
	

	
	256QAM
	7.5
	7.5
	
	7.5
	7.5
	

	NOTE 1: Outer 1 MPR for Pi/2 BPSK and QPSK is reduced by 2dB for aggregated allocation bandwidth > 10MHz 
NOTE 2: Outer 2 MPR is reduced by 4.5dB for aggregated allocation bandwidth > 10MHz



Table 6.2A.2.1-3: non-contiguous RB allocation for Power Class 2
	Modulation
	MPR for bandwidth class B(dB)
	MPR for bandwidth class C(dB)

	
	inner
	Outer12
	Outer23
	Inner
	Outer12
	Outer23

	DFT-s-OFDM
	Pi/2 BPSK
	31
	6.5
	13
	31
	7.5
	13.5

	
	QPSK
	31
	6.5
	
	31
	7.5
	

	
	16QAM
	31
	6.5
	
	31
	7.5
	

	
	64QAM
	5
	6.5
	
	5
	7.5
	

	
	256QAM
	6.5
	7
	
	6.5
	7.5
	

	CP-OFDM
	QPSK
	3.51
	7
	14
	3.51
	8
	14.5

	
	16QAM
	3.51
	7
	
	3.51
	8
	

	
	64QAM
	5
	7
	
	5
	8
	

	
	256QAM
	7.5
	7.5
	
	7.5
	8
	

	NOTE 1: the allowed MPR is [4]dB for aggregated allocation bandwidth < [2MHz]. 
NOTE 2: Outer 1 MPR for Pi/2 BPSK and QPSK is reduced by 2dB for aggregated allocation bandwidth > 10MHz 
NOTE 3: Outer 2 MPR is reduced by 4.5dB for aggregated allocation bandwidth > 10MHz



For CA bandwidth classes B and C with non-contiguous RB allocation, the following parameters are defined to specify valid RB allocation ranges for Inner, Outer1 and Outer2 RB allocations:
Non-Contiguous RB allocation is defined as RBStart1 + LCRB1 < NRB1, or RBStart2 > 0, when both uplink CCs are activated and allocated with RB(s), where RBStart1, LCRB1, and NRB1 are for CC1, RBStart2, LCRB2, and NRB2 are for CC2, CC1 is the component carrier with lower frequency.
In contiguous CA, a non-contiguous RB allocation is a non-contiguous Inner RB allocation if the following conditions are met:
RBStart,Low  ≤  RBStart_CA  ≤  RBStart,High and NRB_alloc ≤  ceil((BWChannel_CA / 3 – BWgap ) / 0.18MHz),
where 
NRB_alloc = (NRB1 - RBStart1)∙ 2^µ1 + (RBStart2 + LCRB2 ) ∙ 2^µ2, RBStart_CA = RBStart1∙2^1
RBStart,Low = max(1, floor(NRB_alloc + (BWgap – BWGB,low)/0.18MHz))
RBStart,High = floor((BWChannel_CA – 2 ∙ BWgap – BWGB,low)/0.18MHz – 2 ∙ NRB_alloc)
BWGB,low =Foffset,low – (NRB1∙12+1)∙SCS1/2
BWgap is the bandwidth of the gap between NRB1 and NRB2 possible allocations of CC1 and CC2 respectively.
In contiguous CA, a non-contiguous RB allocation is a non-contiguous outer 1 RB allocation if the following conditions are met:
RBStart,Low  ≤  RBStart_CA  ≤  RBStart,High and NRB_alloc ≤  ceil((3 BWChannel_CA / 5 – BWgap) / 0.18MHz)
where
RBStart,Low = max(1, 2 ∙ NRB_alloc – floor( (BWChannel_CA – 2 ∙ BWgap + BWGB,low)/0.18MHz)),
RBStart,High = floor((2 ∙ BWChannel_CA – 3 ∙ BWgap – BWGB,low) / 0.18MHz – 3 ∙ NRB_alloc)
NRB_alloc , RBStart_CA , BWgap and BWGB,low are as defined for the Inner region. 
In contiguous CA, a non-contiguous allocation is an Outer 2 allocation if it is neither a non-contiguous Inner allocation nor an Outer 1 allocation.
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For uplink carrier aggregation the UE is allowed to set its configured maximum output power PCMAX,c for serving cell c and its total configured maximum output power PCMAX.
The configured maximum output power PCMAX,c  on serving cell c shall be set as specified in clause 6.2.4, but with MPRc = MPR and A-MPRc = A-MPR with MPR and A-MPR as determined by subclause 6.2A.2 and 6.2A.3, respectively. For PH reporting the following exception applies: if the UE is configured with multiple uplink serving cells, the power PCMAX,c  used for the purpose of PH reporting on first serving cell c = c1 does not consider for computation of the PH report transmissions on a second serving cell c2 as exempted  in subclause 7.7.1 in [8]. There is one power management term for the UE, denoted P-MPR, and P-MPR c = P-MPR. 
The total configured maximum output power PCMAX shall be set within the following bounds:
	PCMAX_L ≤ PCMAX ≤ PCMAX_H
For uplink intra-band contiguous carrier aggregation when same slot pattern is used in all aggregated serving cells, 
	PCMAX_L  = MIN{10 log10 ∑ pEMAX,c  - TC , PEMAX,CA,(PPowerClass,CA– ΔPPowerClass,CA) – MAX(MAX(MPR, A-MPR) + ΔTIB,c + TC + TRxSRS, P-MPRc ) }
	PCMAX_H  = MIN{10 log10 ∑ pEMAX,c , PEMAX,CA ,PPowerClass,CA– ΔPPowerClass,CA }
where 
-	pEMAX,c is the linear value of PEMAX,c which is given by IE P-Max for serving cell c in [7];
-	PPowerClass is the maximum UE power specified in Table 6.2A.1.1-1 without taking into account the tolerance;
-	MPR and A-MPR are specified in clause 6.2A.2 and 6.2A.3, respectively;
-	ΔPPowerClass,CA = 3 dB for a power class 2 capable UE when 10 log10 ∑ pEMAX,c of 23 dBm or lower is indicated; or when PEMAX,CA  of 23dBm or lower is indicated; or when the field of UE capability maxUplinkDutyCycle-PC2-FR1 is absent and the percentage of total uplink symbols transmitted on all UL CCs in a certain evaluation period is larger than 50%; or when the field of UE capability maxUplinkDutyCycle-PC2-FR1 is not absent and the percentage of total uplink symbols transmitted in a certain evaluation period is larger than maxUplinkDutyCycle-PC2-FR1 as defined in TS 38.331 (The exact evaluation period is no less than one radio frame); otherwise ΔPPowerClass,CA = 0 dB;
-	TIB,c is the additional tolerance for serving cell c as specified in clause 6.2A.4.2 for NR CA, clause 6.2C.2 for SUL, or TS 38.101-3 clause  6.2B.4.2 for EN-DC; In case the UE supports more than one of band combinations for CA, SUL or DC, and an operating band belongs to more than one band combinations then
a)	When the operating band frequency range is ≤ 1 GHz, the applicable additional ∆TIB,c shall be the average value for all band combinations defined in clause 6.2A.4.2, 6.2C.2 in this specification and 6.2B.4.2 in TS 38.101-3 [3], truncated to one decimal place that apply for that operating band among the supported band combinations. In case there is a harmonic relation between low band UL and high band DL, then the maximum ∆TIB,c among the different supported band combinations involving such band shall be applied
b)	When the operating band frequency range is > 1 GHz, the applicable additional ∆TIB,c shall be the maximum value for all band combinations defined in clause 6.2A.4.2, 6.2C.2 in this specification and 6.2B.4.2 in TS 38.101-3 [3] for the applicable operating bands.
-	P-MPR is the power management term for the UE;
-	TC is the highest value TC,c among all serving cells c;
-	∆TRxSRS is the highest value among all serving cells c;
-	PEMAX,CA is the value indicated by p-NR-FR1 or by p-UE-FR1 whichever is the smallest if both are present.
For uplink intra-band contiguous carrier aggregation, when at least one different numerology/slot pattern is used in aggregated cells, the UE is allowed to set its configured maximum output power PCMAX,c(i),i for serving cell c(i) of slot numerology type i, and its total configured maximum output power PCMAX.
The configured maximum output power PCMAX,c(i),i (p) in slot p of serving cell c(i) on slot numerology type i shall be set within the following bounds:
PCMAX_L,f,c(i),i (p) ≤  PCMAX,f,c(i), i (p) ≤  PCMAX_H,f,c(i),i (p)
where PCMAX_L,f,c (i),i (p) and PCMAX_H,f,c(i),i (p) are the limits for a serving cell c(i) of slot numerology type i as specified in clause 6.2.4.
The total UE configured maximum output power PCMAX (p,q) in a slot p of slot numerology or symbol pattern i,  and a slot q of slot numerology or symbol pattern j that overlap in time shall be set within the following bounds unless stated otherwise:
PCMAX_L(p,q) ≤  PCMAX (p,q)  ≤  PCMAX_H (p,q)
When slots p and q have different transmissions lengths and belong to different cells on different or same bands:
PCMAX_L (p,q) = MIN {10 log10 [pCMAX_L,f,c(i),i (p) + pCMAX_L,f,c(i),j (q)], PPowerClass,CA, PEMAX,CA}
PCMAX_H (p,q) = MIN {10 log10 [pCMAX_ H,f,c(i),i (p) + pCMAX_ H,f,c(i),j (q)], PPowerClass,CA, PEMAX,CA}
where pCMAX_L,f,c (i),i  and pCMAX_ H,f,c(i),i  are the respective limits PCMAX_L,f,c (i),i and PCMAX_H,f,c(i),i expressed in linear scale.
TREF and Teval are specified in Table 6.2A.4.1.3-0 when same and different slot patterns are used in aggregated carriers. For each TREF, the PCMAX_L is evaluated per Teval and given by the minimum value taken over the transmission(s) within the Teval; the minimum PCMAX_L over the one or more Teval is then applied for the entire TREF. The lesser of PPowerClass,CA and PEMAX,CA shall not be exceeded by the UE during any period of time.
Table 6.2A.4.1.1-0: PCMAX evaluation window for different slot and channel durations
	TREF
	Teval
	Teval with frequency hopping

	TREF of largest slot duration over both UL CCs
	Physical channel length
	Min(Tno_hopping, Physical Channel Length)



If the UE is configured with multiple TAGs and transmissions of the UE on slot i for any serving cell in one TAG overlap some portion of the first symbol of the transmission on slot i +1 for a different serving cell in another TAG, the UE minimum of PCMAX_L for slots i and i + 1 applies for any overlapping portion of slots i and i + 1. The lesser of PPowerClass,CA and PEMAX,CA shall not be exceeded by the UE during any period of time.
The measured maximum output power PUMAX over all serving cells with same slot pattern shall be within the following range:
	PCMAX_L  – MAX{TL, TLOW(PCMAX_L) }  ≤  PUMAX  ≤  PCMAX_H  +  THIGH(PCMAX_H)
	PUMAX = 10 log10 ∑ pUMAX,c
where pUMAX,c  denotes the measured maximum output power for serving cell c expressed in linear scale. The tolerances TLOW(PCMAX) and THIGH(PCMAX) for applicable values of PCMAX are specified in Table 6.2A.4.1.3-1. The tolerance TL is the absolute value of the lower tolerance for applicable NR CA configuration as specified in Table 6.2A.1.3-1-2 for inter-band carrier aggregation.
The measured maximum output power PUMAX over all serving cells, when at least one slot has a different transmission numerology or slot pattern, shall be within the following range:
	P'CMAX_L–  MAX{TL, TLOW (P'CMAX_L)} ≤  P'UMAX  ≤  P'CMAX_H + THIGH (P'CMAX_H)
	P'UMAX = 10 log10 ∑ p'UMAX,c
where p'UMAX,c  denotes the average measured maximum output power for serving cell c expressed in linear scale over TREF. The tolerances TLOW(P'CMAX) and THIGH(P'CMAX) for applicable values of P'CMAX are specified in Table 6.2A.4.1.3-1 for inter-band carrier aggregation. The tolerance TL is the absolute value of the lower tolerance for applicable NR CA configuration as specified in Table 6.2A.1.3-1 for inter-band carrier aggregation.
where:
	P'CMAX_L  = MIN{ MIN {10log10∑( pCMAX_L,f,c(i),i), PPowerClass,CA} over all overlapping slots in TREF}
	P'CMAX_H = MAX{ MIN{10 log10 ∑ pEMAX,c , PPowerClass,CA} over all overlapping slots in TREF}
Table 6.2A.4.1.1-1: PCMAX tolerance for uplink intra-band contiguous CA
	PCMAX
(dBm)
	Tolerance
TLOW(PCMAX)
(dB)
	Tolerance
THIGH(PCMAX)
(dB)

	26 ≤ PCMAX < 23
	3
	2

	21 ≤ PCMAX ≤ 23
	2.0

	20 ≤ PCMAX < 21
	2.5

	19 ≤ PCMAX < 20
	3.5

	18 ≤ PCMAX < 19
	4.0

	13 ≤ PCMAX < 18
	5.0

	8 ≤ PCMAX < 13
	6.0

	-40 ≤ PCMAX < 8
	7.0
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This clause contains requirements for out of band emissions for UE configured of carrier aggregation.
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For intra-band contiguous carrier aggregation the spectrum emission mask of the UE applies to frequencies (ΔfOOB) starting from the  edge of the aggregated channel bandwidth. For intra-band contiguous carrier aggregation, the power of any UE emission shall not exceed the levels specified in Table 6.5A.2.2.1-1 for the specified channel bandwidth.
For power class 2 intra-band contiguous carrier aggregation, the spectrum emission mask is measured as the sum from both UE transmit antenna connectors when UE indicates support for dualPA-Architecture IE.
Table 6.5A.2.2.1-1: General NR CA spectrum emission mask
	ΔfOOB
(MHz)
	Spectrum emission limit(dBm)
	MBW(MHz)

	± 0 - 1 
	-13
	Min(0.01*BWchannel_CA, 0.4)

	± 1 - 5
	-10
	1MHz

	± 5 – BWchannel_CA
	-13
	1MHz

	±BWchannel_CA- BWchannel_CA+5
	-25
	1MHz


[bookmark: _Toc45888329][bookmark: _Toc45888928][bookmark: _Toc61367625][bookmark: _Toc61373008][bookmark: _Toc68230957][bookmark: _Toc69084370]6.5A.2.3	Additional spectrum emission mask for CA
[bookmark: _Toc21344397][bookmark: _Toc29801884][bookmark: _Toc29802308][bookmark: _Toc29802933][bookmark: _Toc36107675][bookmark: _Toc37251449][bookmark: _Toc45888330][bookmark: _Toc45888929][bookmark: _Toc61367626][bookmark: _Toc61373009][bookmark: _Toc68230958][bookmark: _Toc69084371]6.5A.2.3.1	Additional spectrum emission mask for intra-band contiguous CA
6.5A.2.3.1.1	Requirements for network signalled value "CA_NS_04"
When "CA_NS_04" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5A.2.3.1.1-1. For power class 2 intra-band contiguous carrier aggregation, the additional spectrum emission mask is measured as the sum from both UE transmit antenna connectors when UE indicates support for dualPA-Architecture IE.

Table 6.5A.2.3.1.1-1: Additional requirements for "CA_NS_04"
	ΔfOOB 
MHz
	BWChannel_CA (MHz) / Spectrum emission limit (dBm)
	Measurement
bandwidth

	
	≤50
	>50
	

	± 0 – 1
	-10
	
	2 % of BWChannel_CA

	
	
	-10
	1 MHz

	± 1 – 5
	-10
	1 MHz

	± 5 – X
	-13
	

	± X - (BWChannel_CA + 5 MHz)
	-25
	

	NOTE:	X is aggregated bandwidth



[bookmark: _Toc21344400][bookmark: _Toc29801887][bookmark: _Toc29802311][bookmark: _Toc29802936][bookmark: _Toc36107678][bookmark: _Toc37251452][bookmark: _Toc45888333][bookmark: _Toc45888932][bookmark: _Toc61367630][bookmark: _Toc61373013][bookmark: _Toc68230962][bookmark: _Toc69084375]6.5A.2.4	Adjacent channel leakage ratio
[bookmark: _Toc21344401][bookmark: _Toc29801888][bookmark: _Toc29802312][bookmark: _Toc29802937][bookmark: _Toc36107679][bookmark: _Toc37251453][bookmark: _Toc45888334][bookmark: _Toc45888933][bookmark: _Toc61367631][bookmark: _Toc61373014][bookmark: _Toc68230963][bookmark: _Toc69084376]6.5A.2.4.1	NR ACLR
[bookmark: _Toc21344402][bookmark: _Toc29801889][bookmark: _Toc29802313][bookmark: _Toc29802938][bookmark: _Toc36107680][bookmark: _Toc37251454]6.5A.2.4.1.1	NR ACLR for intra-band contiguous CA
For intra-band contiguous carrier aggregation the carrier aggregation the Adjacent Channel Leakage power Ratio is the ratio of the filtered mean power centred on the aggregated channel bandwidth to the filtered mean power centred on an adjacent aggregated channel bandwidth at nominal channel spacing. The assigned aggregated channel bandwidth power and adjacent aggregated channel bandwidth power are measured with rectangular filters with measurement bandwidths specified in Table 6.5A.2.4.1.1-1 and 6.5A.2.4.1.1-2. If the measured adjacent channel power is greater than –50dBm then the NRACLR shall be higher than the value specified in Table 6.5A.2.4.1.1-1 and 6.5A.2.4.1.1-2.
Table 6.5A.2.4.1.1-1: General requirements for intra-band contiguous CA ACLR
	
	ACLR / Measurement bandwidth

	CA ACLR
	30 dB

	CA Measurement bandwidth
(NOTE 1)
	Nominal channel space+MBWACLR,low/2+ MBWACLR,high/2

	Adjacent channel centre frequency offset (in MHz)
	+ BWChannel_CA
/
- BWChannel_CA

	Difference between ACLR MBW center and Fc,low
	MBWshift= (MBWACLR_CA-MBWACLR,low)/2

	NOTE 1:	MBWACLR,low and MBWACLR,high are the single-channel ACLR measurement bandwidths specified for channel bandwidths BWchannel(low) and BWchannel(high) in 6.5.2.4.1, respectively.


Table 6.5A.2.4.1.1-2: requirements for intra-band contiguous CA ACLR power class 2
	
	ACLR / Measurement bandwidth

	CA ACLR
	31 dB

	CA Measurement bandwidth
(NOTE 1)
	Nominal channel space+MBWACLR,low/2+ MBWACLR,high/2

	Adjacent channel centre frequency offset (in MHz)
	+ BWChannel_CA
/
- BWChannel_CA

	Difference between ACLR MBW center and Fc,low
	MBWshift= (MBWACLR_CA-MBWACLR,low)/2

	NOTE 1:	MBWACLR,low and MBWACLR,high are the single-channel ACLR measurement bandwidths specified for channel bandwidths BWchannel(low) and BWchannel(high) in 6.5.2.4.1, respectively.



<End of change2>
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[bookmark: _Toc21344410][bookmark: _Toc29801897][bookmark: _Toc29802321][bookmark: _Toc29802946][bookmark: _Toc36107688][bookmark: _Toc37251462][bookmark: _Toc45888338][bookmark: _Toc45888937][bookmark: _Toc61367634][bookmark: _Toc61373017][bookmark: _Toc68230966][bookmark: _Toc69084379]6.5A.3.1	General spurious emissions
For inter-band carrier aggregation with uplink assigned to two NR bands, the spurious emission requirement Table 6.5.3.1-2 apply for the frequency ranges that are more than FOOB as defined in Table 6.5.3.1-1 away from edges of the assigned channel bandwidth on a component carrier. If for some frequency a spurious emission requirement of individual component carrier overlaps with the spectrum emission mask or channel bandwidth of another component carrier then it does not apply.
NOTE:	For inter-band carrier aggregation with uplink assigned to two NR bands the requirements in Table 6.5.3.1-2 could be verified by measuring spurious emissions at the specific frequencies where second and third order intermodulation products generated by the two transmitted carriers can occur; in that case, the requirements for remaining applicable frequencies in Table 6.5.3.1-2 would be considered to be verified by the measurements verifying the one uplink inter-band CA spurious emission requirement.
[bookmark: _Toc21344411][bookmark: _Toc29801898][bookmark: _Toc29802322][bookmark: _Toc29802947][bookmark: _Toc36107689][bookmark: _Toc37251463]For intra-band contiguous carrier aggregation the spurious emission limits apply for the frequency ranges that are more than FOOB (MHz) in Table 6.5A.3.1-1 from the edge of the aggregated channel bandwidth. For frequencies ΔfOOB greater than FOOB as specified in Table 6.5A.3.1-1 the spurious emission requirements in Table 6.5.3.1-2 are applicable. For power class 2 intra-band contiguous carrier aggregation, the spurious emissions is measured as the sum from both UE transmit antenna connectors when UE indicates support for dualPA-Architecture IE.
Table 6.5A.3.1-1: Boundary between out of band and spurious emission domain for intra-band contiguous carrier aggregation
	Aggregated Channel bandwidth
	OOB boundary FOOB (MHz) 

	BWChannel_CA
	BWChannel_CA + 5



For intra-band non-contiguous carrier aggregation transmission the spurious emission requirement is defined as a composite spurious emission requirement. Composite spurious emission requirement applies to frequency ranges that are more than FOOB away from the edges of each carrier in the gap and out of the gap. Composite spurious emission requirement is defined as follows 
a)	Composite spurious emission requirement is a combination of individual sub-block spurious emission requirements
b)	In case the sub-block consist of one component carrier the sub-lock spurious emission requirement and FOOB are defined in subclause 6.5.3.1
c)	If for some frequency an individual sub-block spurious emission requirement overlaps with the general spectrum emission mask or the sub-block bandwidth of another sub-block then it does not apply
For the signalling is absent for dualPA-Architecture IE, if carrier leakage or I/Q image lands inside the gap spectrum between 2 UL CCs when UL CCs are synchronized with frequencies in the gap, exception to the general spurious requirement applies.
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This clause specifies the requirements for the specified intra-band contiguous carrier aggregation configurations for coexistence with protected bands, the requirements in Table 6.5A.3.2.1-1 apply. For power class 2 intra-band contiguous carrier aggregation, the spurious emissions is measured as the sum from both UE transmit antenna connectors when UE indicates support for dualPA-Architecture IE.
NOTE:	For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.
Table 6.5A.3.2.1-1: Requirements for uplink intra-band contiguous carrier aggregation 
	NR CA combination
	Spurious emission

	
	Protected Band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	CA_n7
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8,  12, 13, 14, 17, 20, 22, 26, 27, 28, 29, 30, 31, 32, 33, 34, 40, 42, 43, 50, 51, 52, 65, 66, 67, 68, 72, 74, 75, 76, 85,
NR Band n77, n78
	FDL_low
	-
	FDL_high
	-50
	1
	

	CA_n41
	E-UTRA Band 1, 2, 3, 4, 5, 8,  12, 13, 14, 17, 24, 25, 26, 27, 28, 29, 30, 34, 39, 42, 44, 45, 48, 50, 51, 52, 65, 66, 70, 71, 73, 74, 85, 
NR Band n77, n78
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	NR Band n79
	FDL_low
	-
	FDL_high
	-50
	1
	4

	
	E-UTRA Band 9, 11, 18, 19, 21
	FDL_low
	-
	FDL_high
	-50
	1
	6

	
	Frequency range
	1884.5
	
	1915.7
	-41
	0.3
	5, 6

	CA_n48
	E-UTRA Band 2, 4, 5, 12, 13, 14, 17, 24, 25, 26, 29, 30, 41, 50, 51, 66, 70, 71, 74, 85 
	FDL_low
	-
	FDL_high
	-50
	1
	

	CA_n77
	E-UTRA Band 1, 3, 5, 7, 8, 11, 18, 19, 20, 21, 26, 28, 34, 39, 40, 41, 65
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	5

	CA_n78
	E-UTRA Band 1, 3, 5, 7, 8, 11, 18, 19, 20, 21, 26, 28, 34, 39, 40, 41, 65
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	5

	CA_n79
	E-UTRA Band 1, 3, 5, 8, 11, 18, 19, 21, 28, 34, 39, 40, 41, 42, 65
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	5

	NOTE 1:	Void
NOTE 2:	Void
NOTE 3:	Void
NOTE 4:	As exceptions, measurements with a level up to the applicable requirements defined in Table 6.5.3.1-2 are permitted for each assigned NR carrier used in the measurement due to 2nd, 3rd, 4th or 5th harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2 MHz + N x LCRB x RBsize kHz), where N is 2, 3, 4, 5 for the 2nd, 3rd, 4th or 5th harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.
NOTE 5:	Applicable when co-existence with PHS system operating in 1884.5 - 1915.7 MHz.
NOTE 6:	This requirement applies when the NR carrier is confined within 2545 – 2575 MHz or 2595 – 2645 MHz and the channel bandwidth is 10 or 20 MHz
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6.5A.3.3.1.1		Requirement for network signalling value "CA_ NS_04"
When "CA_NS04" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5A.3.3.1.1-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5A.3.1-1 from the edge of the aggregated channel bandwidth. For power class 2 intra-band contiguous carrier aggregation, the additional spurious emissions is measured as the sum from both UE transmit antenna connectors when UE indicates support for dualPA-Architecture IE.
Table 6.5A.3.3.1.1-1: Additional requirements for "CA_ NS_04"
	Frequency range
(MHz)
	BWChannel_CA (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	20 to 190 MHz
	

	2495 ≤ f < 2496
	-13
	Max(1 % of BWChannel_CA, 1 MHz) 

	2490.5 ≤ f < 2495
	-13
	1 MHz

	0.009 < f < 2490.5
	-25
	1 MHz
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