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	Reason for change:
	In Rel-15 NR, all UE features are defined together without a clear distinction between those related to different services. In particular it is not immediately clear which features are relevant to UEs supporting ultra-reliable and/or low latency services. This causes confusion when determining what "URLLC" means in practice since the NR URLLC features are grouped differently in Rel-16.

	
	

	Summary of change:
	1. Introduce a new informative annex to 38.306 that lists the Rel-15 UE capabilities that are relevant to UEs supporting ultra-reliable and/or low latency services. 
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Next Modified Subclause

Annex X (informative): URLLC capabilities
 
The Release 15 features listed in Table C-1 are relevant for UEs supporting services requiring ultra reliability and/or low latency, as defined in [x]. It should be noted that the list is not exhaustive and not all features need to be supported at the same time for UEs supporting services requiring ultra reliability and/or low latency.

Table C-1: Rel-15 UE capabilities relevant for UEs supporting ultra-reliable and/or low latency services
	Capability Category
	3GPP capabilities

	Repetitions
	pusch-RepetitionMultiSlots

	
	pdsch-RepetitionMultiSlots

	
	type1-PUSCH-RepetitionMultiSlots

	
	type2-PUSCH-RepetitionMultiSlots

	Mini-slot
	pdsch-MappingTypeA

	
	pdsch-MappingTypeB

	
	rateMatchingResrcSetSemi-Static

	
	rateMatchingResrcSetDynamic

	
	pdsch-ProcessingType1-DifferentTB-PerSlot

	
	pusch-ProcessingType1-DifferentTB-PerSlot

	PDCCH processing
	pdcch-MonitoringAnyOccasionsWithSpanGap

	UL configured grant
	configuredUL-GrantType1

	
	configuredUL-GrantType2

	
	skipUplinkTxDynamic

	DL SPS
	downlinkSPS

	HARQ-ACK
	mux-HARQ-ACK-PUSCH-DiffSymbol

	Reduced processing time
	pdsch-ProcessingType2

	
	pusch-ProcessingType2

	Ultra-reliable CQI/MCS
	cqi-TableAlt

	
	dl-64QAM-MCS-TableAlt

	
	ul-64QAM-MCS-TableAlt

	PDCP duplication
	pdcp-DuplicationSplitSRB


	
	pdcp-DuplicationSRB

	
	pdcp-DuplicationMCG-OrSCG-DRB

	
	pdcp-DuplicationSplitDRB

	
	PDCP-ParametersMRDC

	
	PDCP-Parameters
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