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-------- Start of changes --------
[bookmark: _Toc58228841][bookmark: _Toc58235325][bookmark: _Toc77005795][bookmark: _Toc84849704][bookmark: _Toc92808431]4.3.1.1.6	NR Operating SUL band combinations in FR1
For SUL band combinations specified in TS 38.101-1 [7] Table 5.5C-1, the test frequencies and signalling parameters in clause 4.3.1.1.1 apply for each operating bands.
For SUL band combinations with intra-band non-contiguous CA specified in TS 38.101-1 [7] Table 5.5C-2, the test frequencies and signalling parameters in clause 4.3.1.1.1 apply for SUL band. The test frequencies and signalling parameters in clause 4.3.1.1.5 apply for each DL CA component carrier.
For SUL band combinations with intra-band contiguous CA specified in TS 38.101-1 [7] Table 5.5C-3, the test frequencies and signalling parameters in clause 4.3.1.1.1 apply for SUL band. The test frequencies and signalling parameters in clause 4.3.1.1.3 apply for each DL CA component carrier.
For SUL band combinations with inter-band CA specified in TS 38.101-1 [7] Table 5.5C-4, the test frequencies and signalling parameters in clause 4.3.1.1.1 apply for each operating bands.
4.3.1.1.7	NR inter-band NR-DC configurations in FR1
4.3.1.1.7.1	NR inter-band NR-DC configurations in FR1 (two bands)
Table 4.3.1.1.7.1-1: Inter-band NR-DC configurations (FR1, two bands)
	NR-DC
configuration

	Uplink NR-DC
configuration 
	NR-DC downlink configuration band 1
	NR-DC downlink configuration band 2
	NR-DC uplink configuration band 1
	NR-DC uplink configuration band 2
	Applicable for protocol testing
(Note 1)

	DC_n48A-n70A
	DC_n48A-n70A
	n48A
	n70A
	n48A
	n70A
	Yes

	Note 1:	Protocol testing is limited to NR-DC configurations with 2CC.
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