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	Reason for change:
	Current implementation of fl_SIP_BuildReferToUri_RX will fail in case that ReferTo Uri includes more than “Replace” header.

The inclusion only of “Replace” header is expected for most of the test cases unless for 8.36 which require the addition of “Require” header.

This will cause test case 8.36 to fail as Require header is not expected and will provoke a mismatch when REFER message is received.

	
	

	Summary of change:
	Allowed ReferTo Uri to include more headers than “Replace” in header list.
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	A conformant UE may fail the test case.
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1. [bookmark: _Toc295288959][bookmark: _Toc122434488][bookmark: _Toc99707391]Corrections required
0. Correction to function fl_SIP_BuildReferToUri_RX
	Function name
	fl_SIP_BuildReferToUri_RX

	Reason for change
	Current implementation of fl_SIP_BuildReferToUri_RX will fail in case that ReferTo Uri includes more than “Replace” header.
The inclusion only of “Replace” header is expected for most of the test cases unless for 8.36 which require the addition of “Require” header.
This will cause test case 8.36 to fail as Require header is not expected and will provoke a mismatch when REFER message is received.

	Summary of change
	Allowed ReferTo Uri to include more headers than “Replace” in header list.

	TTCN module
	IMS\Common\IMS_Procedures_Conferencing.ttcn

	MCC160 Comment
	



Before Change:
	<<SKIPPED CODE>>
  function fl_SIP_BuildReferToUri_RX(charstring p_ReferToUriString,
                                     boolean p_ReplacesHeaderIsRequired) return template (present) SipUrl
  {
    var template (present) SipUrl v_ReferToUri := f_SIP_BuildSipUri_RX(p_ReferToUriString);
    var template (present) UserInfo v_UserInfo;
    var template (present) UriComponents v_UriComponents;
    var template SemicolonParam_List v_Params;

    if (p_ReplacesHeaderIsRequired) {
      if (ischosen(v_ReferToUri.components.tel)) {
        /* convert tel URI to SIP URI acc. to RFC 3261 clause 19.1.6: */
        v_UserInfo := cr_UserInfo(v_ReferToUri.components.tel.subscriber, omit);
        v_Params := superset(cr_GenericParam_Common("user", cr_GenValueToken("phone")));    // @sic R5s160295; NOTE: per default f_SIP_BuildSipUri_RX initialises urlParameters with * sic@
        v_UriComponents := cr_SipUriComponent(v_UserInfo, *, *);
        v_ReferToUri := cr_SipUrl_Common(c_sipScheme, v_UriComponents, v_Params);
      }
      v_ReferToUri.headers := {
        cr_GenericParam_Common("Replaces", cr_GenValueToken(?))
      };
    }
    return v_ReferToUri;
  }
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  function fl_SIP_BuildReferToUri_RX(charstring p_ReferToUriString,
                                     boolean p_ReplacesHeaderIsRequired) return template (present) SipUrl
  {
    var template (present) SipUrl v_ReferToUri := f_SIP_BuildSipUri_RX(p_ReferToUriString);
    var template (present) UserInfo v_UserInfo;
    var template (present) UriComponents v_UriComponents;
    var template SemicolonParam_List v_Params;

    if (p_ReplacesHeaderIsRequired) {
      if (ischosen(v_ReferToUri.components.tel)) {
        /* convert tel URI to SIP URI acc. to RFC 3261 clause 19.1.6: */
        v_UserInfo := cr_UserInfo(v_ReferToUri.components.tel.subscriber, omit);
        v_Params := superset(cr_GenericParam_Common("user", cr_GenValueToken("phone")));    // @sic R5s160295; NOTE: per default f_SIP_BuildSipUri_RX initialises urlParameters with * sic@
        v_UriComponents := cr_SipUriComponent(v_UserInfo, *, *);
        v_ReferToUri := cr_SipUrl_Common(c_sipScheme, v_UriComponents, v_Params);
      }
      v_ReferToUri.headers := superset ( 
        cr_GenericParam_Common("Replaces", cr_GenValueToken(?))
      );
    }
    return v_ReferToUri;
  } <<SKIPPED CODE>>





