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1. [bookmark: _Toc9203][bookmark: _Toc122434488][bookmark: _Toc295288959]Corrections required
0.1 [bookmark: _Toc17871]f_TC_7_1_1_9_1_Step5to9A
	Function name
	f_TC_7_1_1_9_1_Step5to9A

	Reason for change
	compile failed due to the ttcn error

	Summary of change
	Pass “-” as second parameter to function f_NR_SS_CellConfig_DciDlInfo_Automatic

	TTCN module
	MAC_TC_Common_NR.ttcn

	MCC160 Comment
	



Before Change:
	 function f_TC_7_1_1_9_1_Step5to9A(DRB_Identity p_NR_DRB_Id, B6_Type p_LCID, template (value) NR_RadioBearerList_Type p_NR_RadioBearerList) runs on NR_BASE_PTC
  { //@sic R5-206320 sic@
    var NR_MAC_SDU_Type v_EncodedRlcPdu1;
    var NR_UplinkBWP_Type v_NR_UplinkBWP := f_NR_CellInfo_GetUplinkBWP(nr_Cell1, tsc_NR_BWP_Id);
    var NR_ResourceAllocation_Type v_NR_ResourceAllocation;
    var SubFrameTiming_Type v_TimingDL;
    var SubFrameTiming_Type v_TimingUL;
    var default v_IgnoreNRSR:= null; //@sic R5-204418 sic@
var template (value) NR_HarqProcessConfig_Type v_NR_HarqProcessConfig_DL := { SpecificSubset := {0,2,3,4,6,7 }};//@sic R5s211710 sic@

   ...
  
    //@siclog "Step 9A" siclog@
    // The SS transmits a STATUS PDU.
    // Restrict the SS to use of the HARQ proccess id used by the test case
    f_NR_SS_CellConfig_DciDlInfo_Automatic(nr_Cell1,   v_NR_HarqProcessConfig_DL); //@sic R5s211710 sic@
   
    f_NR_RLC_Status_MAC_PDU_Tx(p_LCID, 1, p_NR_DRB_Id);
  
    //@sic R5-213132 sic@
  }



After Change:
	function f_TC_7_1_1_9_1_Step5to9A(DRB_Identity p_NR_DRB_Id, B6_Type p_LCID, template (value) NR_RadioBearerList_Type p_NR_RadioBearerList) runs on NR_BASE_PTC
  { //@sic R5-206320 sic@
    var NR_MAC_SDU_Type v_EncodedRlcPdu1;
    var NR_UplinkBWP_Type v_NR_UplinkBWP := f_NR_CellInfo_GetUplinkBWP(nr_Cell1, tsc_NR_BWP_Id);
    var NR_ResourceAllocation_Type v_NR_ResourceAllocation;
    var SubFrameTiming_Type v_TimingDL;
    var SubFrameTiming_Type v_TimingUL;
    var default v_IgnoreNRSR:= null; //@sic R5-204418 sic@
var template (value) NR_HarqProcessConfig_Type v_NR_HarqProcessConfig_DL := { SpecificSubset := {0,2,3,4,6,7 }};//@sic R5s211710 sic@

   ...
  
    //@siclog "Step 9A" siclog@
    // The SS transmits a STATUS PDU.
    // Restrict the SS to use of the HARQ proccess id used by the test case
    f_NR_SS_CellConfig_DciDlInfo_Automatic(nr_Cell1,-,v_NR_HarqProcessConfig_DL); //@sic R5s211710 sic@
   
    f_NR_RLC_Status_MAC_PDU_Tx(p_LCID, 1, p_NR_DRB_Id);
  
    //@sic R5-213132 sic@
  }


0.2 [bookmark: _Toc24610]f_TC_7_1_1_9_1_Step24to29
	Function name
	f_TC_7_1_1_9_1_Step24to29

	Reason for change
	compile failed due to the ttcn error

	Summary of change
	Pass “-” as second parameter to function f_NR_SS_CellConfig_DciDlInfo_Automatic

	TTCN module
	MAC_TC_Common_NR.ttcn

	MCC160 Comment
	



Before Change:
	 function f_TC_7_1_1_9_1_Step24to29(DRB_Identity p_NR_DRB_Id, B6_Type p_LCID,template (value) NR_RadioBearerList_Type p_NR_RadioBearerList) runs on NR_BASE_PTC
  { //@sic R5s200855 R5-206320 sic@
    var NR_UplinkBWP_Type v_NR_UplinkBWP := f_NR_CellInfo_GetUplinkBWP(nr_Cell1, tsc_NR_BWP_Id);
    var NR_ResourceAllocation_Type v_NR_ResourceAllocation;
    var NR_MAC_SDU_Type v_EncodedRlcPdu1;
    var NR_DRB_COMMON_IND v_NR_DRB_COMMON_IND;
    var default v_IgnoreNRSR:= null;//@sic R5-204418 sic@
    var template (value) NR_HarqProcessConfig_Type v_NR_HarqProcessConfig_DL := { SpecificSubset := {0,2,3,4,6,7 }};//@sic R5s211710 sic@
   
... 

    // @siclog "Step 29" siclog@
    //The SS transmits a STATUS PDU.
    // Restrict the SS to use of the HARQ proccess id used by the test case
    f_NR_SS_CellConfig_DciDlInfo_Automatic(nr_Cell1,   v_NR_HarqProcessConfig_DL); //@sic R5s211710 sic@

    f_NR_RLC_Status_MAC_PDU_Tx(p_LCID, 1, p_NR_DRB_Id); //@sic R5-204418 R5s201457 sic@
  
    f_NR_SS_SystemIndCtrlConfig(nr_Cell1, cds_NR_SystemIndCtrl_SchedReq(disable)); //Disable SR indications.
    f_NR_SS_SystemIndCtrlConfig(nr_Cell1, cds_NR_SystemIndCtrl_UL_HARQ(disable)); //Disable UL HARQ indications.
    f_NR_ULGrantConfiguration_Start(nr_Cell1, cs_TimingInfo_Now); //Default Grant configuration.
  }



After Change:
	 function f_TC_7_1_1_9_1_Step24to29(DRB_Identity p_NR_DRB_Id, B6_Type p_LCID,template (value) NR_RadioBearerList_Type p_NR_RadioBearerList) runs on NR_BASE_PTC
  { //@sic R5s200855 R5-206320 sic@
    var NR_UplinkBWP_Type v_NR_UplinkBWP := f_NR_CellInfo_GetUplinkBWP(nr_Cell1, tsc_NR_BWP_Id);
    var NR_ResourceAllocation_Type v_NR_ResourceAllocation;
    var NR_MAC_SDU_Type v_EncodedRlcPdu1;
    var NR_DRB_COMMON_IND v_NR_DRB_COMMON_IND;
    var default v_IgnoreNRSR:= null;//@sic R5-204418 sic@
    var template (value) NR_HarqProcessConfig_Type v_NR_HarqProcessConfig_DL := { SpecificSubset := {0,2,3,4,6,7 }};//@sic R5s211710 sic@
   
... 

    // @siclog "Step 29" siclog@
    //The SS transmits a STATUS PDU.
    // Restrict the SS to use of the HARQ proccess id used by the test case
    f_NR_SS_CellConfig_DciDlInfo_Automatic(nr_Cell1, -, v_NR_HarqProcessConfig_DL); //@sic R5s211710 sic@

    f_NR_RLC_Status_MAC_PDU_Tx(p_LCID, 1, p_NR_DRB_Id); //@sic R5-204418 R5s201457 sic@
  
    f_NR_SS_SystemIndCtrlConfig(nr_Cell1, cds_NR_SystemIndCtrl_SchedReq(disable)); //Disable SR indications.
    f_NR_SS_SystemIndCtrlConfig(nr_Cell1, cds_NR_SystemIndCtrl_UL_HARQ(disable)); //Disable UL HARQ indications.
    f_NR_ULGrantConfiguration_Start(nr_Cell1, cs_TimingInfo_Now); //Default Grant configuration.
  }



