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1. [bookmark: _Toc122434485][bookmark: _Toc99378526]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2020-09_D12wk12 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc99378527]Corrections required
1. Change 1
	Function name
	f_TC_8_1_4_1_9_x_NR5GC_TestBody

	Reason for change
	The timer t_T304Expiry should be started as soon as the RRCRecofiguration message is sent to the UE. Currently the changing of cell power levels delays the start of the timer so it may still be running when T304 expires at the UE.

	Summary of change
	Move t_T304Expiry.start() to earlier point.

	TTCN module
	RRC_NR_CA_IntraNR_Handover_NR5GC

	MCC160 Comment
	



Before Change
	function f_TC_8_1_4_1_9_x_NR5GC_TestBody(NR_CellId_Type p_PCell,
NR_CellId_Type p_SCell) runs on NR5GC_PTC
{
......
//@siclog "Step 18" siclog@
//The SS transmits an RRCReconfiguration message on NR Cell 1 to order the UE to perform handover to NR Cell 3/10 and to release SCell NR Cell3/10.
SRB.send(cas_NR_SRB1_RrcPdu_REQ(nr_Cell1, cs_TimingInfo_Now, v_RRCReconfigurationHO, crs_MacBearerRouting(nr_Cell1))); //@sic R5-213516 sic@

//Reconfigure SCell to normal cell
v_DRBInfoList := f_NR5GC_MobileInfo_GetDRBInfoList();
v_RadioBearerList := f_NR5GC_GetRadioBearerList(v_DRBInfoList);
f_NR_ReconfigSCellToNormalCell(p_SCell, v_RadioBearerList, -);

//@siclog "Step 19" siclog@
//The SS changes NR Cell 1 and NR Cell 3/10 parameters according to the row "T4" in table 8.1.4.1.9.1.3.2-1/1A
f_NR_SetCellPowerList(v_CellPowerList_AtT4);

//Wait for duration of T304, so that UE detects RRCReconfigurationWithSync Error while SS doesn't respond to RACH on Scell
//@sic R5s220354 sic@
t_T304Expiry.start(v_T304Min_1sec);
t_T304Expiry.timeout;
......
}



After Change
	function f_TC_8_1_4_1_9_x_NR5GC_TestBody(NR_CellId_Type p_PCell,
NR_CellId_Type p_SCell) runs on NR5GC_PTC
{
......
//@siclog "Step 18" siclog@
//The SS transmits an RRCReconfiguration message on NR Cell 1 to order the UE to perform handover to NR Cell 3/10 and to release SCell NR Cell3/10.
SRB.send(cas_NR_SRB1_RrcPdu_REQ(nr_Cell1, cs_TimingInfo_Now, v_RRCReconfigurationHO, crs_MacBearerRouting(nr_Cell1))); //@sic R5-213516 sic@
t_T304Expiry.start(v_T304Min_1sec);
//Reconfigure SCell to normal cell
v_DRBInfoList := f_NR5GC_MobileInfo_GetDRBInfoList();
v_RadioBearerList := f_NR5GC_GetRadioBearerList(v_DRBInfoList);
f_NR_ReconfigSCellToNormalCell(p_SCell, v_RadioBearerList, -);

//@siclog "Step 19" siclog@
//The SS changes NR Cell 1 and NR Cell 3/10 parameters according to the row "T4" in table 8.1.4.1.9.1.3.2-1/1A
f_NR_SetCellPowerList(v_CellPowerList_AtT4);

//Wait for duration of T304, so that UE detects RRCReconfigurationWithSync Error while SS doesn't respond to RACH on Scell
//@sic R5s220354 sic@
//MOVED t_T304Expiry.start(v_T304Min_1sec); 
t_T304Expiry.timeout;
......
}




