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1. [bookmark: _Toc122434485][bookmark: _Toc54888060][bookmark: _Toc101282315]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2020-09_D22wk12 related to the title of this CR.
Contact:	Olivier Genoud
	olivier.genoud@etsi.org

1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc54888062][bookmark: _Toc101282316]Corrections required
[bookmark: _Toc97800123][bookmark: _Toc101282317][bookmark: _Toc122434493][bookmark: _Toc295288970][bookmark: _Toc325725665]2.1 Correction to function f_TC_7_1_3_5_2_NR_CheckULPrimaryPath
	Function name
	f_TC_7_1_3_5_2_NR_CheckULPrimaryPath

	Reason for change
	Test Step duplicated

	Summary of change
	Removed test step 3E and renamed 3A-3D to 2A-2D


	TTCN module
	PDCP_TC_Common_NR.ttcn




Before 
function f_TC_7_1_3_5_2_NR_CheckULPrimaryPath(NR_PDCP_SS_State_Type p_NR_PDCP_State,
                                               template (value) RlcBearerRouting_Type p_SCG_RoutingRlcRouting,
                                               template (value) RlcBearerRouting_Type p_PrimaryPath,
                                               template (value) RlcBearerRouting_Type p_SecondaryPath,
                                               charstring p_TestStep)  runs on NR_BASE_PTC
  {// @sic R5-220641 sic@
    var NR_PDCP_SDUList_Type v_SduList;
    var template (present) NR_PDCP_PDU_Type v_ExpectedPdu;
    timer t_WaitForPdu:= 2.0;
    v_SduList := f_GenerateSDU (p_NR_PDCP_State, {64, 164});

    //@siclog "Step 1 or 3C" siclog@
    //The SS sends a PDCP Data PDU on the split DRB on AM RLC entity configured for SCG on PSCell Data PDU = 64 bytes.
    f_NR_PDCP_Send_SCGCell(p_NR_PDCP_State,nr_Cell1,v_SduList[0], p_SCG_RoutingRlcRouting);
    v_ExpectedPdu := f_NR_PDCP_PDU_Get(p_NR_PDCP_State.PDCP_SN_Size, p_NR_PDCP_State.RX_NEXT, v_SduList[0]);
    t_WaitForPdu.start;
    alt{
      [] DRB.receive(car_NR_DRB_COMMON_IND_PDCP_PDUList_DC(nr_Cell1, p_NR_PDCP_State.DRB_Id , p_PrimaryPath, -, {v_ExpectedPdu}))
      {  //@siclog "Step 2 or 3D" siclog@ Does UE transmit a PDCP Data PDU on the AM RLC entity configured for SCG on NR Cell 1 (PSCell)?
        f_NR_PreliminaryPass(__FILE__, __LINE__, p_TestStep);
        p_NR_PDCP_State.RX_NEXT := p_NR_PDCP_State.RX_NEXT + 1;
        t_WaitForPdu.stop;
      }
      [] DRB.receive(car_NR_DRB_COMMON_IND_PDCP_PDUList_DC(nr_Cell1, p_NR_PDCP_State.DRB_Id , p_SecondaryPath, -, {v_ExpectedPdu}))
      { //Does UE transmit a PDCP Data PDU on the AM RLC secondary entity in next two seconds?
         f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, p_TestStep);
      }
      [] t_WaitForPdu.timeout{
        f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, p_TestStep);
      }
    }
    if(p_TestStep =="3D")//@siclog "Step 3E" siclog@
    { //The SS sends a PDCP Data PDU on the split DRB on AM RLC entity configured for SCG on PSCell.Data PDU = 164 bytes.
     f_NR_PDCP_Send_SCGCell(p_NR_PDCP_State,nr_Cell1,v_SduList[1], p_SCG_RoutingRlcRouting);
    }
 } }

After

function f_TC_7_1_3_5_2_NR_CheckULPrimaryPath(NR_PDCP_SS_State_Type p_NR_PDCP_State,
                                               template (value) RlcBearerRouting_Type p_SCG_RoutingRlcRouting,
                                               template (value) RlcBearerRouting_Type p_PrimaryPath,
                                               template (value) RlcBearerRouting_Type p_SecondaryPath,
                                               charstring p_TestStep)  runs on NR_BASE_PTC
  {// @sic R5-220641 sic@
    var NR_PDCP_SDUList_Type v_SduList;
    var template (present) NR_PDCP_PDU_Type v_ExpectedPdu;
    timer t_WaitForPdu:= 2.0;
    v_SduList := f_GenerateSDU (p_NR_PDCP_State, {64, 164});

    //@siclog "Step 1 or 3C" siclog@
    //The SS sends a PDCP Data PDU on the split DRB on AM RLC entity configured for SCG on PSCell Data PDU = 64 bytes.
    f_NR_PDCP_Send_SCGCell(p_NR_PDCP_State,nr_Cell1,v_SduList[0], p_SCG_RoutingRlcRouting);
    v_ExpectedPdu := f_NR_PDCP_PDU_Get(p_NR_PDCP_State.PDCP_SN_Size, p_NR_PDCP_State.RX_NEXT, v_SduList[0]);
    t_WaitForPdu.start;
    alt{
      [] DRB.receive(car_NR_DRB_COMMON_IND_PDCP_PDUList_DC(nr_Cell1, p_NR_PDCP_State.DRB_Id , p_PrimaryPath, -, {v_ExpectedPdu}))
      {  //@siclog "Step 2 or 2D" siclog@ Does UE transmit a PDCP Data PDU on the AM RLC entity configured for SCG on NR Cell 1 (PSCell)?
        f_NR_PreliminaryPass(__FILE__, __LINE__, p_TestStep);
        p_NR_PDCP_State.RX_NEXT := p_NR_PDCP_State.RX_NEXT + 1;
        t_WaitForPdu.stop;
      }
      [] DRB.receive(car_NR_DRB_COMMON_IND_PDCP_PDUList_DC(nr_Cell1, p_NR_PDCP_State.DRB_Id , p_SecondaryPath, -, {v_ExpectedPdu}))
      { //Does UE transmit a PDCP Data PDU on the AM RLC secondary entity in next two seconds?
         f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, p_TestStep);
      }
      [] t_WaitForPdu.timeout{
        f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, p_TestStep);
      }
    }
    
//Test step removed

