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	Reason for change:
	logicalChannelSR_DelayTimer should be configured as sf512 according to 38.523-1 7.1.1.3.3.3.1-1


	
	

	Summary of change:
	Configure logicalChannelSR_DelayTimer to sf512

	
	

	Consequences if not approved:
	Test case is not implemented as per specification
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1. [bookmark: _Toc122434485][bookmark: _Toc99378526]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2020-09_D12wk12 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc99378527]Corrections required
1. Change 1
	Function name
	Template cs_NR_CSR_Config_71133

	Reason for change
	 logicalChannelSR_DelayTimer should be configured as sf512 according to 38.523-1 7.1.1.3.3.3.1-1

	Summary of change
	Configure logicalChannelSR_DelayTimer to sf512 

	TTCN module
	MAC_TC_Common_NR

	MCC160 Comment
	



Before Change
	template (value) BSR_Config cs_NR_BSR_Config_71133 := cs_NR_BSR_ConfigDef(infinity_, sf1280); /* @status APPROVED (ENDC, NR5GC) */



After Change
	template (value) BSR_Config cs_NR_BSR_Config_71133 := cs_NR_BSR_ConfigDef(infinity_, sf1280, sf512); /* @status APPROVED (ENDC, NR5GC) */ //KS R5s22xxx




