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	38.101-1
	1049
	-
	Rel-17
	CR 38.101-1 DMRS for CA
	B
	17.5.0
	RAN4#103-e
	R4-2207659
	Qualcomm Incorporated, China Telecom, T-Mobile USA, CMCC, Nokia
	NR_cov_enh-Core
	
	

	38.101-1
	1086
	-
	Rel-17
	CR on UE RF requirements for DMRS bundling in TS 38.101-1
	B
	17.5.0
	RAN4#103-e
	R4-2209165
	Huawei, HiSilicon
	NR_cov_enh-Core
	
	

	38.101-1
	1100
	1
	Rel-17
	CR on DMRS bundling phase offset measurement FR1
	F
	17.5.0
	RAN4#103-e
	R4-2210737
	Ericsson, Anritsu Limited
	NR_cov_enh-Core
	
	

	38.101-1
	1110
	-
	Rel-17
	CR to TS 38.101-1: update of NR-V2X MPR requirements (R17)
	F
	17.5.0
	RAN4#103-e
	R4-2209751
	Huawei, HiSilicon
	NR_SL_enh-Core
	
	

	38.101-2
	0461
	-
	Rel-17
	CR on DMRS bundling phase offset Requirment FR2
	F
	17.5.0
	RAN4#103-e
	R4-2209459
	Ericsson
	NR_cov_enh-Core
	
	

	38.101-2
	0462
	1
	Rel-17
	CR on DMRS bundling phase offset measurement FR2
	F
	17.5.0
	RAN4#103-e
	R4-2210738
	Ericsson, Anritsu Limited
	NR_cov_enh-Core
	
	

	38.101-3
	0711
	1
	Rel-16
	CR for TS 38.101-3, Correction on MOP requirements for inter-band V2X con-current operation_Rel-16
	F
	16.11.0
	RAN4#103-e
	R4-2210728
	CATT
	NR_SL_enh-Core
	
	

	38.101-3
	0712
	1
	Rel-17
	CR for TS 38.101-3, Correction on MOP requirements for inter-band V2X con-current operation_Rel-17
	F
	17.5.0
	RAN4#103-e
	R4-2210729
	CATT
	NR_SL_enh-Core
	
	

	38.101-3
	0731
	-
	Rel-17
	DMRS bundling for CA and DC
	F
	17.5.0
	RAN4#103-e
	R4-2211173
	Qualcomm
	NR_cov_enh-Core
	
	

	38.133
	2288
	1
	Rel-17
	SL enhancement core requirement correction
	F
	17.5.0
	RAN4#103-e
	R4-2211106
	Qualcomm, Inc.
	NR_SL_enh-Core
	
	

	38.133
	2294
	1
	Rel-17
	Maintenance CR for RRM requirements for NR Uu and SL intra-band con-current operation
	F
	17.5.0
	RAN4#103-e
	R4-2211107
	MediaTek (Shenzhen) Inc.
	NR_SL_enh-Core
	
	

	38.133
	2303
	1
	Rel-17
	CR on PRS-RSRP measurement period without gaps
	F
	17.5.0
	RAN4#103-e
	R4-2211052
	CATT
	NR_pos_enh-Core
	
	

	38.133
	2304
	1
	Rel-17
	CR on PRS-RSRPP measurement period requirements
	F
	17.5.0
	RAN4#103-e
	R4-2211053
	CATT
	NR_pos_enh-Core
	
	

	38.133
	2305
	1
	Rel-17
	CR on the PRS and RRM measurement requirements in RRC_INACTIVE state
	F
	17.5.0
	RAN4#103-e
	R4-2211063
	CATT
	NR_pos_enh-Core
	
	

	38.133
	2319
	-
	Rel-17
	CR on known condition of unified TCI for UL
	F
	17.5.0
	RAN4#103-e
	R4-2208466
	MediaTek Inc.
	NR_feMIMO-Core
	
	

	38.133
	2320
	1
	Rel-17
	CR on measurement restriction and scheduling availability for inter cell L1-RSRP measurement
	F
	17.5.0
	RAN4#103-e
	R4-2211188
	MediaTek Inc.
	NR_feMIMO-Core
	
	

	38.133
	2335
	1
	Rel-17
	CR to 38.133 on positioning measurement requirements in RRC_INACTIVE state
	F
	17.5.0
	RAN4#103-e
	R4-2211064
	vivo
	NR_pos_enh-Core
	
	

	38.133
	2337
	1
	Rel-17
	CR to TS 38.133 Correction to sidelink core requirements
	F
	17.5.0
	RAN4#103-e
	R4-2211108
	vivo
	NR_SL_enh-Core
	
	

	38.133
	2353
	1
	Rel-17
	CR on maintaining RRM core requirements for R17 NR SL
	F
	17.5.0
	RAN4#103-e
	R4-2211109
	Huawei, Hisilicon
	NR_SL_enh-Core
	
	

	38.133
	2356
	1
	Rel-17
	DraftCR on maintaining L1-RSRP measurement requirements for R17 inter-cell beam managements
	F
	17.5.0
	RAN4#103-e
	R4-2211160
	Huawei, Hisilicon
	NR_feMIMO-Core
	
	

	38.133
	2357
	1
	Rel-17
	DraftCR on maintaining R17 TRP specific BFR requirements
	F
	17.5.0
	RAN4#103-e
	R4-2211115
	Huawei, Hisilicon
	NR_feMIMO-Core
	
	

	38.133
	2361
	1
	Rel-17
	CR on measurement period requirements with multiple Rx TEGs
	F
	17.5.0
	RAN4#103-e
	R4-2211062
	Huawei, Hisilicon
	NR_pos_enh-Core
	
	

	38.133
	2362
	1
	Rel-17
	CR on requirements for UE Rx-Tx measurement with reduced latency
	F
	17.5.0
	RAN4#103-e
	R4-2211054
	Huawei, Hisilicon
	NR_pos_enh-Core
	
	

	38.133
	2363
	1
	Rel-17
	CR on RSTD measurement period requirements without gaps
	F
	17.5.0
	RAN4#103-e
	R4-2211055
	Huawei, Hisilicon
	NR_pos_enh-Core
	
	

	38.133
	2365
	-
	Rel-17
	CR on inter-frequency RRM requirements due to PRS measurement in INACTIVE
	F
	17.5.0
	RAN4#103-e
	R4-2209226
	Huawei, Hisilicon
	NR_pos_enh-Core
	
	

	38.133
	2366
	-
	Rel-17
	CR to introduce per-FR MG for PRS measurement
	F
	17.5.0
	RAN4#103-e
	R4-2209228
	Huawei, Hisilicon
	NR_pos_enh-Core
	
	

	38.133
	2367
	1
	Rel-17
	CR on scheduling restriction for PRS-RSRPP measurement
	F
	17.5.0
	RAN4#103-e
	R4-2211057
	Huawei, Hisilicon
	NR_pos_enh-Core
	
	

	38.133
	2381
	1
	Rel-17
	CR on unified TCI in R17 feMIMO
	F
	17.5.0
	RAN4#103-e
	R4-2211144
	vivo
	NR_feMIMO-Core
	
	

	38.133
	2382
	1
	Rel-17
	CR on L1-RSRP measurement requirements for inter-cell BM in R17
	F
	17.5.0
	RAN4#103-e
	R4-2211114
	vivo
	NR_feMIMO-Core
	
	

	38.133
	2397
	1
	Rel-17
	CR on TRP specific CBD and BFR requirements
	F
	17.5.0
	RAN4#103-e
	R4-2211116
	Ericsson
	NR_feMIMO-Core
	
	

	38.133
	2400
	1
	Rel-17
	Correction to PRS measurement requirements in RRC inactive state
	F
	17.5.0
	RAN4#103-e
	R4-2211065
	Ericsson
	NR_pos_enh-Core
	
	

	38.307
	0102
	1
	Rel-17
	CR to TS 38.307: SL requirements (R17)
	F
	17.5.0
	RAN4#103-e
	R4-2210730
	Huawei, HiSilicon
	NR_SL_enh-Core
	
	


