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<< Unchanged sections omitted >>
[bookmark: _Toc69306366][bookmark: _Toc69310031][bookmark: _Toc76020356][bookmark: _Toc83720844]6.5E.3.2.1D	Spurious emissions for UE co-existence for V2X / non-concurrent operation / SL-MIMO
Editor’s Note: 
- Test config table is FFS
- Uplink RMC is TBD in RAN4
- Connection diagram is TBD
- Preconfiguration is TBD in 38.508-1
- Test state and generic procedure are TBD in 38.508-1
6.5E.3.2.1D.1D	Test purpose
To verify that UE transmitter does not cause unacceptable interference to co-existing systems for the specified bands which has specific requirements in terms of transmitter spurious emissions.
6.5E.3.2.1D.2D	Test applicability
This test case applies to all types of NR UE release 16 and forward that support NR V2X sidelink MIMO communication with non-concurrent operation.
6.5E.3.2.1D.3D	Minimum conformance requirements
For NR V2X UE with two transmit antenna connectors, the requirements specified for single carrier shall apply to each transmit antenna connector. The requirements shall be met with the SL MIMO configurations described in clause 6.2D.1.
The normative reference for this requirement is TS 38.101-1 [2] clause 6.5E.3.2.
6.5E.3.2.1D.4	Test description
6.5E.3.2.1D.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
<< End of changes >>
