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<Unchanged sections skipped>
[bookmark: _Toc100094176][bookmark: _Toc106872836][bookmark: _Toc114908473]6.5E.3	Spurious emissions for V2X
[bookmark: _Toc100094177][bookmark: _Toc106872837][bookmark: _Toc114908474]6.5E.3.1	General spurious emissions for V2X 
6.5E.3.1.0	Minimum conformance requirements
For intra-band V2X, the geneal spurious emissions requirements specified in clause 6.6.3.1 of TS 36.101 [5] and clause 6.5E.3.1 of TS 38.101-1 [2] apply for each frequency range respectively.
For inter-band V2X, the geneal spurious emissions requirements specified in clause 6.6.3.1 of TS 36.101 [5] and clause 6.5E.3.1 of TS 38.101-1 [2] apply for each frequency range respectively.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.5E.3.
[bookmark: _Toc106872838][bookmark: _Toc114908475]6.5E.3.1.1	General spurious emissions for intra-band V2X
6.5E.3.1.1.1	Test purpose
Same test purpose as in clause 6.5E.3.1 in TS 38.521-1 [8].
6.5E.3.1.1.2	Test applicability
No exception requirements applicable to NR V2X operation or E-UTRA V2X operation. Given only single switched SL is supported as per clause 6.5E.3.1.0. The requirements in this test case can be well covered in clause 6.6.3.1 of TS 36.521-1 [10] and clause 6.5E.3.1 of TS 38.521-1 [8] and don’t need to be tested again.
[bookmark: _Toc106872839][bookmark: _Toc114908476]6.5E.3.1.2	General spurious emissions for inter-band V2X
6.5E.3.1.2.1	Test purpose
Same test purpose as in clause 6.5E.3.1 in TS 38.521-1 [8].
6.5E.3.1.2.2	Test applicability
For inter-band V2X operation, no exception requirements are specified for the E-UTRA/NR Uu carrier and E-UTRA/NR SL carrier.
For inter-band V2X configuration with E-UTRA Uu and NR sidelink, the requirements in this test case can be well covered in clause 6.6.3.1 of TS 36.521-1 [10] for E-UTRA Uu carrier and clause 6.5E.3.1 of TS 38.521-1 [8] and don’t need to be tested again.
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