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<Start of modified section>
Table 4.1-1a: Applicability of Protocol conformance Idle mode test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	6
	Idle mode operations
	
	
	

	6.1
	NR idle mode operations
	
	
	

	6.1.1
	NG-RAN Only PLMN Selection
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.1.2
	PLMN selection of "Other PLMN/access technology combinations" / Automatic mode
	Rel-15
	C21
	UEs supporting 5G Core

	…
	
	
	
	

	6.5.2
	CAG (Closed Acccess Group)
	
	
	

	6.5.2.1
	CAG Selection in Manual Mode
	Rel-16
	C132
	UEs supporting 5G Core and CAG

	6.5.2.2
	CAG Selection in Automatic Mode
	Rel-16
	C132
	UEs supporting 5G Core and CAG

	6.5.2.3
	CAG / Limited Service / No Suitable cell
	Rel-16
	C132
	UEs supporting 5G Core and CAG

	6.5.2.4
	CAG / cell reselection / Within allowed CAG/ non-CAG cell to CAG cell
	Rel-16
	C168
	UEs supporting 5G Core and CAG and Autonomous search function on NR

	6.5.2.5
	Void
	
	
	

	6.5.2.6
	CAG / Cell Reservation
	Rel-16
	C132
	UEs supporting 5G Core and CAG

	6.6
	Idle mode operations
	
	
	

	6.6.1
	NR unlicensed cell selection
	
	
	

	6.6.1.1
	Cell selection / next strongest cell / Intra frequency reselection not allowed
	Rel-16
	C217
	UEs supporting 5G Core and NR standalone shared spectrum channel access

	6.6.2
	NR unlicensed cell reselection
	
	
	

	6.6.2.1
	Cell reselection / next best cell / intra frequency
	Rel-16
	C217
	UEs supporting 5G Core and NR standalone shared spectrum channel access

	6.6.2.3
	Cell reselection / next best cell / intra frequency / RRC Inactive
	Rel-16
	Cabc
	UEs supporting 5G Core and NR standalone shared spectrum channel access and RRC_INACTIVE


<End of modifed section>
<Start of modified section>
Table 4.1-3a: Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	8
	RRC
	
	
	

	8.1
	NR RRC
	
	
	

	8.1.1
	RRC connection management procedures
	
	
	

	8.1.1.1
	Paging
	
	
	

	8.1.1.1.1
	RRC / Paging for connection / Multiple paging records
	Rel-15
	C21
	UEs supporting 5G Core

	…
	
	
	
	

	8.1.7
	Non-public networks
	
	
	

	8.1.7.1
	Measurement for self-optimized networks
	
	
	

	8.1.7.1.1
	Measurement configuration control and reporting / CGI reporting of NR NPN cell
	Rel-16
	C169
	UEs supporting 5G Core and CAG and acquisition of CGI  information from neighbour NR NPN cell

	8.1.6.4
	SON / RACH Optimisation
	
	
	

	8.1.6.4.1
	SON / RACH logging and reporting
	Rel-16
	C136
	UEs supporting 5G Core and delivery of rachReport upon request from the network.

	8.1.8
	Shared spectrum access
	
	
	

	8.1.8.1
	Measurement configuration control and reporting for Shared spectrum
	
	
	

	8.1.8.1.1
	Measurement configuration control and reporting for Shared spectrum / RMTC / RSSI measurements / Channel Occupancy reporting / intra-frequency
	Rel-16
	Cdef->C218
	UEs supporting 5G Core and NR standalone shared spectrum channel access and RSSI measurements and channel occupancy reporting

	8.1.8.1.2
	Measurement configuration control and reporting for Shared spectrum / RMTC / RSSI measurements / Channel Occupancy reporting / inter-frequency
	Rel-16
	C218
	UEs supporting 5G Core and NR standalone shared spectrum channel access and RSSI measurements and channel occupancy reporting

	8.1.8.2
	Paging monitoring
	
	
	

	8.1.8.2.1
	Paging monitoring / multiple PDCCH monitoring occasions / Short message indication / stopPagingMonitoring
	Rel-16
	Cabc->C217
	UEs supporting 5G Core and NR standalone shared spectrum channel access

	8.1.8.2.2
	Paging monitoring / multiple PDCCH monitoring occasions / Short message indication / stopPagingMonitoring / RRC inactive
	Rel-16
	Cabc
	UEs supporting 5G Core and NR standalone shared spectrum channel access and RRC_INACTIVE


<End of modifed section>
<Start of modified section>
4.2	Protocol conformance test cases Applicability Condition
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Condition
	Test case Selection Expression
	Comment

	C01
	IF A.4.1-3/2 THEN R ELSE N/A
	UEs supporting EN-DC

	C02
	IF (A.4.3.4-1/2 OR A.4.3.4-1/3) THEN R ELSE N/A
	UEs supporting 5GS and RLC UM Mode

	…
	
	

	C217
	IF A.4.1-5/1 AND A.4.3.2-1/49 THEN R ELSE N/A
	UEs supporting 5G Core and NR standalone shared spectrum channel access

	C218
	IF A.4.1-5/1 AND A.4.3.2-1/49 AND A.4.4-1/93 THEN R ELSE N/A
	UEs supporting 5G Core and NR standalone shared spectrum channel access and RSSI measurements and channel occupancy reporting

	C219
	IF A.4.1-5/1 AND A.4.3.13-1/1 THEN R ELSE N/A
	UEs supporting 5G Core and Multi-SIM features

	C220
	IF A.4.1-5/1 AND A.4.3.13-1/4 THEN R ELSE N/A
	UEs supporting 5G Core and Multi-SIM Reject paging request

	C221
	IF A.4.1-5/1 AND (A.4.1-4A/1 OR A.4.1-4A/3) AND A.4.3.7-1/19 AND A.4.3.5-1/15 THEN R ELSE N/A
	UEs supporting 5G Core and intra-band contiguous CA and RRC_INACTIVE and direct NR SCG SCell activation

	C222
	IF A.4.1-5/1 AND (A.4.1-4A/2 OR A.4.1-4A/4) AND A.4.3.7-1/19 AND A.4.3.5-1/15 THEN R ELSE N/A
	UEs supporting 5G Core and intra-band non-contiguous CA and RRC_INACTIVE and direct NR SCG SCell activation

	C223
	IF A.4.1-5/1 AND (A.4.1-4A/5 OR A.4.1-4A/6) AND A.4.3.7-1/19 AND A.4.3.5-1/15 THEN R ELSE N/A
	UEs supporting 5G Core and inter-band CA and RRC_INACTIVE and direct NR SCG SCell activation

	C224
	IF A.4.1-5/1 AND A.4.3.7-1/42 THEN R ELSE N/A
	UEs supporting 5G Core and PEI

	C225
	IF A.4.1-3/2 AND (A.4.3.6-1/61 OR A.4.3.6-1/62) THEN R ELSE N/A
	UEs supporting EN-DC and Idle/Inactive Measurements

	C226
	IF A.4.1-5/1 AND A.4.3.5-1/13 AND (A.4.1-4A/1 OR A.4.1-4A/3) THEN R ELSE N/A
	UEs supporting 5G Core and direct NR MCG SCell activation and intra-band contiguous CA

	C227
	IF A.4.1-5/1 AND A.4.3.5-1/13 AND (A.4.1-4A/2 OR A.4.1-4A/4) THEN R ELSE N/A
	UEs supporting 5G Core and direct NR MCG SCell activation and intra-band non-contiguous CA

	C228
	IF A.4.1-5/1 AND A.4.3.5-1/13 AND (A.4.1-4A/5 OR A.4.1-4A/6 OR A.4.1-4A/7) THEN R ELSE N/A
	UEs supporting 5G Core and direct NR MCG SCell activation and inter-band CA

	C229
	IF A.4.1-5/1 AND A.4.1-4/6 AND A.4.3.7-1/19 AND A.4.3.7-1/44 THEN R ELSE N/A
	UEs supporting 5G Core and NR-DC and RRC_INACTIVE and (re-)configuration of an SCG during the resume procedure.

	C230
	IF A.4.1-5/1 AND A.4.3.7-1/37 THEN R ELSE N/A
	UEs supporting 5G Core and NSSRG

	C231
	IF A.4.1-5/1 AND A.4.3.7-1/24 AND A.4.3.7-1/40 THEN R ELSE N/A
	UEs supporting 5G Core and SNPN and configuration of access identities in the list of subscriber data

	C232
	IF A.4.3.2-1/46 AND A.4.4-1/14 THEN R ELSE N/A
	UEs Supporting 2-Step RACH and Random access SDT

	C233
	IF A.4.4-1/14 THEN R ELSE N/A
	UEs Supporting Random access SDT

	C234
	IF A.18/5 AND [93] A.4.3.7-1/32 AND A.15/1 AND A.4/16 AND A.21/1 AND C44 AND A.22/11 THEN R ELSE N/A
	NR and IMS voice over NR and MTSI and MTSI speechand preconditions and NG.114 v1.0 and NG.114 v1.0 default configuration EVS/Br and NG.114 v1.0 default configuration EVS/Bw

	C235
	IF A.4.3.3-1/8 THEN R ELSE N/A
	UEs supporting 5GS and uplink data compression operation

	C236
	IF A.4.3.3-1/8 and A.4.3.3-1/9 THEN R ELSE N/A
	UEs supporting 5GS and uplink data compression operation and UL data compression with SIP static dictionary

	C237
	IF [10] A.4.4-1/117 AND [10] A.4.1-1/5 AND A.4.3.8-1/21 AND [5] A.4.4-1/2 AND A.4.1-5/1  THEN R ELSE N/A
	UEs supporting WLAN and GSMA PRD IR.51: "IMS Profile for Voice, Video and SMS over Wi-Fi" and handover from EPC over non-3GPP Access Network to 5G Core and IMS and 5G Core..

	Cabc
	IF A.4.1-5/1 AND A.4.3.2-1/49 AND A.4.3.7-1/19 THEN R ELSE N/A
	UEs supporting 5G Core and NR standalone shared spectrum channel access and RRC_INACTIVE


<End of modifed section>
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