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	Reason for change:
	Correction to the applicability of SDT TC 7.1.1..13.1 and 7.1.1.13.2 as the prose is updated to including configuration of the logicalChannelSR-DelayTimer which is not mandatory for UE to support.
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	Updated additonal applicability of TC 7.1.1.13.1 and 7.1.1.13.2 in Table 4.1-2b to add the support of Logical Channel SR-Delay Timer PICS.
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Table 4.1-2b: Additional Information of Applicability of Protocol conformance Layer 2 test cases, ref. TS 38.523-1 [2]
	Clause
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	7
	
	
	
	

	7.1
	
	
	
	

	7.1.1
	
	
	
	

	7.1.1.1
	
	
	
	

	7.1.1.1.4
	pc_csi_RS_CFRA_ForHO
	
	
	

	7.1.1.3
	
	
	
	

	7.1.1.3.2b
	pc_configuredUL_GrantType1
	
	
	

	7.1.1.4
	
	
	
	

	7.1.1.4.1
	
	
	
	

	7.1.1.4.1.3
	pc_dynamicSwitchRA_Type0_1_PDSCH
	
	
	

	7.1.1.4.1.4
	pc_dynamicSwitchRA_Type0_1_PDSCH
	
	
	

	7.1.1.4.2
	
	
	
	

	7.1.1.4.2.3
	pc_dynamicSwitchRA_Type0_1_PUSCH
	
	
	

	7.1.1.4.2.4
	pc_dynamicSwitchRA_Type0_1_PUSCH
	
	
	

	7.1.1.6
	
	
	
	

	7.1.1.6.4
	pc_um_WithShortSN
	
	
	

	7.1.1.7
	
	
	
	

	7.1.1.7.1
	
	
	
	

	7.1.1.7.1.1
	pc_UL_NR_CA_2CC
	
	
	

	7.1.1.7.1.2
	pc_UL_NR_CA_2CC
	
	
	

	7.1.1.7.1.3
	pc_UL_intra_non_contiguous_CA_NR_FR1_Class_(2A) or pc_UL_intra_non_contiguous_CA_NR_FR2_Class_(2A)
	
	
	

	7.1.1.13
	
	
	
	

	7.1.1.13.1
	pc_logicalChannelSR_DelayTimer
	
	
	

	7.1.1.13.2
	pc_logicalChannelSR_DelayTimer
	
	
	

	7.1.2
	
	
	
	

	7.1.2.2
	
	
	
	

	7.1.2.2.5
	pc_um_WithShortSN
	
	
	

	7.1.2.2.6
	pc_um_WithShortSN
	
	
	

	7.1.3
	
	
	
	

	7.1.3.2.1
	pc_srb3
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