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1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc122500652]Corrections required
1.1 [bookmark: _Toc122500653]Correction to the Function f_TC_11_4_12_NR5GC_EUTRA
	Function name
	f_TC_11_4_12_NR5GC_EUTRA

	Reason for change
	In current TTCN implementation of function f_TC_11_4_12_NR5GC_EUTRA the following functions are called in this sequence :
f_EUTRA38_NR5GC_PreambleAndSwitchOff(eutra_Cell1);
f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger("Preamble")); //Trigger to register on NR
f_EUTRA_NR_WaitForCoOrd_Trigger (NR, "Preamble");            //Successfully registered on NR

There is no need to call the highlighted coordination messages above, as these are already called within function f_EUTRA38_NR5GC_PreambleAndSwitchOff.

Calling them twice derails the TTCN flow and causes testcase failure. This needs to be corrected.

	Summary of change
	Removed the calls to functions :
f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger("Preamble")); //Trigger to register on NR
f_EUTRA_NR_WaitForCoOrd_Trigger (NR, "Preamble");            //Successfully registered on NR

from the function f_TC_11_4_12_NR5GC_EUTRA

	TTCN module
	NR5GC_IRAT_Emergency_EUTRA.ttcn

	MCC160 Comment
	



    
Before Change:
	function f_TC_11_4_12_NR5GC_EUTRA() runs on EUTRA_Multi5GS_PTC
  { //5GMM-REGISTERED.NORMAL-SERVICE / 5GMM-IDLE / Emergency call / Disabling N1 mode / Emergency call establishment over EPS / Success

    f_EUTRA38_IRAT_Init(c31, HANDLE_UM_DATA, USE_BIG_GRANTS);

    //Create and configure cell
    f_EUTRA_CellConfig_Def(eutra_Cell1);

    f_EUTRA38_NR5GC_PreambleAndSwitchOff(eutra_Cell1);
    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger("Preamble")); //Trigger to register on NR
    f_EUTRA_NR_WaitForCoOrd_Trigger (NR, "Preamble");            //Successfully registered on NR
    // Ok now registered on both RATs

    f_EUTRA_TestBody_Set(true);
    fl_TC_11_4_12_NR5GC_EUTRA_TestBody();
    f_EUTRA_TestBody_Set(false);

    f_EUTRA38_MultiPDN_Postamble(eutra_Cell1, E2_CONNECTED);
    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger("Postamble"));

  }



After Change:
	function f_TC_11_4_12_NR5GC_EUTRA() runs on EUTRA_Multi5GS_PTC
  { //5GMM-REGISTERED.NORMAL-SERVICE / 5GMM-IDLE / Emergency call / Disabling N1 mode / Emergency call establishment over EPS / Success

    f_EUTRA38_IRAT_Init(c31, HANDLE_UM_DATA, USE_BIG_GRANTS);

    //Create and configure cell
    f_EUTRA_CellConfig_Def(eutra_Cell1);

    f_EUTRA38_NR5GC_PreambleAndSwitchOff(eutra_Cell1);
    //WA#11_4_12 COMMENTED OUT f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger("Preamble")); //Trigger to register on NR
    //WA#11_4_12 COMMENTED OUT f_EUTRA_NR_WaitForCoOrd_Trigger (NR, "Preamble");            //Successfully registered on NR
    // Ok now registered on both RATs

    f_EUTRA_TestBody_Set(true);
    fl_TC_11_4_12_NR5GC_EUTRA_TestBody();
    f_EUTRA_TestBody_Set(false);

    f_EUTRA38_MultiPDN_Postamble(eutra_Cell1, E2_CONNECTED);
    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger("Postamble"));

  }



