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	Reason for change:
	The ETag is mising in the HTTP 200 OK transporting configurations.

According to TS 24.484, section 6.3.3.3:
A CMS shall support handling an HTTP GET request from a CMC and an MCS Server according to procedures specified in IETF RFC 4825 [14]"GET Handling"

And in the RFC 4825 section 8.3 (GET Handling):
A successful response to a GET MUST include an entity tag.

And in section 8.5 (Managing Etags):
An XCAP server MUST maintain entity tags for all resources that it maintains… An XCAP server MUST include the Etag header field in all 200 or 201 responses to PUT, GET, and DELETE, assuming the document itself still exists after the operation
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Table 5.5.4.6-1: HTTP 200 (OK)
	Derivation Path: RFC 2616 [26]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Status-Line
	
	
	
	

	  HTTP-Version
	"HTTP/1.1"
	
	
	

	  Status-Code
	"200"
	
	
	

	  Reason-Phrase
	"OK"
	
	
	

	[bookmark: _Hlk124423678]Cache-Control
	
	
	RFC 2616 [26]
	

	  cache-directive
	"no-store"
	
	
	

	ETag
	
	
	RFC 2616 [26]
	

	  entity-tag
	Any value as selected by the SS
	
	
	UEINITIALCONFIG, UECONFIG, UEUSERPROF, UESERVCONFIG, GROUPCONFIG; TEMPGROUP

	Pragma
	
	
	RFC 2616 [26]
	

	  pragma-directive
	"no-cache"
	
	
	

	Content-Length
	
	
	
	

	  value
	length of message-body
	
	
	

	Content-Type
	
	
	
	TOKEN

	  media-type
	"application/json;charset=UTF-8"
	
	TS 33.180 [94]
	

	Content-Type
	
	
	
	KMSINIT

	  media-type
	"application/xml"
	
	TS 33.180 [94]
	

	Content-Type
	
	
	
	KMSKEY

	  media-type
	"application/xml"
	
	TS 33.180 [94]
	

	Content-Type
	
	
	
	UEINITIALCONFIG

	  media-type
	"application/vnd.3gpp.mcptt-ue-init-config+xml"
	
	TS 24.484 [14]
	

	Content-Type
	
	
	
	UECONFIG

	  media-type
	"application/vnd.3gpp.mcptt-ue-config+xml"
	
	TS 24.484 [14]
	MCPTT

	
	"application/vnd.3gpp.mcvideo-ue-config+xml"
	
	
	MCVIDEO

	
	"application/vnd.3gpp.mcdata-ue-config+xml"
	
	
	MCDATA

	Content-Type
	
	
	
	UEUSERPROF

	  media-type
	"application/vnd.3gpp.mcptt-user-profile+xml"
	
	TS 24.484 [14]
	MCPTT

	
	"application/vnd.3gpp.mcvideo-user-profile+xml"
	
	
	MCVIDEO

	
	"application/vnd.3gpp.mcdata-user-profile+xml"
	
	
	MCDATA

	Content-Type
	
	
	
	UESERVCONFIG

	  media-type
	"application/vnd.3gpp.mcptt-service-config+xml"
	
	TS 24.484 [14]
	MCPTT

	
	"application/vnd.3gpp.mcvideo-service-config+xml"
	
	
	MCVIDEO

	
	"application/vnd.3gpp.mcdata-service-config+xml"
	
	
	MCDATA

	Content-Type
	
	
	
	GROUPCONFIG

	  media-type
	"application/vnd.oma.poc.groups+xml"
	
	TS 24.481 [11]
	

	Content-Type
	
	
	
	TEMPGROUP

	  media-type
	"application/vnd.3gpp.GMOP+xml"
	
	TS 24.481 [11]
	

	Content-Type
	
	
	
	FD_HTTP

	  media-type
	"application/octet-stream"
	
	
	

	Message-body
	
	
	
	TOKEN

	  Token response
	As described in Table 5.5.4.10.4-1
	
	
	

	Message-body
	
	
	
	KMSINIT

	  KMS Certificate
	As described in Table 5.5.4.10.6-1
	
	
	

	Message-body
	
	
	
	KMSKEY

	  KMS Key Set
	As described in Table 5.5.4.10.8-1
	
	
	

	Message-body
	
	
	
	UEINITIALCONFIG

	  mcptt-initial-UE-configuration
	As described in Table 5.5.8.1-1
	Initial UE Configuration document returned
	
	

	Message-body
	
	
	
	UECONFIG

	  mcptt-UE-configuration
	As described in Table 5.5.8.2-1
	UE Configuration document returned
	
	MCPTT

	  mcvideo-UE-configuration
	As described in Table 5.5.8.5-1
	UE Configuration document returned
	
	MCVIDEO

	  mcdata-UE-configuration
	As described in Table 5.5.8.10-1
	UE Configuration document returned
	
	MCDATA

	Message-body
	
	
	
	UEUSERPROF

	  mcptt-user-profile
	As described in Table 5.5.8.3-1
	UE User Profile document returned
	
	MCPTT

	  mcvideo-user-profile
	As described in Table 5.5.8.7-1
	UE User Profile document returned
	
	MCVIDEO

	  mcdata-user-profile
	As described in Table 5.5.8.11-1
	UE User Profile document returned
	
	MCDATA

	Message-body
	
	
	
	UESERVCONFIG

	  service-configuration-info
	As described in Table 5.5.8.4-1
	UE Service Configuration document returned
	
	MCPTT

	  service-configuration-info
	As described in Table 5.5.8.8-1
	UE Service Configuration document returned
	
	MCVIDEO

	  service-configuration-info
	As described in Table 5.5.8.12-1
	UE Service Configuration document returned
	
	MCDATA

	Message-body
	
	
	
	GROUPCONFIG

	  group-configuration
	As described in Table 5.5.7.1-1
	Group Configuration document returned
	
	

	Message-body
	
	
	
	TEMPGROUP

	gmop:document
	
	
	
	

	  gmop:response
	
	
	
	

	    gmop:group-regroup-creation-response
	
	
	
	

	      temporary-group-document-ETag
	unique value arbitrarily selected by the SS
	
	
	

	Message-body
	
	
	
	FD_HTTP

	  file content
	binary data representing the file
	
	
	





