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< Unchanged sections omitted >
[bookmark: _Toc36226800][bookmark: _Toc44324085][bookmark: _Toc52990279][bookmark: _Toc60823478][bookmark: _Toc60825400]6.4C.2.3.4	Test description
Same test description as specified in clause 6.4.2.3.4 with following exceptions:
Instead of table 5.3.5-1  use Table 5.5C-1.
Instead of table 6.4.2.3.4.1-16.4.2.3.4-1  use Table 6.4C.2.3.4-1
Instead of table 6.4.2.3.4.1-2  use Table 6.4C.2.3.4-2
Table 6.4C.2.3.4-1: Test Configuration Table for PUSCH
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low range, Mid range, High range for SUL carrier 
Mid range for Non-SUL carrier

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Mid, Highest for SUL carrier 
Lowest for Non-SUL carrier

	Test SCS as specified in Table 5.3.5-1
	15kHz for SUL carrier and Lowest supported SCS for Non-SUL carrier

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	UL Configuration
	SUL Configuration

	
	N/A
	N/A
	Modulation
	RB allocation (NOTE 1)

	1
	
	
	DFT-s-OFDM QPSK
	Inner_1RB_Left

	2
	
	
	DFT-s-OFDM QPSK
	Inner_1RB_Right

	3
	
	
	CP-OFDM QPSK
	Inner_1RB_Left

	4
	
	
	CP-OFDM QPSK
	Inner_1RB_Right

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	Test Channel Bandwidths are checked separately for each SUL band combination, the applicable channel bandwidths are specified in Table 5.5C-1.



Table 6.4C.2.3.4.1-2: Test Configuration Table for PUCCH
	[bookmark: OLE_LINK101]Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	See Table 6.4C.2.3.4.1-1

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	See Table 6.4C.2.3.4.1-1

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	See Table 6.4C.2.3.4.1-1

	Test SCS as specified in Table 5.3.5-1
	See Table 6.4C.2.3.4.1-1

	Test Parameters

	ID
	Downlink Configuration
	Uplink Configuration
	SUL Configuration

	
	Modulation
	RB allocation
	N/A
	Waveform
	PUCCH format
	RB index

	1
	CP-OFDM QPSK
	Full RB (Note 1)
	
	DFT-s-OFDM
	PUCCH format = Format 3
Length in OFDM symbols = 14
	0

	2
	CP-OFDM QPSK
	Full RB (Note 1)
	
	DFT-s-OFDM
	PUCCH format = Format 3
Length in OFDM symbols = 14
	NRB-1

	3
	CP-OFDM QPSK
	Full RB (Note 1)
	
	CP-OFDM
	PUCCH format = Format 1
Length in OFDM symbols = 14
	0

	4
	CP-OFDM QPSK
	Full RB (Note 1)
	
	CP-OFDM
	PUCCH format = Format 1
Length in OFDM symbols = 14
	NRB-1

	NOTE 1:	Full RB allocation shall be used per each SCS and channel BW as specified in Table 7.3.2.4.1-2.
NOTE 2:	Test Channel Bandwidths are checked separately for each SUL band combination, the applicable channel bandwidths are specified in Table 5.5C-1.
NOTE 3:	DFT-s-OFDM PI/2 BPSK test applies only for UEs which supports half Pi BPSK in FR1.



-	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, Figure A.3.1.1.4 for TE diagram and section A.3.2 for UE diagram.
-	The parameter setting for the cell are set up according to the TS 38.508-1 [5] subclause 4.4.3.
-	Downlink signals are initially setup according to Annex C.0, C.1, C.2 and uplink signals according to Annex G.0, G.1, G.2, and G.3.0 with consideration of supplementary uplink physical channels.
Message contents in initial conditions are according to TS 38.508-1 [5] subclause 4.3.6.1.1.2 ensuring UL/SUL indicator in Table 4.3.6.1.1.2-1 with condition SUL, subclause 4.6 ensuring Table 4.6.1-28 with condition SUL AND (RF OR RRM), Tables 4.6.3-14 with condition SUL_SUL for SUL carrier, and Table 4.6.3-167 with condition PUSCH_PUCCH_ON_SUL. 
Table 6.4C.2.3.4-1: Void

< End of changes >

