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------Start of the first change-------
[bookmark: _Toc112687898][bookmark: _Toc120093242]9.3.1.134	MC Forwarding Resource Request
This IE is used by the gNB-CU-CP for request from the gNB-CU-UP information from the peer node regarding a MC Forwarding Resource.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MC Forwarding Resource ID
	M
	
	9.3.1.132
	

	MBS Area Session ID
	O
	
	9.3.1.111
	

	MRB Forwarding Resource Request List
	
	0..<maxnoofMRBs>
	
	

	>MRB ID
	M
	
	9.3.1.16a
	

	>MRB Progress Information  Type
	O
	
	9.3.1.131
	Requests MRB Progress Information of the indicated type from the peer node 

	>MRB Forwarding Address Request
	O
	
	ENUMERATED (request, ...)
	



	Range bound
	Explanation

	maxnoofMRBs
	Maximum no. of MRBs for one MBS Session. Value is 32.



[bookmark: _Toc112687899][bookmark: _Toc120093243]9.3.1.135	MC Forwarding Resource Indication
This IE is used by the gNB-CU-CP for indicate to the gNB-CU-UP information from the peer node regarding MC Forwarding Resources.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MC Forwarding Resource ID
	M
	
	9.3.1.132
	

	MRB Forwarding Indication List
	
	0..<maxnoofMRBs>
	
	

	>MRB ID
	M
	
	9.3.1.16a
	

	>MRB Progress Information
	O
	
	9.3.1.130
	Provides MRB Progress Information from the peer node.

	>MRB Forwarding Address
	O
	
	UP Transport Layer Information 
9.3.2.1
	

	MBS Session Associated Information
	O
	
	9.3.1.133
	



------Start of the second change-------


	

[bookmark: _Toc20955684][bookmark: _Toc29461127][bookmark: _Toc29505859][bookmark: _Toc36556384][bookmark: _Toc45881871][bookmark: _Toc51852512][bookmark: _Toc56620463][bookmark: _Toc64448105][bookmark: _Toc74152881][bookmark: _Toc88656307][bookmark: _Toc88657366][bookmark: _Toc105657472][bookmark: _Toc106108853][bookmark: _Toc112687956][bookmark: _Toc120093302]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

E1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS	
	
	id-CommonNetworkInstance,
	id-SNSSAI,
	id-OldQoSFlowMap-ULendmarkerexpected,
//skip the unchanged part
-- MCForwardingResourceRequest

MCForwardingResourceRequest ::= SEQUENCE {
	mcForwardingResourceID				MCForwardingResourceID,
	mbsAreaSession-ID					MBSAreaSessionID					OPTIONAL,
	mrbForwardingResourceRequestList	MRBForwardingResourceRequestList	OPTIONAL,
	mbsSessionAssociatedInformation		MBSSessionAssociatedInformation		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {MCForwardingResourceRequest-ExtIEs} }	OPTIONAL,
	...
}

MCForwardingResourceRequest-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

MRBForwardingResourceRequestList ::= SEQUENCE (SIZE(1.. maxnoofQoSFlows)) OF MRBForwardingResourceRequest-Item

MRBForwardingResourceRequest-Item	::=	SEQUENCE {
	mrb-ID								MRB-ID,
	mrbProgressRequestType				MRB-ProgressInformationType	OPTIONAL,
	mrbForwardingAddressRequest			ENUMERATED {request, ...}	OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer	{ {MRBForwardingResourceRequest-Item-ExtIEs} }	OPTIONAL,
	...
}

MRBForwardingResourceRequest-Item-ExtIEs		E1AP-PROTOCOL-EXTENSION ::= {
	...
}


-- MCForwardingResourceIndication

MCForwardingResourceIndication ::= SEQUENCE {
	mcForwardingResourceID				MCForwardingResourceID,
	mrbForwardingResourceIndicationList	MRBForwardingResourceIndicationList		OPTIONAL,
	mbsSessionAssociatedInformation		MBSSessionAssociatedInformation			OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {MCForwardingResourceIndication-ExtIEs} }	OPTIONAL,
	...
}

MCForwardingResourceIndication-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

MRBForwardingResourceIndicationList ::= SEQUENCE (SIZE(1.. maxnoofQoSFlows)) OF MRBForwardingResourceIndication-Item

MRBForwardingResourceIndication-Item	::=	SEQUENCE {
	mrb-ID								MRB-ID,
	mrb-ProgressInformation				MRB-ProgressInformation		OPTIONAL,
	mrbForwardingAddress				UP-TNL-Information			OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer	{ {MRBForwardingResourceIndication-Item-ExtIEs} }	OPTIONAL,
	...
}

MRBForwardingResourceIndication-Item-ExtIEs		E1AP-PROTOCOL-EXTENSION ::= {
	...
}

------End of the changes-------

