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This message is sent by NG-RAN node2 to indicate an RRC re-establishment attempt or a reception of an RLF Report from a UE that suffered a connection failure at NG-RAN node1.
Direction: NG-RAN node2  NG-RAN node1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	CHOICE Initiating condition
	M
	
	
	
	YES
	reject

	>RRC Reestab
	
	
	
	
	
	

	>>CHOICE RRC Reestab Initiated Reporting
	M
	
	
	
	–
	

	>>>RRC Reestab Reporting without RLF Report
	
	
	
	
	
	

	>>>>Failure cell PCI
	M
	
	9.2.2.10
	Physical Cell Identifier

	–
	

	>>>>Re-establishment cell CGI
	M
	
	Global NG-RAN Cell Identity
9.2.2.27 
	
	–
	

	>>>>C-RNTI
	M
	
	BIT STRING (SIZE (16))
	C-RNTI contained in the RRCRe-establishment 
Request message (TS 38.331 [10]) or in the RRCConnectionReestablishmentRequest message (TS 36.331 [14])
	–
	

	>>>>ShortMAC-I
	M
	
	BIT STRING (SIZE (16))
	ShortMAC-I contained in the RRCRe-establishment Request message (TS 38.331 [10]) or in the RRCConnectionReestablishmentRequest message (TS 36.331 [14])
	–
	

	>>>>RRC Conn Reestab Indicator
	O
	
	ENUMERATED
(reconfigurationFailure, handoverFailure, otherFailure, ...)
	
	YES
	ignore

	>>>RRC Reestab Reporting with RLF Report
	
	
	
	
	
	

	>>>>UE RLF Report Container
	M
	
	9.2.2.59
	nr-RLF-Report-r16 IE contained in the UEInformationResponse message (TS 38.331 [10]) or RLF-Report-r9 IE contained in the UEInformationResponse message (TS 36.331 [14])
	–
	

	>RRC Setup 
	
	
	
	
	
	

	>>CHOICE RRC Setup Initiated Reporting
	M
	
	
	
	–
	

	>>>RRC Setup Reporting with RLF Report
	
	
	
	
	
	

	>>>>UE RLF Report Container
	M
	
	[bookmark: _Hlk44419112]9.2.2.59
	nr-RLF-Report-r16 IE contained in the UEInformationResponse message (TS 38.331 [10]) or RLF-Report-r9 IE contained in the UEInformationResponse message (TS 36.331 [14])
	–
	

	>>UE RLF Report Container
	O
	
	9.2.2.59
	This IE is not used in this version of the specification.
	
	



[ snip ] 
9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

[ snip ] 
RRCSetup-initiated ::= SEQUENCE {
	rRRCSetup-Initiated-Reporting	RRCSetup-Initiated-Reporting,
	uERLFReportContainer    UERLFReportContainer			OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { RRCSetup-initiated-ExtIEs} } OPTIONAL,
	...
}

RRCSetup-initiated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

RRCSetup-Initiated-Reporting ::= CHOICE {
	rRCSetup-reporting-with-UERLFReport				RRCSetup-Initiated-Reporting-with-UERLFReport,
	choice-extension				ProtocolIE-Single-Container { {RRCSetup-Initiated-Reporting-ExtIEs} }
}

RRCSetup-Initiated-Reporting-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

RRCSetup-Initiated-Reporting-with-UERLFReport ::= SEQUENCE {
	uERLFReportContainer	UERLFReportContainer,
	iE-Extensions			ProtocolExtensionContainer { {RRCSetup-Initiated-Reporting-with-UERLFReport-ExtIEs} } OPTIONAL,
	...
}

RRCSetup-Initiated-Reporting-with-UERLFReport-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

