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	Reason for change:
	Two issues are detected in Conditional Handover Cancel message:
1. The criticality of Source NG-RAN node UE XnAP ID IE in Conditional Handover Cancel message is not aligned to the one in ASN.1
2. The order of IEs in this message is not aligned to ASN.1

	
	

	Summary of change:
	1. Correct the criticality of Source NG-RAN node UE XnAP ID IE in Conditional Handover Cancel message from ignore to reject.
2. Reorder the IEs in the message to aligh to ASN.1

Impact analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has a limited impact on the protocol.
This CR has functionality impact. 
This CR can be considered isolated.
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	Errors exit in the tabular of Conditional Handover Cancel message.
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This message is sent by the target NG-RAN node to the source NG-RAN node to cancel an already prepared conditional handover.
Direction: target NG-RAN node  source NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	Source NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the source NG-RAN node.
	YES
	ignore
reject

	Target NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the target NG-RAN node.
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	Candidate Cells To Be Cancelled List
	
	0 .. <maxnoofCellsinCHO>
	
	
	YES
	reject

	>Target Cell ID
	M
	
	Target Cell Global ID
9.2.3.25
	
	-
	-

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore
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