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----------------------------Start of change----------------------
[bookmark: _Toc115456216]4.3.6	Measurement parameters
[bookmark: _Toc29241302][bookmark: _Toc37152771][bookmark: _Toc37236697][bookmark: _Toc46493840][bookmark: _Toc52534734][bookmark: _Toc115456217]4.3.6.1	interFreqNeedForGaps and interRAT-NeedForGaps
These fields define for each supported E-UTRA band whether measurement gaps are required to perform inter-frequency measurements on each supported E-UTRA radio frequency band and inter-RAT measurements on each supported RAT/band combination. A UE also indicates for each band combination as in the supportedBandCombination whether measurement gaps are required to perform inter-frequency measurements on each supported E-UTRA radio frequency band and inter-RAT measurements on each supported RAT/band combination.
[bookmark: _Toc29241303][bookmark: _Toc37152772][bookmark: _Toc37236698][bookmark: _Toc46493841][bookmark: _Toc52534735][bookmark: _Toc115456218]4.3.6.2	rsrqMeasWideband
This field defines whether the UE can perform RSRQ measurements in RRC_IDLE and RRC_CONNECTED with wider bandwidth as specified in TS 36.133 [16].
[bookmark: _Toc29241304][bookmark: _Toc37152773][bookmark: _Toc37236699][bookmark: _Toc46493842][bookmark: _Toc52534736][bookmark: _Toc115456219]4.3.6.3	timerT312-r12
This field defines whether the UE supports T312 as specified in TS 36.331 [5].
[bookmark: _Toc29241305][bookmark: _Toc37152774][bookmark: _Toc37236700][bookmark: _Toc46493843][bookmark: _Toc52534737][bookmark: _Toc115456220]4.3.6.4	alternativeTimeToTrigger-r12
This field defines whether the UE supports alternativeTimeToTrigger as specified in TS 36.331 [5].
[bookmark: _Toc29241306][bookmark: _Toc37152775][bookmark: _Toc37236701][bookmark: _Toc46493844][bookmark: _Toc52534738][bookmark: _Toc115456221]4.3.6.5	benefitsFromInterruption-r11
This field indicates whether the UE power consumption could benefit from being allowed to cause interruptions to serving cells when performing measurements of deactivated SCell carriers for measCycleSCell of less than 640ms, as specified in TS 36.133 [16].
[bookmark: _Toc29241307][bookmark: _Toc37152776][bookmark: _Toc37236702][bookmark: _Toc46493845][bookmark: _Toc52534739][bookmark: _Toc115456222]4.3.6.6	incMonEUTRA-r12
This field defines whether the UE supports increased number of E-UTRA carrier monitoring in RRC_IDLE and RRC_CONNECTED as specified in TS 36.133 [16], and whether the UE supports extended number of cell re-selection priorities for EUTRA frequencies in RRCConnectionRelease, as specified in TS 36.331 [5]. It is mandatory for UEs of this release of the specification, except for Category 0 and 1bis UEs.
A UE that supports increased number of E-UTRA carrier monitoring shall also support extended number of measurement identities.
[bookmark: _Toc29241308][bookmark: _Toc37152777][bookmark: _Toc37236703][bookmark: _Toc46493846][bookmark: _Toc52534740][bookmark: _Toc115456223]4.3.6.7	incMonUTRA-r12
This field defines whether the UE supports increased number of UTRA carrier monitoring in RRC_IDLE and RRC_CONNECTED as specified in TS 36.133 [16].
A UE that supports increased number of UTRA carrier monitoring shall also support extended number of measurement identities.
[bookmark: _Toc29241309][bookmark: _Toc37152778][bookmark: _Toc37236704][bookmark: _Toc46493847][bookmark: _Toc52534741][bookmark: _Toc115456224]4.3.6.8	extendedMaxMeasId-r12
This field defines whether the UE supports extended number of measurement identities as defined by maxMeasId-r12 in TS 36.331 [5].
It is mandatory for UEs of this release of the specification if incMonEUTRA-r12 or incMonUTRA-r12 or dc-Support-r12 or extendedMaxObjectId-r13 is supported.
[bookmark: _Toc29241310][bookmark: _Toc37152779][bookmark: _Toc37236705][bookmark: _Toc46493848][bookmark: _Toc52534742][bookmark: _Toc115456225]4.3.6.9	crs-DiscoverySignalsMeas-r12
This field defines whether the UE supports CRS based discovery signals measurement as specified in TS 36.331 [5], and PDSCH/EPDCCH RE mapping with zero power CSI-RS configured for discovery signals.
[bookmark: _Toc29241311][bookmark: _Toc37152780][bookmark: _Toc37236706][bookmark: _Toc46493849][bookmark: _Toc52534743][bookmark: _Toc115456226]4.3.6.10	csi-RS-DiscoverySignalsMeas-r12
This field defines whether the UE supports CSI-RS based discovery signals measurement as specified in TS 36.331 [5]. A UE that supports this feature shall also support crs-DiscoverySignalsMeas-r12.
[bookmark: _Toc29241312][bookmark: _Toc37152781][bookmark: _Toc37236707][bookmark: _Toc46493850][bookmark: _Toc52534744][bookmark: _Toc115456227]4.3.6.11	extendedRSRQ-LowerRange-r12
This field defines whether the UE supports the extended RSRQ lower value range from -34dB to -19.5dB in measurement configuration and reporting as specified in TS 36.133 [16].
[bookmark: _Toc29241313][bookmark: _Toc37152782][bookmark: _Toc37236708][bookmark: _Toc46493851][bookmark: _Toc52534745][bookmark: _Toc115456228]4.3.6.12	rsrq-OnAllSymbols-r12
This field defines whether the UE supports the RSRQ measurement on all OFDM symbols as specified in TS 36.214 [23] and also the extended RSRQ upper value range from -3dB to 2.5dB in measurement configuration and reporting as specified in TS 36.133 [16]. If the UE supports rsrq-OnAllSymbols-r12 and rsrqMeasWideband it shall also support the RSRQ measurement on all OFDM symbols with wider bandwidth.
[bookmark: _Toc29241314][bookmark: _Toc37152783][bookmark: _Toc37236709][bookmark: _Toc46493852][bookmark: _Toc52534746][bookmark: _Toc115456229]4.3.6.13	rs-SINR-Meas-r13
This field defines whether the UE can perform RS-SINR measurements in RRC_CONNECTED as specified in TS 36.214 [23].
[bookmark: _Toc29241315][bookmark: _Toc37152784][bookmark: _Toc37236710][bookmark: _Toc46493853][bookmark: _Toc52534747][bookmark: _Toc115456230]4.3.6.14	whiteCellList-r13
This field defines whether the UE supports configuration and use of white-listed cells as specified in TS 36.331 [5].
[bookmark: _Toc29241316][bookmark: _Toc37152785][bookmark: _Toc37236711][bookmark: _Toc46493854][bookmark: _Toc52534748][bookmark: _Toc115456231]4.3.6.15	extendedFreqPriorities-r13
This field defines whether the UE supports extended E-UTRA frequency priorities as specified in TS 36.331 [5] and indicated by cellReselectionSubPriority field.
A UE supporting NR SA operation shall support extended E-UTRA frequency priorities and NR frequency priorities as specified in TS 36.331 [9] and indicated by CellReselectionSubPriority field.
[bookmark: _Toc29241317][bookmark: _Toc37152786][bookmark: _Toc37236712][bookmark: _Toc46493855][bookmark: _Toc52534749][bookmark: _Toc115456232]4.3.6.16	extendedMaxObjectId-r13
This field defines whether the UE supports extended number of measurement object identities as defined by maxObjectId-r13 in TS 36.331 [5]. The field is mandatory present for the UE supporting the configuration of sCellToAddModListExt. A UE indicating support of extendedMaxObjectId-r13 shall also indicate the support of extendedMaxMeasId-r12.
[bookmark: _Toc29241318][bookmark: _Toc37152787][bookmark: _Toc37236713][bookmark: _Toc46493856][bookmark: _Toc52534750][bookmark: _Toc115456233]4.3.6.17	ul-PDCP-Delay-r13
This field defines whether the UE supports UL PDCP Packet Delay per QCI measurement as specified in TS 36.314 [25]. A UE that supports the UL PDCP Delay measurement shall also support the measurement configuration and reporting as specified in TS 36.331 [5].
[bookmark: _Toc29241319][bookmark: _Toc37152788][bookmark: _Toc37236714][bookmark: _Toc46493857][bookmark: _Toc52534751][bookmark: _Toc115456234]4.3.6.18	Void
[bookmark: _Toc29241320][bookmark: _Toc37152789][bookmark: _Toc37236715][bookmark: _Toc46493858][bookmark: _Toc52534752][bookmark: _Toc115456235]4.3.6.19	rssi-AndChannelOccupancyReporting-r13
This field defines whether the UE supports measurement and reporting for RSSI and channel occupancy. This field is only applicable if the UE supports downlink LAA operation.
[bookmark: _Toc29241321][bookmark: _Toc37152790][bookmark: _Toc37236716][bookmark: _Toc46493859][bookmark: _Toc52534753][bookmark: _Toc115456236]4.3.6.20	multiBandInfoReport-r13
This field defines whether the UE supports the acquisition and reporting of multi band information for reportCGI as specified in TS 36.331 [5].
[bookmark: _Toc29241322][bookmark: _Toc37152791][bookmark: _Toc37236717][bookmark: _Toc46493860][bookmark: _Toc52534754][bookmark: _Toc115456237]4.3.6.21	Void
[bookmark: _Toc29241323][bookmark: _Toc37152792][bookmark: _Toc37236718][bookmark: _Toc46493861][bookmark: _Toc52534755][bookmark: _Toc115456238]4.3.6.22	Void
[bookmark: _Toc29241324][bookmark: _Toc37152793][bookmark: _Toc37236719][bookmark: _Toc46493862][bookmark: _Toc52534756][bookmark: _Toc115456239]4.3.6.23	ceMeasurements-r14
This field defines whether the UE supports intra-frequency RSRQ measurements and inter-frequency RSRP and RSRQ measurements in RRC_CONNECTED, as specified in TS 36.133 [16], TS 36.304 [14] and TS 36.331 [5]. In this release of specification, it is mandatory for UEs of Category M1 and M2 and UEs that support coverage enhancements to support ceMeasurements-r14. A UE indicating support of ceMeasurements-r14 shall also indicate support of ce-ModeA-r13.
[bookmark: _Toc29241325][bookmark: _Toc37152794][bookmark: _Toc37236720][bookmark: _Toc46493863][bookmark: _Toc52534757][bookmark: _Toc115456240]4.3.6.24	ncsg-r14
This field defines whether the UE supports NCSG gap as specified in TS 36.133 [16]. If the UE supports ncsg-r14 and asynchronous DC, the UE shall support NCSG Pattern Id 0, 1, 2 and 3. If the UE supports ncsg-r14 but the UE does not support asynchronous DC, only NCSG Pattern Id 0 and 1 shall be supported.
[bookmark: _Toc29241326][bookmark: _Toc37152795][bookmark: _Toc37236721][bookmark: _Toc46493864][bookmark: _Toc52534758][bookmark: _Toc115456241]4.3.6.25	perServingCellMeasurementGap-r14
This field defines whether the UE supports per CC measurement gap as specified in TS 36.331 [5].
[bookmark: _Toc29241327][bookmark: _Toc37152796][bookmark: _Toc37236722][bookmark: _Toc46493865][bookmark: _Toc52534759][bookmark: _Toc115456242]4.3.6.26	shortMeasurementGap-r14
This field defines whether the UE supports shorter measurement gap length (i.e. gp2 and gp3) in LTE standalone as specified in TS 36.133 [16], and for independent measurement gap configuration on FR1 and per-UE gap in (NG)EN-DC as specified in TS38.133 [37].
[bookmark: _Toc29241328][bookmark: _Toc37152797][bookmark: _Toc37236723][bookmark: _Toc46493866][bookmark: _Toc52534760][bookmark: _Toc115456243]4.3.6.27	nonUniformGap-r14
This field defines whether the UE supports measurement non uniform Pattern Id 1, 2, 3 and 4 in LTE standalone as specified in TS 36.133 [16].
[bookmark: _Toc29241329][bookmark: _Toc37152798][bookmark: _Toc37236724][bookmark: _Toc46493867][bookmark: _Toc52534761][bookmark: _Toc115456244]4.3.6.28	rlm-ReportSupport-r14
This field defines whether the UE supports RLM event and information reporting as specified in TS 36.133 [16].
[bookmark: _Toc29241330][bookmark: _Toc37152799][bookmark: _Toc37236725][bookmark: _Toc46493868][bookmark: _Toc52534762][bookmark: _Toc115456245]4.3.6.29	Void
[bookmark: _Toc29241331][bookmark: _Toc37152800][bookmark: _Toc37236726][bookmark: _Toc46493869][bookmark: _Toc52534763][bookmark: _Toc115456246]4.3.6.30	qoe-MeasReport-r15
This field defines whether the UE supports QoE Measurement Collection for streaming services.
[bookmark: _Toc29241332][bookmark: _Toc37152801][bookmark: _Toc37236727][bookmark: _Toc46493870][bookmark: _Toc52534764][bookmark: _Toc115456247]4.3.6.31	ca-IdleModeMeasurements-r15
This field defines whether the UE supports performing eNB-configured CRS-based RRM measurements for configured carrier(s) in RRC_IDLE mode, including reporting them when requested by eNB while in RRC_CONNECTED, as specified in TS 36.331 [5].
[bookmark: _Toc29241333][bookmark: _Toc37152802][bookmark: _Toc37236728][bookmark: _Toc46493871][bookmark: _Toc52534765][bookmark: _Toc115456248]4.3.6.32	ca-IdleModeValidityArea-r15
This field defines whether the UE supports configuration of validityArea for performing eNB-configured CRS-based RRM measurements for configured carrier(s) in RRC_IDLE mode, as specified in TS 36.331 [5]. A UE that supports this feature shall also indicate support of ca-IdleModeMeasurements-r15.
[bookmark: _Toc29241334][bookmark: _Toc37152803][bookmark: _Toc37236729][bookmark: _Toc46493872][bookmark: _Toc52534766][bookmark: _Toc115456249]4.3.6.33	qoe-MTSI-MeasReport-r15
This field defines whether the UE supports QoE Measurement Collection for MTSI services.
[bookmark: _Toc29241335][bookmark: _Toc37152804][bookmark: _Toc37236730][bookmark: _Toc46493873][bookmark: _Toc52534767][bookmark: _Toc115456250]4.3.6.34	multipleCellsMeasExtension-r15
This field defines whether the UE supports measurement reporting triggered based on a number of cells.It is mandatory to support this feature for UEs which have Aerial UE subscription as defined in TS 23.401 [18].
[bookmark: _Toc29241336][bookmark: _Toc37152805][bookmark: _Toc37236731][bookmark: _Toc46493874][bookmark: _Toc52534768][bookmark: _Toc115456251]4.3.6.35	heightMeas-r15
This field defines whether the UE supports height-based measurement reporting as specified in TS 36.331 [5]. It is mandatory to support this feature for UEs which have Aerial UE subscription as defined in TS 23.401 [18].
[bookmark: _Toc29241337][bookmark: _Toc37152806][bookmark: _Toc37236732][bookmark: _Toc46493875][bookmark: _Toc52534769][bookmark: _Toc115456252]4.3.6.36	measGapPatterns-r15
This field defines whether the UE that supports NR supports gap patterns 4 to 11 in LTE standalone as specified in TS 36.133 [16], and for independent measurement gap configuration on FR1 and per-UE gap in (NG)EN-DC as specified in TS38.133 [37].
[bookmark: _Toc37236733][bookmark: _Toc46493876][bookmark: _Toc52534770][bookmark: _Toc115456253]4.3.6.37	dl-ChannelQualityReporting-r16
This field indicates whether the UE supports DL channel quality reporting of the configured carrier for FDD in RRC_CONNECTED as specified in TS 36.321 [4]. This feature is only applicable if the UE supports any ue-Category-NB.
[bookmark: _Toc46493877][bookmark: _Toc52534771][bookmark: _Toc115456254]4.3.6.37a	ce-DL-ChannelQualityReporting-r16
This field indicates whether the UE supports DL channel quality reporting of the serving cell when the UE is operating in coverage enhancement mode A or B in RRC_CONNECTED as specified in TS 36.321 [4]. A UE indicating support of ce-DL-ChannelQualityReporting-r16 shall also indicate support of ce-ModeA-r13.
[bookmark: _Toc46493878][bookmark: _Toc52534772][bookmark: _Toc115456255]4.3.6.38	interRAT-NeedForGapsNR-r16
This field defines for each supported E-UTRA band or band combination whether measurement gaps are required to perform SSB based inter-RAT measurements on each supported NR band.
[bookmark: _Toc46493879][bookmark: _Toc52534773][bookmark: _Toc115456256]4.3.6.39	ce-MeasRSS-Dedicated-r16
This field indicates whether the UE supports improved DL RSRP measurement accuracy through use of RSS in RRC_CONNECTED, and whether the UE supports measurement of neighbour cell RSS in the same narrowband as the MPDCCH, when the UE is operating in coverage enhancement mode A or B as specified in 36.133 [16]. A UE indicating support of ce-MeasRSS-Dedicated-r16 shall also support resynchronization signals as defined in 6.8.8.
[bookmark: _Toc115456257][bookmark: _Toc46493880][bookmark: _Toc52534774]4.3.6.39a	ce-MeasRSS-DedicatedSameRBs-r16
This field indicates whether the UE supports improved DL RSRP measurement accuracy through use of RSS in RRC_CONNECTED, and whether the UE supports measurement of neighbour cell RSS in the same 2-RBs as the serving cell RSS 2-RBs, when the UE is operating in coverage enhancement mode A or B as specified in 36.133 [16]. A UE indicating support of ce-MeasRSS-Dedicated-r16 shall also support resynchronization signals as defined in 6.8.8. A UE indicating support of ce-MeasRSS-DedicatedSameRBs-r16 shall not indicate support of ce-MeasRSS-Dedicated-r16.
[bookmark: _Toc115456258]4.3.6.40	eutra-IdleInactiveMeasurements-r16
This field defines whether the UE supports:
-	(if the UE also indicates support of inactiveState-r15), performing eNB-configured CRS-based RRM measurements for configured carrier(s) in RRC_INACTIVE, including reporting them when requested by the eNB while resuming from RRC_INACTIVE or in RRC_CONNECTED, as specified in TS 36.331 [5];
-	(if the UE also indicates support of RRC connection suspension), reporting eNB-configured CRS-based RRM measurements for configured carrier(s) in RRC_IDLE while resuming the RRC connection from RRC_IDLE or in RRC_CONNECTED, as specified in TS 36.331 [5];
A UE that indicates support of this feature shall also indicate support of ca-IdleModeMeasurements-r15.
[bookmark: _Toc46493881][bookmark: _Toc52534775][bookmark: _Toc115456259]4.3.6.41	nr-IdleInactiveMeasFR1-r16
This field defines whether the UE supports performing eNB-configured SSB-based RRM measurements for configured NR FR1 carrier(s) in RRC_IDLE and in RRC_INACTIVE (if the UE also indicates support of inactiveState-r15), including reporting them when requested by the eNB while resuming from RRC_IDLE/RRC_INACTIVE or in RRC_CONNECTED, as specified in TS 36.331 [5].
[bookmark: _Toc46493882][bookmark: _Toc52534776][bookmark: _Toc115456260]4.3.6.42	nr-IdleInactiveMeasFR2-r16
This field defines whether the UE supports performing eNB-configured SSB-based RRM measurements for configured NR FR2 carrier(s) in RRC_IDLE and in RRC_INACTIVE (if the UE also indicates support of inactiveState-r15), including reporting them when requested by the eNB while resuming from RRC_IDLE/RRC_INACTIVE or in RRC_CONNECTED, as specified in TS 36.331 [5].
[bookmark: _Toc46493883][bookmark: _Toc52534777][bookmark: _Toc115456261]4.3.6.43	idleInactiveValidityAreaList-r16
This field defines whether the UE supports configuration of validityAreaList-r16 for performing eNB-configured measurements for configured carrier(s) in RRC_IDLE and in RRC_INACTIVE (if the UE supports inactiveState-r15), as specified in TS 36.331 [5].
A UE that indicates support of this feature shall also indicate support of eutra-IdleInactiveMeasurements-r16 or nr-IdleInactiveMeasFR1-r16 or nr-IdleInactiveMeasFR2-r16.
[bookmark: _Toc46493884][bookmark: _Toc52534778][bookmark: _Toc115456262]4.3.6.44	measGapPatterns-NRonly-r16
This field indicates whether the UE supports gap patterns 2, 3 and 11 in LTE standalone when the frequencies to be measured within this measurement gap are all NR frequencies.
[bookmark: _Toc46493885][bookmark: _Toc52534779][bookmark: _Toc115456263]4.3.6.45	measGapPatterns-NRonly-ENDC-r16
This field indicates whether the UE supports gap patterns 2, 3 and 11 in (NG)EN-DC when the frequencies to be measured within this measurement gap are all NR frequencies.
4.3.6.46	nr-IdleInactiveBeamMeasFR1-r16
This field defines whether the UE supports performing eNB-configured SSB-based beam level RRM measurements for configured NR FR1 carrier(s) in RRC_IDLE and in RRC_INACTIVE (if the UE also indicates support of inactiveState-r15), including reporting them when requested by the eNB while resuming from RRC_IDLE/RRC_INACTIVE or in RRC_CONNECTED, as specified in TS 36.331 [5].
A UE that supports this feature shall also support nr-IdleInactiveMeasFR1-r16.
4.3.6.47	nr-IdleInactiveBeamMeasFR2-r16
This field defines whether the UE supports performing eNB-configured SSB-based beam level RRM measurements for configured NR FR2 carrier(s) in RRC_IDLE and in RRC_INACTIVE (if the UE also indicates support of inactiveState-r15), including reporting them when requested by the eNB while resuming from RRC_IDLE/RRC_INACTIVE or in RRC_CONNECTED, as specified in TS 36.331 [5].
A UE that supports this feature shall also support nr-IdleInactiveMeasFR2-r16.
4.3.6.48	Void
4.3.6.49	Void
4.3.6.50	Void
4.3.6.51	nr-CellIndividualOffset-r16
This parameter defines whether the UE supports use of cell specific offset for NR inter-RAT measurements in LTE for reporting of NR neighbours as specified in TS 36.331 [5].

----------------------------End of change----------------------

