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	Reason for change:
	In RAN2 #119e, it was agreed that:
=> RAN2 understands that SIB19 is essential for NTN cell, and it could be up to UE implementation if UE cannot acquire SIB19. FFS if a note is needed in the spec for this.

Currently, from the specification point of view, regarding what is essential system information, we can only refer to 38.331 chapter 5.2.2.5    Essential system information missing. In this chapter, only MIB and SIB1 is mentioned as essential system information.

The term “essential system information” is used in RRC establishment, RRC resume, and RRC reestablishment procedure.

[bookmark: _Toc100929541]5.3.3	RRC connection establishment
[bookmark: _Toc60776746][bookmark: _Toc100929544]5.3.3.2	Initiation
The UE shall ensure having valid and up to date essential system information as specified in clause 5.2.2.2 before initiating this procedure.
[bookmark: _Toc100929617][bookmark: _Toc60776804]5.3.7	RRC connection re-establishment
[bookmark: _Toc100929620]5.3.7.3	Actions following cell selection while T311 is running
Upon selecting a suitable NR cell, the UE shall:
1>	ensure having valid and up to date essential system information as specified in clause 5.2.2.2;
[bookmark: _Toc60776830][bookmark: _Toc124712691]5.3.13	RRC connection resume
[bookmark: _Toc124712695]5.3.13.2	Initiation
The UE shall ensure having valid and up to date essential system information as specified in clause 5.2.2.2 before initiating this procedure.

Thus, specification should make it clear that SIB19 is essential for NTN access.

In addition, current 38.331 specification has not captured a note that UE implementation is allowed when SIB19 is unable to acquire.

If there is no such a note, UE cannot do cell reselection and thus cannot establish/reestablish/resume the connection when SIB19 cannot be acquired, as this is currently forbidden from the specification.


	
	

	Summary of change:
	Add a note to clarify that SIB19 is essential and the behavior when not being able to acquire SIB19 is up to UE implementation.
Impact analysis
Impacted functionality:
System Information acquisition

Inter-operability:
If the network is implemented according to the CR while the UE is not, no inter-operability issue found. 

If the UE is implemented according to the CR while the network is not, no inter-operability issue found. 

	
	

	Consequences if not approved:
	If the CR is not approved, UE may not consider SIB19 as essential system information, and UE may continue camped on the current cell and thus cannot establish/reestablish/resume the connection.
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START OF CHANGES
[bookmark: _Toc100929532]5.2.2.5	Essential system information missing
The UE shall:
1>	if in RRC_IDLE or in RRC_INACTIVE or in RRC_CONNECTED while T311 is running:
2>	if the UE is unable to acquire the MIB:
3>	consider the cell as barred in accordance with TS 38.304 [20];
3>	perform barring as if intraFreqReselection is set to allowed;
2>	else if the UE is unable to acquire the SIB1:
3>	consider the cell as barred in accordance with TS 38.304 [20];
3>	if the UE is a RedCap UE:
4>	peform barring as if intraFreqReselectionRedCap is set to allowed;
3>	else:
4>	perform cell re-selection to other cells on the same frequency as the barred cell as specified in TS 38.304 [20].
NOTE:	The SIB19 is essential for NTN access. If UE is unable to acquire the SIB19 for NTN access, the action is up to UE implementation (e.g., cell re-selection to other cells).

END OF CHANGES
