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	Reason for change:
	RAN2 received an LS from RAN3 in R3-226778 clarifying that: 
“When the RAN visible QoE reporting periodicity is not explicitly configured, RAN visible QoE reports are sent together with the legacy QoE reports over the air interface, except in the case of RAN overload (when legacy QoE reports are stored but RVQoE reports continue to be reported with the reporting periodicity configured for legacy QoE reporting).”
Considering the above, the description of ran-VisiblePeriodicity needs to be updated accordingly.


	
	

	Summary of change:
	Clarify in the description of ran-VisiblePeriodicity parameter that when the RAN visible QoE reporting periodicity is not explicitly configured, periodicity of RAN visible QoE reporting is the same as the reporting periodicity contained in measConfigAppLayerContainer.

Impact analysis
Impacted functionality:
RAN visible QoE mesaurements.

Inter-operability analysis:
If the network is implemented according to the CR and the UE is not, there is no inter-operability issue.
If the UE is implemented according to the CR and the network is not, there is no inter-operability issue.


	
	

	Consequences if not approved:
	It is unclear how the RAN visible periodicity is derived by the UE in case ran-VisiblePeriodicity is absent.
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[bookmark: _Toc60777089][bookmark: _Toc100929963][bookmark: _Hlk54206646]

[bookmark: _Toc124713488][bookmark: _Toc60777493]6.3.4	Other information elements
[bookmark: _Toc124713489][bookmark: _Toc60777494]–	AbsoluteTimeInfo
The IE AbsoluteTimeInfo indicates an absolute time in a format YY-MM-DD HH:MM:SS and using BCD encoding. The first/ leftmost bit of the bit string contains the most significant bit of the most significant digit of the year and so on.
AbsoluteTimeInfo information element
-- ASN1START
-- TAG-ABSOLUTETIMEINFO-START

AbsoluteTimeInfo-r16 ::= BIT STRING (SIZE (48))

-- TAG-ABSOLUTETIMEINFO-STOP
-- ASN1STOP

[bookmark: _Hlk125021536][bookmark: _Hlk88212843]–	AppLayerMeasConfig
The IE AppLayerMeasConfig indicates configuration of application layer measurements.
AppLayerMeasConfig information element
-- ASN1START
-- TAG-APPLAYERMEASCONFIG-START

[bookmark: _Hlk89074849]AppLayerMeasConfig-r17 ::=           SEQUENCE {
    measConfigAppLayerToAddModList-r17   SEQUENCE (SIZE (1..maxNrofAppLayerMeas-r17)) OF MeasConfigAppLayer-r17     OPTIONAL, -- Need N
    measConfigAppLayerToReleaseList-r17  SEQUENCE (SIZE (1..maxNrofAppLayerMeas-r17)) OF MeasConfigAppLayerId-r17   OPTIONAL, -- Need N
    rrc-SegAllowed-r17                   ENUMERATED {enabled}                                                       OPTIONAL, -- Need R
    ...
}

MeasConfigAppLayer-r17 ::=           SEQUENCE {
    measConfigAppLayerId-r17             MeasConfigAppLayerId-r17,
    measConfigAppLayerContainer-r17      OCTET STRING (SIZE (1..8000))                                              OPTIONAL, -- Need N
    serviceType-r17                      ENUMERATED {streaming, mtsi, vr, spare5, spare4, spare3, spare2, spare1}   OPTIONAL, -- Need M
    pauseReporting-r17                   BOOLEAN                                                                    OPTIONAL, -- Need M
    transmissionOfSessionStartStop-r17   BOOLEAN                                                                    OPTIONAL, -- Need M
    ran-VisibleParameters-r17            SetupRelease {RAN-VisibleParameters-r17}                                   OPTIONAL, -- Cond ServiceType
    ...
}

RAN-VisibleParameters-r17 ::=        SEQUENCE {
    ran-VisiblePeriodicity-r17           ENUMERATED {ms120, ms240, ms480, ms640, ms1024}                            OPTIONAL, -- Need S
    numberOfBufferLevelEntries-r17       INTEGER (1..8)                                                             OPTIONAL, -- Need R
    reportPlayoutDelayForMediaStartup-r17 BOOLEAN                                                                   OPTIONAL, -- Need M
    ...
}

-- TAG-APPLAYERMEASCONFIG-STOP
-- ASN1STOP

	AppLayerMeasConfig field descriptions

	measConfigAppLayerContainer
The field contains configuration of application layer measurements, see Annex L (normative) in TS 26.247 [68], clause 16.5 in TS 26.114 [69] and TS 26.118 [70].

	pauseReporting
The field indicates whether the transmission of measReportAppLayerContainer is paused or not. Value true indicates the transmission of measReportAppLayerContainer is paused; value false indicates the transmission of measReportAppLayerContainer is not paused.

	ran-VisibleParameters
The field indicates whether RAN visible application layer measurements shall be reported or not.

	rrc-SegAllowed
This field indicates that RRC segmentation of MeasurementReportAppLayer is allowed. It may be present only if the UE supports RRC segmentation of the MeasurementReportAppLayer message in UL.

	serviceType
Indicates the type of application layer measurement. Value streaming indicates Quality of Experience Measurement Collection for streaming services (see TS 26.247 [68]), value mtsi indicates Quality of Experience Measurement Collection for MTSI (see TS 26.114 [69]). value vr indicates Quality of Experience Measurement Collection for VR service (see TS 26.118 [70]). The network always configures serviceType when application layer measurements are initially configured and at fullConfig.

	[bookmark: _Hlk97789778]transmissionOfSessionStartStop
The field indicates whether the UE shall transmit indications when sessions in the application layer start and stop. The UE transmits a session start indication upon configuration of this field if a session already has started in the application layer.



	RAN-VisibleParameters field descriptions

	numberOfBufferLevelEntries
The field contains the maximum number of buffer level entries that can be reported for RAN visible application layer measurements. This field is also used by application layer to calculate the interval of RAN visible buffer level measurement, which is equal to the periodicity of RAN visible application layer measurements reporting divided by numberOfBufferLevelEntries.

	ran-VisiblePeriodicity
The field indicates the periodicity of RAN visible application layer measurements reporting. Value ms120 indicates 120 ms, value ms240 indicates 240 ms and so on. If this field is absent, the periodicity of RAN visible application layer reporting is the same as the reporting periodicity indicated in measConfigAppLayerContainer. 

	reportPlayoutDelayForMediaStartup
The field indicates whether the UE shall report Playout Delay for Media Startup for RAN visible application layer measurements.




	Conditional Presence
	Explanation

	ServiceType
	This field is optionally present, Need M, when serviceType is set to streaming or vr. Otherwise, it is absent.



