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[bookmark: OLE_LINK13][bookmark: OLE_LINK14]Following email thread is assigned for discussion:
[100b-e-NR-eMIMO-ULFPTx-01] Email discussion on Issue #2 in R1-2002746: For 4Tx and partial-coherent UE in Mode 2, when the SRS resource set is configured with 2 ports SRS and 4 ports SRS, and the codebook subset associated with 2 port SRS resource. By 4/24 and corresponding TP (if any) by 4/30 – Rakesh (vivo)


Discussion on issue 2[1]
Issue 2: For 4Tx and partial-coherent UE in Mode 2, when the SRS resource set is configured with 2 ports SRS and 4 ports SRS, and the codebook subset associated with 2 port SRS resource:
· Alt1: introduce a new UE capability, UE indicates whether it is fullyAndPartialAndNonCoherent or nonCoherent 
· Alt2: the codebook subset is nonCoherent
· Alt3: the codebook subset is fullyAndPartialAndNonCoherent

Please provide your views/comments in the table below
	Company/organization
	comments

	OPPO
	Support Alt.2
1. According to the LS R1-2001513, some new RRC parameter is needed for Alt.1. Introducing non-essential new RRC parameter at a so-late stage is not a wise design, and may lead to further workload and more risk for ASN.1 frozen
2. [bookmark: _GoBack]As explained several times, it cannot be guaranteed that the 2 ports are coherent. Thus Alt.3 does not work for many UE implementations. 

	
	

	
	

	
	

	
	

	
	




Observation:

Proposal:
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