Proposal 1:  TP in replacing “start the drx-onDurationTimer” in Clause 10.3 of TS38.213


	a location in DCI format 2_6 of a Wake-up indication bit by PSPositionDCI2-6, where 
-    the UE may not start the drx-onDurationTimer for the next long DRX cycle when a value of the Wake-up indication bit is '0', and	Comment by Ericsson: RAN2 request in the LS is “PHY indicates to MAC whether a received DCP indicates to start the drx-onDurationTimer for the next DRX cycle or not”. 

Therefore, when UE detects a DCI 2-6, the wakeup indication bit therein (whether it is wakeup or not wakeup) should be sent to upper layers.

So, we propose following update (i.e. only add reference to MAC spec) since this RAN1 text is only field description.  

“ a location in DCI format 2_6 of a Wake-up indication bit by PSPositionDCI2-6, where 
-	the UE may not start the drx-onDurationTimer for the next long DRX cycle when a value of the Wake-up indication bit is '0' (as described in [11, TS 38.321]), and
-	the UE starts the drx-onDurationTimer for the next long DRX cycle when a value of the Wake-up indication bit is '1' (as described in [11, TS 38.321])“


-    the UE starts the drx-onDurationTimer sends the Wake-up indication to higher layers for the next long DRX cycle when a value of the Wake-up indication bit is '1'
<text omitted>	Comment by Ericsson: Propose to add a new paragraph for RAN2 request (PHY indicates to MAC whether a received DCP indicates to start the drx-onDurationTimer for the next DRX cycle or not)
“ If UE detects DCI format 2_6, the wakeup indication bit determined from DCI format 2_6 shall be delivered to higher layers for the next DRX cycle.”

If a UE is provided search space sets to monitor PDCCH for detection of DCI format 2_6 in the active DL BWP of the PCell or of the SpCell and the UE does not detect DCI format 2_6	Comment by Ericsson: Given psWakeUp related behavior is already handled in MAC running CR(as shown below), this text should be deleted.

“
3> if ps-Wakeup is configured with value true and DCP indication associated with the current DRX Cycle has not been received from lower layers:
4>	start drx-onDurationTimer after drx-SlotOffset from the beginning of the subframe.

”
-     if the UE is provided ps-WakeupOrNot, the UE sends Wake-up indication to higher layers  is indicated by  when ps-WakeupOrNot  is set to true- whether the UE may not start or whether the UE shall start the drx-onDurationTimer for the next DRX cycle
-    if the UE is not provided ps-WakeupOrNot or the ps-Wakeup is set to false, the UE may not start Active Time indicated by drx-onDurationTimer does not send the Wake-up indication to higher layers for the next DRX cycle.
If a UE is provided search space sets to monitor PDCCH for detection of DCI format 2_6 in the active DL BWP of the PCell or of the SpCell and the UE 
-     is not required to monitor PDCCH for detection of DCI format 2_6, as described in Clauses 10, 11.1, 12, and in Clause 5.7 of [14, TS 38.321] for all corresponding PDCCH monitoring occasions outside Active Time prior to a next DRX cycle, or 
-     does not have any PDCCH monitoring occasions for detection of DCI format 2_6 outside Active Time of a next DRX cycle
the UE shall send the Wake-up indication to higher layers start the drx-onDurationTimer for the next DRX cycle.  	Comment by Ericsson: Propose to add “bit set to 1”







