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	Reason for change:
	For the DL RSTD, DL PRS-RSRP, and UE Rx-Tx time difference measurements the UE reports an associated higher layer parameter nr-TimeStamp or LoS/NLoS indicator. In the Rel-17, DL PRS-RSRPP is agreed. And based on the following RAN2 specification, it can also be associated with nr-TimeStamp, or LoS/NLoS indicator. So, a similar description should be captured for DL PRS-RSRPP. Otherwise, that would cause a misunderstanding that association of nr-TimeStamp, or LoS/NLoS indicator is not applicable to DL PRS-RSRPP measurement.
	NR-DL-AoD-AdditionalMeasurementElement-r17 ::= SEQUENCE {
	nr-DL-PRS-ResourceID-r17				NR-DL-PRS-ResourceID-r16		OPTIONAL,
	nr-DL-PRS-ResourceSetID-r17				NR-DL-PRS-ResourceSetID-r16		OPTIONAL,
	nr-TimeStamp-r17						NR-TimeStamp-r16,
	nr-DL-PRS-RSRP-ResultDiff-r17			INTEGER (0..30)					OPTIONAL, -- Cond rsrp
	nr-DL-PRS-RxBeamIndex-r17				INTEGER (1..8)					OPTIONAL,
	nr-DL-PRS-FirstPathRSRP-ResultDiff-r17	INTEGER (0..61)					OPTIONAL, -- Cond rsrpp
	nr-los-nlos-IndicatorPerResource-r17	LOS-NLOS-Indicator-r17			OPTIONAL,
	...
}

In the RAN1#110 meeting, the following contents were captured for DL-AoD enhancement in Rel-17 positioning enhancements.
When the UE reports DL PRS-RSRP measurements for a DL PRS resource, the reported multiple DL PRS-RSRP measurements associated with the same or different higher layer parameter nr-DL-PRS-RxBeamIndex may have the same or different timestamps.
But DL PRS-RSRPP should share the same description since up to 24 DL PRS-RSRPP also can be the same or different resources. If the multiple DL PRS-RSRPP measurements are for the same resource, it can also be associated with the same or different nr-DL-PRS-RxBeamIndex and may have the same or different timestamps.





	
	

	Summary of change:
	Add description related to DL PRS-RSRPP into TS38.214.

	
	

	Consequences if not approved:
	The specification description is incomplete regarding DL PRS-RSRPP.
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[bookmark: _Toc29673158][bookmark: _Toc29673299][bookmark: _Toc29674292][bookmark: _Toc36645522][bookmark: _Toc45810567][bookmark: _Toc106695610]5.1.6.5	PRS reception procedure
<Unchanged parts omitted>
For the DL RSTD, DL PRS-RSRP, DL PRS-RSRPP, and UE Rx-Tx time difference measurements the UE reports an associated higher layer parameter nr-TimeStamp. The nr-TimeStamp can include the dl-PRS-ID, the SFN and the slot number for a subcarrier spacing. These values correspond to the reference which is provided by nr-DL-PRS-ReferenceInfo.  
<Unchanged parts omitted>
The UE may be configured to measure and report, subject to UE capability, up to 24 DL PRS-RSRP measurements on DL PRS resources associated with the same dl-PRS-ID. When the UE reports DL PRS-RSRP measurements from one DL PRS resource set, the UE may indicate which DL PRS-RSRP measurements associated with the same higher layer parameter nr-DL-PRS-RxBeamIndex [17, TS 37.355] have been performed using the same spatial domain filter for reception if for each nr-DL-PRS-RxBeamIndex reported there are at least 2 DL PRS-RSRP measurements associated with it within the DL PRS resource set. When the UE reports DL PRS-RSRP measurements for a DL PRS resource, the reported multiple DL PRS-RSRP measurements associated with the same or different higher layer parameter nr-DL-PRS-RxBeamIndex may have the same or different timestamps. The UE may be configured to measure and optionally report, subject to UE capability, up to 24 DL PRS RSRPP for the first detected path on DL PRS resources associated with the same dl-PRS-ID. When the UE report DL PRS-RSRPP measurements for a DL PRS resource, the reported multiple DL PRS-RSRPP measurements associated with the same or different higher layer parameter nr-DL-PRS-RxBeamIndex may have the same or different timestamps.
<Unchanged parts omitted>
The UE may be requested, subject to UE capability, to report LoS/NLoS indicator(s) via higher layer parameter nr-los-nlos-IndicatorRequest. The UE can report LoS/NLoS indicator(s) via higher layer parameter nr-los-nlos-Indicator associated with each DL RSTD, DL PRS-RSRP, DL PRS-RSRPP, and UE Rx-Tx time difference measurements. The UE can report LoS/NLoS indicator(s) via higher layer parameter nr-los-nlos-Indicator associated with each dl-PRS-ID in a measurement report. For the LoS/NLoS indicator(s) associated with DL RSTD, the UE may report one indicator associated with the dl-PRS-ID indicated by higher layer parameter dl-PRS-ReferenceInfo and one indicator associated with the dl-PRS-ID of the DL RSTD measurement. A UE may be provided with LoS/NLoS indicator(s) via higher layer parameter nr-los-nlos-Indicator, and it may be associated with each DL PRS resource of each configured dl-PRS-ID or may be associated with each configured dl-PRS-ID. The values of the higher layer parameter LOS-NLOS-Indicator may be soft values (0, 0.1, …, 0.9, 1) or hard values (0, 1) with the values corresponding to the likelihood of LoS, with a value of 1 corresponding to LoS and a value of 0 corresponding to NLoS.
<Unchanged parts omitted>

The UE may be configured to report one or more measurement instances, each with its own timestamp, on DL RSTD, DL PRS-RSRP, DL PRS-RSRPP, and/or UE Rx-Tx time difference measurements, in a single measurement report. 

<Unchanged parts omitted>

