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[bookmark: _Toc114216122][bookmark: _Toc29673241][bookmark: _Toc36645605][bookmark: _Toc105769304][bookmark: _Toc45810654][bookmark: _Toc29674375][bookmark: _Toc29673382]16.3.0	UE procedure for transmitting PSFCH with control information

<Unchanged parts are omitted>
A UE can be enabled, by sl-IUC-Scheme2inter-UECoordinationScheme2, to transmit a PSFCH with conflict information in a resource pool. The UE can determine, based on an indication by a SCI format 1-A, a set of resources that includes one or more slots and resource blocks that are reserved for PSSCH transmission. If the UE determines a conflict for a reserved resource for PSSCH transmission, the UE provides conflict information in a PSFCH. 
<Unchanged parts are omitted>
A UE is provided by sl-PSFCH-RB-Set a set of  PRBs in a resource pool for PSFCH transmission with HARQ-ACK information in a PRB of the resource pool. A UE can be provided by sl-RB-SetPSFCHsl-PSFCH-Conflict-RB-Set a set of  PRBs in a resource pool for PSFCH transmission with conflict information in a PRB of the resource pool. A UE expects that different PRBs are (pre)configured for conflict information and HARQ-ACK information. For a number of  sub-channels for the resource pool, provided by sl-NumSubchannel, and a number of PSSCH slots associated with a PSFCH slot that is less than or equal to , the UE allocates the  PRBs from the  PRBs to slot  among the PSSCH slots associated with the PSFCH slot and sub-channel , where , , , and the allocation starts in an ascending order of  and continues in an ascending order of . The UE expects that  is a multiple of . 
The second OFDM symbol  of PSFCH transmission in a slot is defined as .
A UE determines a number of PSFCH resources available for multiplexing HARQ-ACK or conflict information in a PSFCH transmission as  where  is a number of cyclic shift pairs for the resource pool provided by sl-NumMuxCS-Pair and, based on an indication by sl-PSFCH-CandidateResourceType,
-	if sl-PSFCH-CandidateResourceType is configured as startSubCH,  and the  PRBs are associated with the starting sub-channel of the corresponding PSSCH 
-	if sl-PSFCH-CandidateResourceType is configured as allocSubCH,  and the  PRBs are associated with the  sub-channels of the corresponding PSSCH
-	for conflict information, the corresponding PSSCH is determined based on sl-PSFCH-OccasionPSFCHOccasionScheme2
The PSFCH resources are first indexed according to an ascending order of the PRB index, from the  PRBs, and then according to an ascending order of the cyclic shift pair index from the  cyclic shift pairs.
<Unchanged parts are omitted>
A first UE determines a UE for providing the conflict information to in a PSFCH as follows
-	if, for a resource pool, sl-TypeUE-AtypeAUEScheme2 is disabled, the first UE has been indicated a first reserved resource and a second reserved resource as resources for PSSCH reception or, if for a resource pool sl-TypeUE-AtypeAUEScheme2 is enabled, has been indicated at least the first reserved resource or the second reserved resource for PSSCH reception,
-	detects a first SCI format 1-A that includes a first priority value, , and the first reserved resource for PSSCH transmission from a second UE,
-	detects a second SCI format 1-A that includes a second priority value, , and the second reserved resource for PSSCH transmission from a third UE, and
[bookmark: _Hlk88594368]-	determines that the first and second resources overlap in time and frequency
-	the PSFCH occasions for resource conflict information of the second UE and the third UE are valid
-	the indicationUEB flag in SCI Format 1-A from the second UE and the third UE is set to 1, if  sl-IndicationUE-BindicationUEBScheme2 = 'enabled' 
-	determines the first SCI format 1-A and the second SCI format 1-A are not received later than sl-MinTimeGapPSFCH before the PSFCH occasion for conflict information
-	determines to transmit to the second UE the PSFCH with the conflict information
-	determines to transmit to either the second UE or the third UE the PSFCH with the conflict information, if 
The first UE can be provided conditions by sl-OptionForCondition2-A-1optionForCondition2A1Scheme2 to determine conflict of reserved resources in a resource pool
-	if sl-OptionForCondition2-A-1 = 0optionForCondition2A1Scheme2 = 'RSRP-ThresPerPriorities', the first UE can be provided by, ThresPSSCH-RSRP-List , a list of RSRP thresholds for each priority combination  [6, TS 38.214]
-	if the first UE is an intended receiver for PSSCH in a reserved resource of the second UE, the first UE determines a resource conflict if the RSRP [6, TS 38.214] of the third UE is above a threshold
-	if the first UE is an intended receiver for PSSCH in a reserved resource of the third UE, the first UE determines a resource conflict if the RSRP of the second UE is above a threshold
-	if sl-OptionForCondition2-A-1 = 1optionForCondition2A1Scheme2 = 'RSRP-ThresWithRsrpMeasurement', the first UE can be provided a value  by deltaRSRPThresh
-	if the first UE is an intended receiver for PSSCH in a reserved resource of the second UE, the first UE determines a resource conflict if , where  and  are the RSRP measurements from the first UE for the second UE and the third UE, respectively
-	if the first UE is an intended receiver for PSSCH in a reserved resource of the third UE, the first UE determines a resource conflict if 
If a UE transmits a PSFCH with conflict information corresponding to a reserved resource indicated in an SCI format 1-A, the UE transmits the PSFCH in the resource pool in a slot determined based on sl-PSFCH-OccasionPSFCHOccasionScheme2
-	If sl-PSFCH-Occasion = 0PSFCHOccasionScheme2 = 'followSCI', the UE transmits the PSFCH in a first slot that includes PSFCH resources and is at least a number of slots, provided by sl-MinTimeGapPSFCH, of the resource pool after a slot of a PSCCH reception that provides the SCI format 1-A. The PSFCH resource is in a slot that is at least  slots [6, TS 38.214] before the resource associated with the conflict information; otherwise, the UE does not transmit the PSFCH with conflict information.
[bookmark: _Hlk99744670]-	If PSFCHOccasionScheme2 = 'followReservedResource'sl-PSFCH-Occasion = 1, the UE transmits the PSFCH in a latest slot that includes PSFCH resources and is at least  slots before a slot of the resource associated with conflict information. The PSFCH resource is in a slot that is at least sl-MinTimeGapPSFCH slots after a slot of a PSCCH reception that provides the SCI format 1-A; otherwise, the UE does not transmit the PSFCH with conflict information.
<Unchanged parts are omitted>


[bookmark: _Toc114216123][bookmark: _Toc83289715][bookmark: _Toc45699243]16.3.1	UE procedure for receiving PSFCH with control information 
<Unchanged parts are omitted>

[bookmark: _Toc83289716]A UE that transmitted SCI format 1-A, indicating one or more reserved resources in a resource pool enabled by sl-IUC-Scheme2inter-UECoordinationScheme2, attempts to receive associated PSFCH with conflict information in a resource pool with PSFCH resources that the UE determines as described in clause 16.3.0. If the UE determines presence of a resource conflict based on conflict information in a PSFCH reception, the UE reports the resource conflict to higher layers
-	if sl-SlotLevelResourceExclusionslotLevelResourceExclusionScheme2 is not provided, the UE reports resources overlapping with a next in time reserved resource indicated by the SCI format 1-A
-	if sl-SlotLevelResourceExclusionslotLevelResourceExclusionScheme2 is provided, the UE reports resources in a slot of a next in time reserved resource indicated by the SCI format 1-A
If a UE receives a PSFCH with conflict information corresponding to a reserved resource indicated in an SCI format 1-A, the UE receives the PSFCH in the resource pool in a slot determined based on sl-PSFCH-OccasionPSFCHOccasionScheme2
-	If sl-PSFCH-Occasion = 0PSFCHOccasionScheme2 = 'followSCI', the UE receives the PSFCH in a first slot that includes PSFCH resources and is at least a number of slots, provided by sl-MinTimeGapPSFCH, of the resource pool after a slot of a PSCCH transmission that provides the SCI format 1-A. The PSFCH resource is in a slot that is at least  slots [6, TS 38.214] before the resource associated with the conflict information; otherwise, the UE does not receive the PSFCH with conflict information
-	If sl-PSFCH-Occasion = 1PSFCHOccasionScheme2 = 'followReservedResource', the UE receives the PSFCH in a latest slot that includes PSFCH resources and is at least  slots before a slot of the resource associated with conflict information. The PSFCH resource is in a slot that is at least sl-MinTimeGapPSFCH slots after a slot of a PSCCH transmission that provides the SCI format 1-A; otherwise, the UE does not receive the PSFCH with conflict information

<Unchanged parts are omitted>
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