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	Reason for change:
	[bookmark: _GoBack]The RRC parameters of the number of reported groups per CSI-report are not aligned between 38.331 and 38.214. This CR is to align 38.214 with the corresponding RRC parameters in 38.331.

In TS 38.331, in the IE CSI-ReportConfig, the number of reported resource groups per CSI-report is configured as follows.
groupBasedBeamReporting-v1710 SEQUENCE {
nrofReportedGroups-r17 ENUMERATED {n1, n2, n3, n4}
}
The name of the number of reported resource groups in TS 38.214 is not aligned with that in TS 38.331. 

	
	

	Summary of change:
	Align the following RRC parameter names in 38.214 with the RRC specification in 38.331: 
· nrofReportedRSgroup  nrofReportedGroups
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	Incorrect RRC parameter names for Rel-17 feMIMO in 38.214.

	
	

	Clauses affected:
	5.2.1.4.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


Page 1


[bookmark: _Ref497329097][bookmark: _Toc12021469][bookmark: _Toc20311581][bookmark: _Toc26719406][bookmark: _Toc29894839][bookmark: _Toc29899138][bookmark: _Toc29899556][bookmark: _Toc29917293][bookmark: _Toc36498167][bookmark: _Toc45699193][bookmark: _Toc106629434][bookmark: _Ref505248562][bookmark: _Toc12021470][bookmark: _Toc20311582][bookmark: _Toc26719407][bookmark: _Toc29894840][bookmark: _Toc29899139][bookmark: _Toc29899557][bookmark: _Toc29917294][bookmark: _Toc36498168][bookmark: _Toc45699194][bookmark: _Toc106629435]5.2.1.4.2	 Report Quantity Configurations
< Unchanged parts are omitted >
if the UE is configured with the higher layer parameter groupBasedBeamReporting-r17, the UE is not required to update measurements for more than 64 CSI-RS and/or SSB resources, and the UE shall report in a single reporting instance nrofReportedRSgroup nrofReportedGroups, if configured, group(s) of two CRIs or SSBRIs selecting one CSI-RS or SSB from each of the two CSI Resource Sets for the report setting, where CSI-RS and/or SSB resources of each group can be received simultaneously by the UE..
< Unchanged parts are omitted >



