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[bookmark: _Toc114223906]8.1.3	Modulation order, target code rate, redundancy version and transport block size determination
The redundancy version is given by the "Redundancy version" field in SCI format 2-A, 2-B or 2-CB.
<Omitted text>
[bookmark: _Toc114223911]8.1.4B	UE procedure for determining a resource conflict 
A UE configured with the higher layer parameter SL-InterUE-CoordinationScheme2interUECoordinationScheme2 enabling transmission of a resource conflict indication considers that a resource conflict occurs on a first reserved resource  indicated by a first received SCI format if at least one of the following conditions is satisfied:
<Omitted text>
[bookmark: _Toc114223912]8.1.4C	UE procedure for using a received non-preferred resource set 
A UE configured with the higher layer parameter SL-InterUE-CoordinationScheme1interUECoordinationScheme1 uses a received non-preferred resource set as follows when performing resource (re-)selection:
-	the UE excludes in Step 6b) of clause 8.1.4 resource(s) overlapping with the non-preferred resource set.
<Omitted text>
[bookmark: _Toc114223918]8.2.1	CSI-RS transmission procedure
A UE transmits sidelink CSI-RS within a unicast PSSCH transmission if the following conditions hold:
-	CSI reporting is enabled by higher layer parameter sl-CSI-Acquisition; and
-	the 'CSI request' field in the corresponding SCI format 2-A or 2-C is set to 1.
<Omitted text>
[bookmark: _Toc114223921]8.3	UE procedure for receiving the physical sidelink shared channel
For sidelink resource allocation mode 1, a UE upon detection of SCI format 1-A on PSCCH can decode PSSCH according to the detected SCI formats 2-A, 2-B and or 2-CB, and associated PSSCH resource configuration configured by higher layers. The UE is not required to decode more than one PSCCH at each PSCCH resource candidate.
For sidelink resource allocation mode 2, a UE upon detection of SCI format 1-A on PSCCH can decode PSSCH according to the detected SCI formats 2-A, 2-B and or 2-CB, and associated PSSCH resource configuration configured by higher layers. The UE is not required to decode more than one PSCCH at each PSCCH resource candidate.
A UE is required to decode neither the corresponding SCI formats 2-A, 2-B and 2- CB nor the PSSCH associated with an SCI format 1-A if the SCI format 1-A indicates an MCS table that the UE does not support.
[bookmark: _Toc29673256][bookmark: _Toc29673397][bookmark: _Toc29674390][bookmark: _Toc36645621][bookmark: _Toc45810671][bookmark: _Toc106695725]<Omitted text>
[bookmark: _Toc114223929]8.5.1.2	Triggering of sidelink CSI reports
The CSI-triggering UE is not allowed to trigger another aperiodic CSI report for the same UE before the last slot of the expected reception or completion of the ongoing aperiodic CSI report associated with the SCI format 2-A or 2-C with the 'CSI request' field set to 1, where the last slot of the expected reception of the ongoing aperiodic CSI report is given by [10, TS38.321].
An aperiodic CSI report is triggered by an SCI format 2-A or 2-C with the 'CSI request' field set to 1. 
A UE is not expected to transmit a sidelink CSI-RS and a sidelink PT-RS which overlap.
<Omitted text>
[bookmark: _Toc114223933]8.5.2.2	Reference signal (CSI-RS)
The UE can be configured with one CSI-RS pattern as indicated by the higher layer parameters sl-CSI-RS-FreqAllocation, sl-CSI-RS-FirstSymbol in SL-CSI-RS-Config.
Parameters for which the UE shall assume non-zero transmission power for CSI-RS are configured according to clause 8.2.1. 
A UE is not expected to be configured such that a CSI-RS and the corresponding PSCCH can be mapped to the same resource element. A UE is not expected to receive sidelink CSI-RS and PSSCH DM-RS, nor CSI-RS and 2nd-stage SCI, on the same symbol.
Sidelink CSI-RS shall be transmitted according to [4, TS 38.211] in the resource blocks used for the PSSCH associated with the SCI format 2-A or 2-C triggering a report.
[bookmark: _Toc114223934]8.5.2.3	CSI reference resource definition
The CSI reference resource in sidelink is defined as follows:
-	In the frequency domain, the CSI reference resource is defined by the group of sidelink physical resource blocks containing the sidelink CSI-RS to which the derived CSI relates.
-	In the time domain, the CSI reference resource for a CSI reporting in sidelink slot n is defined by a single sidelink slot nCSI_ref where nCSI_ref is the same sidelink slot as the corresponding CSI request.
If configured to report CQI index and RI index, in the CSI reference resource, the UE shall assume the following for the purpose of deriving the CQI index and RI index:
-	The reference resource uses the CP length and subcarrier spacing configured for the SL BWP.
-	Redundancy Version 0.
-	PSCCH occupies 2 OFDM symbols.
-	The number of PSSCH and DM-RS symbols is equal to sl-LengthSymbols‒2.
-	Assume no REs allocated for sidelink CSI-RS.
-	Assume no REs allocated SCI format 2-A, SCI format 2-B, or SCI format 2-CB.
-	Assume the same number of DM-RS symbols as the smallest one configured by the higher layer parameter sl-PSSCH-DMRS-TimePatternList. 
-	Assume no REs allocated for sidelink PT-RS.

