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	Reason for change:
	Agreement
When UE performs periodic-based and contiguous partial sensing schemes in a mode 2 Tx pool with periodic reservation for another TB (sl-MultiReserveResource) enabled,
· For a resource (re)selection procedure triggered by periodic transmission (Prsvp_TX≠0) in slot n
· A set of candidate resource (SA) is initialized to the set of selected Y candidate slots of PBPS
· UE performs contiguous partial sensing in [n+TA, n+TB] for resource exclusion from the initialized candidate resource set (SA)
· FFS details of TA and TB based on the agreement(s) from previous RAN1 meetings
· Note, re-evaluation and pre-emption checking based on periodic-based and contiguous partial sensing schemes is considered separately
FFS: The condition under which UE performs periodic-based and contiguous partial sensing schemes in a mode 2 Tx pool with periodic reservation for another TB (sl-MultiReserveResource) enabled

Agreement
When UE performs at least contiguous partial sensing in a mode 2 Tx pool for a resource (re)selection procedure triggered by aperiodic transmission (Prsvp_TX=0) in slot n,
· The UE selects a set of Y’ candidate slots with corresponding PBPS and/or CPS results (if available) within the RSW.
· If the total number of Y’ candidate slots is less than a (pre-)configured threshold Y’min,
· How UE includes other candidate slots is up to UE implementation
· Candidate resource set (SA) is initialized to the set of all single-slot candidate resources in the selected Y’ candidate slots.
· For the CPS monitoring window [n+TA, n+TB]:
· TA and TB are both selected such that UE has sensing results starting at M consecutive logical slots before ty0 and ending at Tproc,0 + Tproc,1 slots earlier than ty0.
· FFS: By default, M is 31 unless (pre-)configured with another value, or where M is (pre-)configured based on transmission priority
· FFS: The range of (pre-)configured M from a TBD lowest value up to 30
· When the minimum M slots for CPS cannot be guaranteed, support both
· Option A, the UE ensures the Y’min criterion is fulfilled
· Option B: UE performs random resource selection
· When the UE performs Option A or Option B is up to UE implementation

At the previous meetings, the above agreements were reached for candidate slots determination in partial sensing. For periodic reservation, Y candidate slots are selected and PBPS/CPS are performed at slots corresponding to the Y candidate slots. For aperiodic reservation, Y’ candidate slots are selected such that the UE has PBPS/CPS results of slots corresponding to the Y’ candidate slots. However, it seems that the current specification is not aligned with these agreements as below:
· Y’_min is not relevant to PBPS, which is incorrect.
· When Y is used and when Y’ is used are not defined appropriately. We have three cases: 1) Periodic TX in a resource pool with periodic reservation enabled, 2) Aperiodic TX in a resource pool with periodic reservation enabled, 3) Aperiodic TX in a resource pool with periodic reservation disabled. Based on the above agreements, Y is used in 1) and Y’ is used in 2)3). However, in the current specification, which Y or Y’ should be used for each situation is unclear.

	
	

	Summary of change:
	Y’_min is associated with PBPS sensing results. Condition is updated such that Y is used in 1) and Y’ in 2)3) as the captured agreements.

	
	

	Consequences if not approved:
	UE may perform partial sensing in a different manner from what RAN1 agreed.
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[bookmark: _Toc29673242][bookmark: _Toc29673383][bookmark: _Toc29674376][bookmark: _Toc36645606][bookmark: _Toc45810655][bookmark: _Toc114223909]8.1.4	UE procedure for determining the subset of resources to be reported to higher layers in PSSCH resource selection in sidelink resource allocation mode 2
<Unchanged parts omitted>
-	Optionally, minimum number of Y slots as  (sl-MinNumCandidateSlotsPeriodic), which indicates the minimum number of Y slots that are included in the candidate resources corresponding to periodic-based partial sensing operation.
-	Optionally, minimum number of  slots as  (sl-MinNumCandidateSlotsAperiodic), which indicates the minimum number of  slots that are included in the candidate resources corresponding to periodic-based partial sensing and/or contiguous partial sensing operation.
<Unchanged parts omitted>
1)	A candidate single-slot resource for transmission  is defined as a set of  contiguous sub-channels with sub-channel x+j in slot  where . The UE shall assume that any set of  contiguous sub-channels included in the corresponding resource pool within the time interval  correspond to one candidate single-slot resource for UE performing full sensing, in a set of Y candidate slots within the time interval  for UE performing periodic-based partial sensing correspond to one candidate single-slot resource for a resource (re)selection triggered by periodic transmission, or in a set of Y' candidate slots within the time interval  for UE performing contiguous partial sensing if Prsvp_TX=0, correspond to one candidate single-slot resource for a resource (re)selection triggered by aperiodic transmission, where 
<Unchanged parts omitted>
When the UE performs periodic-based partial sensing and contiguous partial sensing with periodic reservation for another TB (sl-MultiReserveResource) enabled and if , the sensing window is defined by the range of slots . n+TA is M consecutive logical slots earlier than slot , and n+TB is  slots earlier than , where  is the first slot of the selected Y candidate slots of PBPS, and ,  are in units of physical time/slots. If tThe value of M is (pre-)configured with the sl-CPS-WindowPeriodic. If sl-CPS-WindowPeriodic is not (pre-)configured, M equals to 31. When the minimum M slots for CPS cannot be guaranteed and when , it is up to UE implementation to either continue with step 3) or perform random selection.
When the UE performs contiguous partial sensing with periodic reservation for another TB (sl-MultiReserveResource) disabled enabled and if , or when the UE performs partial sensing with periodic reservation for another TB (sl-MultiReserveResource) disabled, the sensing window is defined by the range of slots .  and  are both selected such that the UE has sensing results starting at least M consecutive logical slots before  and ending at  slots earlier than . The value of M is (pre-)configured with the sl-CPS-WindowAperiodic. If sl-CPS-WindowAperiodic is not (pre-)configured, M equals to 31. When the minimum M slots for CPS cannot be guaranteed and when , it is up to UE implementation to either continue with step 3) or perform random selection.
<Unchanged parts omitted>
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