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1. Overall Description:

RAN WG1 thanks RAN WG2 for their liaison statement R2-073837 (=R1-073880) on the introduction of RAB combinations into 25.993 and the attached CRs:
· R2-073805 Very low bitrate WB-AMR configuration
· R2-073803 Multi-RAB combination with 20 ms TTI
· R2-073806 PS 64Kbps RAB defined using RLC mode UM.
RAN WG1 was asked to verify the physical layer related parameters of these RAB combinations:
· Conversational / speech / UL:6.6 DL:6.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
· Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB + Interactive or background / UL:32 DL:32 kbps / PS RAB (20ms TTI) + UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH.
· Interactive or background / UL:64 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
2. Actions:

To RAN WG2:
ACTION: 
RAN WG1 kindly informs RAN WG2 that the L1 parameters of the RAB combinations above were checked and no concerns were raised so that RAN WG2 can continue with these CRs.
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