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1. Overall Description:

RAN1 would like to update RAN2 on the progress on finalizing the work related to RRC parameters. RAN1 has agreed the following:

· UL 4 antenna port activation is UE specifically signalled

· No default value is specified for PUCCH_format1-1_CSI_reporting_mode

· PUCCH format 3 can be configured in case of TDD and single CC. Further if PUCCH format 3 is configured with a single CC in TDD, the RRC specification should be able to signal four different resource values for PUCCH format 3 in a similar manner as when multiple CCs are configured

· The entire Rel-8 value ranges for BSRS and nRRC are supported for both trigger type 0 and trigger type 1 SRS.

· The A-SRS periodicity is up to 10ms.

· A-SRS triggering bit included in DCI formats 0 and 1A in FDD, and in DCI formats 0, 1A, 2B and 2C in TDD, when configured by common RRC-signalling 

· DCI formats 1A, 2B and 2C all trigger the same set of A-SRS parameters
· The RRC parameter ue-TransmitAntennaSelection-r10 is UE specifically signalled and is a single parameter that is applicable for all UL serving cells
· If channel selection in Rel-10 with Rel-10 mapping tables is configured with a single CC in TDD, the RRC specification does not need to provide any resource values.
2. Actions:

To RAN2 group

ACTION: 
 

RAN1 kindly requests RAN2 to take the above into account in their completion of the Rel-10 RRC specification.

3. Date of Next TSG-RAN1 Meetings:

TSG-RAN1 #66
22nd – 26th Aug 2011 
Athens, Greece

TSG-RAN1 #66bis
10th – 14th Oct 2011 
Zhuhai, China

