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	Reason for change:
(

	1.  The UE behaviour for simultaneous transmission of multiple uplink channels if the UE is configured with multiple TAGs includes the cases of PUCCH/PUSCH+PUSCH, PUSCH+PUCCH and SRS+(SRS)+PUCCH/PUSCH. In the description of the former two cases, the association of the channel and subframe number is explicitly defined in the same style, e.g., 

…if the PUCCH/PUSCH transmission of the UE on subframe 
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 for a given serving cell in a TAG overlaps some portion of the first symbol of the PUSCH transmission on subframe 
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 for a different serving cell in another TAG…
While for the case related to SRS, the same kind of association was not explicitly defined, e.g.,
…if the SRS transmission of the UE in a symbol on a subframe for a given serving cell in a TAG overlaps with the PUCCH/PUSCH transmission on a subframe for a different serving cell in the same or another TAG…
2. It is proposed to explicitly define the association between the channel and the subframe number for all the cases, to avoid unnecessary confusion.
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	Change “a subframe” to “subframe i” or “subframe i or subframe i+1” 

	
	

	Consequences if 
(

not approved:
	The descriptions for the cases SRS+(SRS)+PUCCH/PUSCH is not aligned with the cases of PUCCH/PUSCH +PUSCH and PUSCH+PUCCH.
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	Isolated impact analysis:
The correction in this CR has isolated impact since it only affects simultaneous transmission specified in 36.213.


5.1.1
Physical uplink shared channel

5.1.1.1
UE behaviour

If the UE is configured with multiple TAGs, and if the PUCCH/PUSCH transmission of the UE on subframe 
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 for a given serving cell in a TAG overlaps some portion of the first symbol of the PUSCH transmission on subframe 
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 for a different serving cell in another TAG the UE shall adjust its total transmission power to not exceed 
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on any overlapped portion.
If the UE is configured with multiple TAGs, and if the PUSCH transmission of the UE on subframe 
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 for a given serving cell in a TAG overlaps some portion of the first symbol of the PUCCH transmission on subframe 
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 for a different serving cell in another TAG the UE shall adjust its total transmission power to not exceed 
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on any overlapped portion.

If the UE is configured with multiple TAGs, and if the SRS transmission of the UE in a symbol on subframe 
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 for a given serving cell in a TAG overlaps with the PUCCH/PUSCH transmission on subframe 
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 or subframe 
[image: image11.wmf]1

+

i

 for a different serving cell in the same or another TAG the UE shall drop SRS if its total transmission power exceeds 
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on any overlapped portion of the symbol.

If the UE is configured with multiple TAGs and more than 2 serving cells, and if the SRS transmission of the UE in a symbol on subframe 
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 for a given serving cell overlaps with the SRS transmission on subframe 
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 for a different serving cell(s) and with PUSCH/PUCCH transmission on subframe 
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 or subframe 
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 for another serving cell(s) the UE shall drop the SRS transmissions if the total transmission power exceeds 
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on any overlapped portion of the symbol.
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