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7.3.1
FDD HARQ-ACK reporting procedure

For FDD with PUCCH format 1a/1b transmission, when both HARQ-ACK and SR are transmitted in the same sub-frame, a UE shall transmit the HARQ-ACK on its assigned HARQ-ACK PUCCH format 1a/1b resource for a negative SR transmission and transmit the HARQ-ACK on its assigned SR PUCCH resource for a positive SR transmission. 

For FDD with PUCCH format 1b with channel selection, when both HARQ-ACK and SR are transmitted in the same sub-frame a UE shall transmit the HARQ-ACK on its assigned HARQ-ACK PUCCH resource with channel selection as defined in subclause 10.1.2.2.1 for a negative SR transmission and transmit one HARQ-ACK bit per serving cell on its assigned SR PUCCH resource for a positive SR transmission according to the following:

· if only one transport block or a PDCCH/EPDCCH indicating downlink SPS release is detected on a serving cell, the HARQ-ACK bit for the serving cell is the HARQ-ACK bit corresponding to the transport block or the PDCCH/EPDCCH indicating downlink SPS release;

· if two transport blocks are received on a serving cell, the HARQ-ACK bit for the serving cell is generated by spatially bundling the HARQ-ACK bits corresponding to the transport blocks;

· if neither PDSCH transmission for which HARQ-ACK response shall be provided nor PDCCH/EPDCCH indicating downlink SPS release is detected for a serving cell, the HARQ-ACK bit for the serving cell is set to NACK;
and the HARQ-ACK bits for the primary cell and the secondary cell are mapped to [image: image5.wmf])

0

(

b

 and [image: image6.wmf])

1

(

b

, respectively, where [image: image7.wmf])

0

(

b

 and [image: image8.wmf])

1

(

b

 are specified in subclause 5.4.1 in [3].

For FDD, when a PUCCH format 3/4/5 transmission of HARQ-ACK coincides with a sub-frame configured to the UE by higher layers for transmission of a scheduling request, the UE shall multiplex HARQ-ACK and SR bits on HARQ-ACK PUCCH resource as defined in subclause 5.2.3.1 in [4], unless the HARQ-ACK corresponds to a PDSCH transmission on the primary cell only or a PDCCH/EPDCCH indicating downlink SPS release on the primary cell only, in which case the SR shall be transmitted as for FDD with PUCCH format 1a/1b. 
For FDD and for a PUSCH transmission, a UE shall not transmit HARQ-ACK on PUSCH in subframe n if the UE does not receive PDSCH or PDCCH indicating downlink SPS release in subframe n-4.
When only a positive SR is transmitted, a UE shall use PUCCH Format 1 for the SR resource as defined in subclause 5.4.1 in [3]. 
If a UE is configured with higher layer parameter codebooksizeDetermination-r13 = 0, for FDD and a subframe n, the value of the counter Downlink Assignment Indicator (DAI) in DCI format 1/1A/1B/1D/2/2A/2B/2C/2D denotes the accumulative number of serving cell(s) with PDSCH transmission(s) associated with PDCCH/EPDCCH and serving cell with PDCCH/EPDCCH indicating downlink SPS release, up to the present serving cell in increasing order of serving cell index; the value of the total DAI in DCI format 1/1A/1B/1D/2/2A/2B/2C/2D denotes the total number of serving cell(s) with PDSCH transmission(s) associated with PDCCH/EPDCCH(s) and serving cell with PDCCH/EPDCCH indicating downlink SPS release. Denote 
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 as the value of the counter DAI in DCI format 1/1A/1B/1D/2/2A/2B/2C/2D scheduling PDSCH transmission or indicating downlink SPS release for serving cell c, according to table 7.3.1-1. Denote 
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as the value of the total DAI, according to Table 7.3.1-1. The UE shall assume a same value of total DAI in all PDCCH/EPDCCH scheduling PDSCH transmission(s) and PDCCH/EPDCCH indicating downlink SPS release in a subframe.

If a UE is configured with higher layer parameter codebooksizeDetermination-r13 = 0 and if the UE transmits HARQ-ACK using PUCCH format 3 or PUCCH format 4 or PUCCH format 5 in subframe n, the UE shall determine the 
[image: image11.wmf]ACK

O

ACK

ACK

ACK

o

o

o

1

1

0

,...,

 

,

-

 according to the following pseudo-code:

Set c = 0 – cell index: lower indices correspond to lower RRC indices of corresponding cell

Set j = 0
Set 
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 to the number of cells configured by higher layers for the UE
while c < 
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if there is a PDSCH on serving cell c associated with PDCCH/EPDCCH or there is a PDCCH/EPDCCH indicating downlink SPS release on serving cell c,



if 
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j = j+1

end if
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if the higher layer parameter spatialBundlingPUCCH is set FALSE and the UE is configured with a transmission mode supporting two transport blocks in at least one configured serving cell,
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= HARQ-ACK bit corresponding to the second codeword of this cell
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elseif the higher layer parameter spatialBundlingPUCCH is set TRUE and the UE is configured with a transmission mode supporting two transport blocks in at least one configured serving cell,
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= binary AND operation of the HARQ-ACK bits corresponding to the first and second codewords of this cell
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else
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end if
end if

c = c + 1
end while

if 
[image: image25.wmf]temp

DL

DAI

T

V

V

<

-


j = j+1

end if
if the higher layer parameter spatialBundlingPUCCH is set FALSE and the UE is configured with a transmission mode supporting two transport blocks in at least one configured serving cell,
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For a UE configured with higher layer parameter codebooksizeDetermination-r13 = 0, if the UE transmits HARQ-ACK on PUSCH in a subframe, the UE shall determine the 
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 according to the above procedure as if the UE transmits HARQ-ACK using PUCCH format 3 or PUCCH format 4 or PUCCCH format 5, except that the higher layer parameter spatialBundlingPUCCH is replaced by spatialBundlingPUSCH.

For the case with [image: image31.wmf]0
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is further increased by 1. The HARQ-ACK associated with a PDSCH transmission without a corresponding PDCCH/EPDCCH is mapped to 
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Table 7.3.1-1: Value of counter DAI and total DAI
	DAI
MSB, LSB
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	Number of serving cells with PDSCH transmission associated with PDCCH/EPDCCH and serving cell with PDCCH/EPDCCH indicating DL SPS release

	0,0
	1
	1 or 5 or 9 or 13 or 17 or 21 or 25 or 29

	0,1
	2
	2 or 6 or 10 or 14 or 18 or 22 or 26 or 30

	1,0
	3
	3 or 7 or 11 or 15 or 19 or 23 or 27 or 31

	1,1
	4
	0 or 4 or 8 or 12 or 16 or 20 or 24 or 28 or 32


If a UE is configured with higher layer parameter codebooksizeDetermination-r13 = 1 and if the UE transmits HARQ-ACK using PUCCH format 4 or PUCCH format 5 in subframe n, the UE shall determine the 
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 according to the pseudo-code in subclause 5.2.3.1 in [4].
















































For a UE configured with higher layer parameter codebooksizeDetermination-r13 = 1, if the UE transmits HARQ-ACK on PUSCH in a subframe, the UE shall determine the 
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 according to the pseudo-code in subclause 5.2.2.6 in [4] as if the UE transmits HARQ-ACK using PUCCH format 4 or PUCCCH format 5, except that the higher layer parameter spatialBundlingPUCCH is replaced by spatialBundlingPUSCH.
7.3.2
TDD HARQ-ACK reporting procedure

For TDD and a UE not configured with the parameter EIMTA-MainConfigServCell-r12 for any serving cell, if the UE is configured with one serving cell, or if the UE is configured with more than one serving cell and the TDD UL/DL configuration of all the configured serving cells is the same, UE procedure for reporting HARQ-ACK is given in subclause 7.3.2.1.

For TDD, if a UE is configured with more than one serving cell and the TDD UL/DL configuration of at least two configured serving cells is not the same, or if the UE is configured with the parameter EIMTA-MainConfigServCell-r12 for at least one serving cell, UE procedure for reporting HARQ-ACK is given in subclause 7.3.2.2. 

When only a positive SR is transmitted, a UE shall use PUCCH Format 1 for the SR resource as defined in subclause 5.4.1 in [3].
7.3.2.1
TDD HARQ-ACK reporting procedure for same UL/DL configuration

For TDD, the UE shall upon detection of a PDSCH transmission or a PDCCH/EPDCCH indicating downlink SPS release (defined in subclause 9.2) within subframe(s) [image: image55.wmf]k
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 is defined in Table 10.1.3.1-1 intended for the UE and for which HARQ-ACK response shall be provided, transmit the HARQ-ACK response in UL subframe n.

For TDD, when PUCCH format 3/4/5 is configured for transmission of HARQ-ACK, for special subframe configurations 0 and 5 with normal downlink CP or configurations 0 and 4 with extended downlink CP in a serving cell, shown in table 4.2-1 [3], the special subframe of the serving cell is excluded from the HARQ-ACK codebook size determination. In this case, if the serving cell is the primary cell, there is no PDCCH/EPDCCH indicating downlink SPS release in the special subframe.

For TDD UL/DL configurations 1-6 and one configured serving cell, if the UE is not configured with PUCCH format 3, the value of the Downlink Assignment Index (DAI) in DCI format 0/4, [image: image58.wmf]UL
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 is defined in Table 7.3-Y, represents the total number of subframes with PDSCH transmissions and with PDCCH/EPDCCH indicating downlink SPS release to the corresponding UE within all the subframe(s)[image: image61.wmf]k
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 includes all PDSCH transmission with and without corresponding PDCCH/EPDCCH within all the subframe(s) [image: image64.wmf]k
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. In case neither PDSCH transmission, nor PDCCH/EPDCCH indicating the downlink SPS resource release is intended to the UE, the UE can expect that the value of the DAI in DCI format 0/4, [image: image65.wmf]UL
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For TDD UL/DL configuration 1-6 and a UE configured with more than one serving cell, or for TDD UL/DL configuration 1-6 and a UE configured with one serving cell and PUCCH format 3, a value [image: image66.wmf]UL
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is determined by the Downlink Assignment Index (DAI) in DCI format 0/4 according to Table 7.3-Z in subframe [image: image67.wmf]'
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 is defined in Table 7.3-Y. In case neither PDSCH transmission, nor PDCCH/EPDCCH indicating the downlink SPS resource release is intended to the UE, the UE can expect that the value of [image: image69.wmf]UL
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 is set to 4 by the DAI in DCI format 0/4 if transmitted. 
If a UE is not configured with higher layer parameter codebooksizeDetermination-r13 = 0, for TDD UL/DL configurations 1-6, the value of the DAI in DCI format 1/1A/1B/1D/2/2A/2B/2C/2D denotes the accumulative number of PDCCH/EPDCCH (s) with assigned PDSCH transmission(s) and PDCCH/EPDCCH indicating downlink SPS release up to the present subframe within subframe(s) [image: image70.wmf]k
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 of each configured serving cell, where [image: image71.wmf]K
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, and shall be updated from subframe to subframe. Denote [image: image72.wmf]DL
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 as the value of the DAI in PDCCH/EPDCCH with DCI format 1/1A/1B/1D/2/2A/2B/2C/2D detected by the UE according to Table 7.3-X in subframe[image: image73.wmf]m
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 (defined in Table 10.1.3.1-1) such that the UE detects a DCI format 1/1A/1B/1D/2/2A/2B/2C/2D. When configured with one serving cell, the subscript of [image: image77.wmf]c
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For all TDD UL/DL configurations, denote [image: image79.wmf]c
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 as the total number of PDCCH/EPDCCH (s) with assigned PDSCH transmission(s) and PDCCH/EPDCCH indicating downlink SPS release detected by the UE within the subframe(s) [image: image80.wmf]k

n

-
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For TDD HARQ-ACK bundling or HARQ-ACK multiplexing and a subframe [image: image88.wmf]n
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 downlink and special subframes associated with a single UL subframe, of all the corresponding [image: image91.wmf]SPS
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 individual PDSCH transmission HARQ-ACKs and individual ACK in response to received PDCCH/EPDCCH indicating downlink SPS release, where [image: image92.wmf]M

 is the number of elements in the set [image: image93.wmf]K

 defined in Table 10.1.3.1-1. The UE shall detect if at least one downlink assignment has been missed, and for the case that the UE is transmitting on PUSCH the UE shall also determine the parameter[image: image94.wmf]bundled
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· For TDD UL/DL configuration 0, [image: image95.wmf]bundled
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 shall be 1 if the UE detects the PDSCH transmission with or without corresponding PDCCH/EPDCCH, or detects PDCCH indicating downlink SPS release within the subframe [image: image96.wmf]k
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. The UE shall not transmit HARQ-ACK on PUSCH if the UE does not receive PDSCH or PDCCH indicating downlink SPS release within the subframe(s) [image: image98.wmf]k
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· For the case that the UE is not transmitting on PUSCH in subframe n and TDD UL/DL configurations 1-6, if  [image: image100.wmf]0

>

DAI

U

 and [image: image101.wmf](

)

1

4

mod

1

+

-

¹

DAI

DL

DAI

U

V

, the UE detects that at least one downlink assignment has been missed.

· For the case that the UE is transmitting on PUSCH and the PUSCH transmission is adjusted based on a detected PDCCH/EPDCCH with DCI format 0/4 intended for the UE and TDD UL/DL configurations 1-6, if [image: image102.wmf](
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 the UE detects that at least one downlink assignment has been missed and the UE shall generate NACK for all codewords where [image: image103.wmf]bundled
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· For the case that the UE is transmitting on PUSCH, and the PUSCH transmission is not based on a detected PDCCH/EPDCCH with DCI format 0/4 intended for the UE and TDD UL/DL configurations 1-6, if  [image: image109.wmf]0
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For TDD, when PUCCH format 3 is configured for transmission of HARQ-ACK without PUCCH format 4 or PUCCH format 5 configured for transmission of HARQ-ACK, the HARQ-ACK feedback bits [image: image113.wmf]ACK
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 for the c-th serving cell configured by RRC are constructed as follows, where c≥0, [image: image114.wmf]DL
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 if transmission mode configured in the c-th serving cell supports one transport block or spatial HARQ-ACK bundling is applied and [image: image115.wmf]DL
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For the case that the UE is transmitting on PUCCH, [image: image117.wmf]M
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For TDD UL/DL configuration 0 or for a PUSCH transmission not adjusted based on a detected PDCCH/EPDCCH with DCI format 0/4, the UE shall assume [image: image122.wmf]M
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 defined in Table 10.1.3.1-1 associated with subframe n and the set  [image: image125.wmf]K
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. The UE shall not transmit HARQ-ACK on PUSCH if the UE does not receive PDSCH or PDCCH/EPDCCH indicating downlink SPS release in subframe(s)[image: image127.wmf]k

n

-

, where [image: image128.wmf]K

k

Î

.
-
For TDD UL/DL configurations {1, 2, 3, 4, 6} and a PUSCH transmission adjusted based on a detected PDCCH/EPDCCH with DCI format 0/4, the UE shall assume [image: image129.wmf]UL
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. The UE shall not transmit HARQ-ACK on PUSCH if the UE does not receive PDSCH or PDCCH/EPDCCH indicating downlink SPS release in subframe(s)[image: image130.wmf]k
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For TDD UL/DL configurations 5 and a PUSCH transmission adjusted based on a detected PDCCH/EPDCCH with DCI format 0/4, the UE shall assume [image: image133.wmf](
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 The HARQ-ACK feedback bits without any detected PDSCH transmission or without detected PDCCH/EPDCCH indicating downlink SPS release are set to NACK;
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For TDD UL/DL configurations {1, 2, 3, 4, 6} and a PUSCH transmission not adjusted based on a detected PDCCH/EPDCCH with DCI format 0/4 and a subframe [image: image179.wmf]n
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For TDD HARQ-ACK bundling, when the UE is configured by transmission mode 3, 4, 8, 9 or 10 defined in subclause 7.1 and HARQ-ACK bits are transmitted on PUSCH, the UE shall always generate 2 HARQ-ACK bits assuming both codeword 0 and 1 are enabled. For the case that the UE detects only the PDSCH transmission associated with codeword 0 within the bundled subframes, the UE shall generate NACK for codeword 1.
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If a UE is configured with higher layer parameter codebooksizeDetermination-r13 = 0, the value of the counter Downlink Assignment Indicator (DAI) in DCI format 1/1A/1B/1D/2/2A/2B/2C/2D denotes the accumulative number of {serving cell, subframe}-pair(s) in which PDSCH transmission(s) associated with PDCCH/EPDCCH or PDCCH/EPDCCH indicating downlink SPS release is present, up to the present serving cell and present subframe, first in increasing order of serving cell index and then in increasing order of subframe index within subframe(s) [image: image207.wmf]k
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, according to Table 7.3.2.1-1. The UE shall assume a same value of total DAI in all PDCCH/EPDCCH scheduling PDSCH transmission(s) and PDCCH/EPDCCH indicating downlink SPS release in a subframe.

If a UE is configured with higher layer parameter codebooksizeDetermination-r13 = 0 and if the UE transmits HARQ-ACK using PUCCH format 3 or PUCCH format 4 or PUCCH format 5 in subframe n, the UE shall determine the 
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Set c = 0 – cell index: lower indices correspond to lower RRC indices of corresponding cell

Set m = 0 – subframe index: lower index corresponds to earlier subframe within subframe(s)[image: image218.wmf]k
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if the higher layer parameter spatialBundlingPUCCH is set FALSE and the UE is configured with a transmission mode supporting two transport blocks in at least one configured serving cell,
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elseif the higher layer parameter spatialBundlingPUCCH is set TRUE and the UE is configured with a transmission mode supporting two transport blocks in at least one configured serving cell,
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c = c + 1
end while

m = m + 1

end while
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if the higher layer parameter spatialBundlingPUCCH is set FALSE and the UE is configured with a transmission mode supporting two transport blocks in at least one configured serving cell,
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For a UE configured with higher layer parameter codebooksizeDetermination-r13 = 0, if the UE transmits HARQ-ACK on PUSCH in a subframe, the UE shall determine the 
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 according to the above procedure as if the UE transmits HARQ-ACK using PUCCH format 3 or PUCCH format 4 or PUCCCH format 5, except that the higher layer parameter spatialBundlingPUCCH is replaced by spatialBundlingPUSCH.
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Table 7.3.2.1-1: Value of counter DAI and total DAI
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	Number of {serving cell, subframe}-pair(s) in which PDSCH transmission(s) associated with PDCCH/EPDCCH or PDCCH/EPDCCH indicating downlink SPS release is present, denoted as
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If a UE is configured with higher layer parameter codebooksizeDetermination-r13 = 1 and if the UE transmits HARQ-ACK using PUCCH format 4 or PUCCH format 5 in subframe n, the UE shall determine the 
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 according to the pseudo-code in subclause 5.2.3.1 in [4].





















































For TDD when a PUCCH format 3 or a PUCCH format 4/5 transmission of HARQ-ACK coincides with a sub-frame configured to the UE by higher layers for transmission of a scheduling request, the UE shall multiplex HARQ-ACK and SR bits on HARQ-ACK PUCCH resource as defined in subclause 5.2.3.1 in [4], unless the HARQ-ACK corresponds to one of the following cases

· a single PDSCH transmission only on the primary cell indicated by the detection of a corresponding PDCCH/EPDCCH in subframe [image: image276.wmf]m
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, and for TDD UL/DL configurations 1-6 the DAI value in the PDCCH/EPDCCH is equal to '1' (defined in Table 7.3-X), or a PDCCH/EPDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe [image: image278.wmf]m
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· a PDSCH transmission only on the primary cell where there is not a corresponding PDCCH/EPDCCH detected within subframe(s) [image: image284.wmf]k
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and an additional PDSCH transmission only on the primary cell indicated by the detection of a corresponding PDCCH/EPDCCH in subframe [image: image286.wmf]m
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 with the DAI value in the PDCCH/EPDCCH equal to '1' (defined in Table 7.3-X) or a PDCCH/EPDCCH indicating downlink SPS release (defined in subclause 9.2) in the subframe [image: image288.wmf]m
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 with the DAI value in the PDCCH/EPDCCH equal to '1',

in which case the UE shall transmit the HARQ-ACK and scheduling request according to the procedure for PUCCH format 1b with channel selection in TDD.
For TDD when the UE is configured with HARQ-ACK bundling, HARQ-ACK multiplexing or PUCCH format 1b with channel selection, and when both HARQ-ACK and SR are transmitted in the same sub-frame, a UE shall transmit the bundled HARQ-ACK or the multiple HARQ-ACK responses (according to subclause 10.1) on its assigned HARQ-ACK PUCCH resources for a negative SR transmission. For a positive SR, the UE shall transmit [image: image290.wmf])
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 HARQ-ACK responses including ACK in response to PDCCH/EPDCCH indicating downlink SPS release by spatial HARQ-ACK bundling across multiple codewords within each PDSCH transmission for all serving cells [image: image293.wmf]DL
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 for a serving cell c, the UE detects that at least one downlink assignment has been missed.
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For TDD if the parameter simultaneousAckNackAndCQI provided by higher layers is set TRUE, and if the UE is configured with HARQ-ACK bundling, HARQ-ACK multiplexing or PUCCH format 1b with channel selection, and if the UE receives PDSCH and/or PDCCH/EPDCCH indicating downlink SPS release only on the primary cell within subframe(s) [image: image299.wmf]k
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 HARQ-ACK responses including ACK in response to PDCCH/EPDCCH indicating downlink SPS release by spatial HARQ-ACK bundling across multiple codewords within each PDSCH transmission for all serving cells [image: image306.wmf]DL
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 for a serving cell c, the UE detects that at least one downlink assignment has been missed. 

For TDD if the parameter simultaneousAckNackAndCQI provided by higher layers is set TRUE, and if the UE is configured with PUCCH format 1b with channel selection and receives at least one PDSCH on the secondary cell within subframe(s) [image: image309.wmf]k
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, the UE shall drop the CSI and transmit HARQ-ACK according to subclause 10.1.3.

For TDD and a UE is configured with PUCCH format 3, 

if the parameter simultaneousAckNackAndCQI is set TRUE and if the UE receives, 

-
a single PDSCH transmission only on the primary cell indicated by the detection of a corresponding PDCCH/EPDCCH in subframe [image: image311.wmf]m
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, and for TDD UL/DL configurations 1-6 the DAI value in the PDCCH/EPDCCH is equal to '1' (defined in Table 7.3-X), or a PDCCH/EPDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe [image: image313.wmf]m
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, and for TDD UL/DL configurations 1-6 the DAI value in the PDCCH/EPDCCH is equal to '1', or

-
a single PDSCH transmission only on the primary cell where there is not a corresponding PDCCH/EPDCCH detected within subframe(s) [image: image315.wmf]k
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 and no PDCCH/EPDCCH indicating downlink SPS release (defined in subclause 9.2) within subframe(s) [image: image317.wmf]k
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, where [image: image318.wmf]K

k

Î

,
then the UE shall transmit the CSI and HARQ-ACK using PUCCH format 2/2a/2b according to subclause 5.2.3.4 in [4]; 

else if

-
the parameter simultaneousAckNackAndCQI-Format3-r11 is set TRUE and if PUCCH format 3 resource is determined according to subclause 10.1.3.1 or subclause 10.1.3.2.2  and 
-
if the total number of bits in the subframe corresponding to HARQ-ACKs, SR (if any), and the CSI is not larger than 22, or 
-
if the total number of bits in the subframe corresponding to spatially bundled HARQ-ACKs, SR (if any), and the CSI is not larger than 22
then the UE shall transmit the HARQ-ACKs, SR (if any) and the CSI using the determined PUCCH format 3 resource according to [4];
else, 

-
the UE shall drop the CSI and transmit the HARQ-ACK according to subclause 10.1.3.
For TDD and a UE configured with PUCCH format 4 or PUCCH format 5, if the parameter simultaneousAckNackAndCQI-Format4-Format5-r13 provided by higher layers is set TRUE, and if the UE has HARQ-ACK/SR and periodic CSI reports to transmit in a subframe,

· if a PUCCH format 3 is determined to transmit the HARQ-ACK/SR according to subclause 10.1.3.2.3 or 10.1.3.2.4, the UE shall use the determined PUCCH format 3 for transmission of the HARQ-ACK/SR and periodic CSI report(s);

· if a PUCCH format 4 is determined to transmit the HARQ-ACK/SR according to subclause 10.1.3.2.3 or a PUCCH format 5 is determined to transmit the HARQ-ACK/SR according to 10.1.3.2.4, the UE shall used the determined PUCCH format 4 or PUCCH format 5 for transmission of the HARQ-ACK/SR and periodic CSI;

· if there is no PUCCH format 3 or 4 determined to transmit the HARQ-ACK/SR according to subclause 10.1.3.2.3 and there is no PUCCH format 5 determined to transmit the HARQ-ACK/SR according to subclause 10.1.3.2.4 and there are more than one periodic CSI report in the subframe, 

· if the UE is configured with a single PUCCH format 4 resource 
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 is used for transmission of the HARQ-ACK/SR and periodic CSI report(s);
· if the UE is configured with a PUCCH format 5 resource 
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according to higher layer parameter format5-MultiCSI-resourceConfiguration, the PUCCH format 5 resource 
[image: image322.wmf])

5

(

PUCCH

n

is used for transmission of the HARQ-ACK/SR and periodic CSI report(s);
· if the UE is configured with two PUCCH format 4 resources 
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 is used for transmission of the HARQ-ACK/SR and periodic CSI report(s); otherwise, the PUCCH format 4 resource with the larger 
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 is used for transmission of the HARQ-ACK/SR periodic CSI report(s), where
· 
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respectively, according to higher layer parameter numberOfPRB-format4-r13 according to Table 10.1.1-2;
· 
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 is the code rate given by higher layer parameter maximumPayloadCoderate-r13 according to Table 10.1.1-1.
· if there is no PUCCH format 3 or 4 determined to transmit the HARQ-ACK/SR according to subclause 10.1.3.2.3 and there is no PUCCH format 5 determined to transmit the HARQ-ACK/SR according to subclause 10.1.3.2.4 and there are only one periodic CSI report in the subframe,

· if the parameter simultaneousAckNackAndCQI is set TRUE and if the UE receives, 

· a single PDSCH transmission only on the primary cell indicated by the detection of a corresponding PDCCH/EPDCCH in subframe [image: image343.wmf]m
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, and the counter DAI value in the PDCCH/EPDCCH is equal to '1' (defined in Table 7.3-X), or a PDCCH/EPDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe [image: image345.wmf]m
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, and the counter DAI value in the PDCCH/EPDCCH is equal to '1', or

· a single PDSCH transmission only on the primary cell where there is not a corresponding PDCCH/EPDCCH detected within subframe(s) [image: image347.wmf]k
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 and no PDCCH/EPDCCH indicating downlink SPS release (defined in subclause 9.2) within subframe(s) [image: image349.wmf]k
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,
then the UE shall transmit the CSI and HARQ-ACK using PUCCH format 2/2a/2b according to subclause 5.2.3.4 in [4];
· else, 

the UE shall drop the CSI and transmit the HARQ-ACK according to subclause 10.1.3.2.3 or 10.1.3.2.4.
· If a UE transmits HARQ-ACK/SR and periodic CSI report(s) using either a PUCCH format 4 
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7.3.2.2
TDD HARQ-ACK reporting procedure for different UL/DL configurations

For a configured serving cell, the DL-reference UL/DL configuration as defined in subclause 10.2 is referred to as the "DL-reference UL/DL configuration" in the rest of this subclause.
For a configured serving cell, if a UE is not configured with higher layer parameter codebooksizeDetermination-r13 = 0 and if the DL-reference UL/DL configuration is 0, then the DAI in DCI format 1/1A/1B/1D/2/2A/2B/2C/2D is not used.

The UE shall upon detection of a PDSCH transmission or a PDCCH/EPDCCH indicating downlink SPS release (defined in subclause 9.2) within subframe(s) [image: image367.wmf]k
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 for serving cell c, where [image: image368.wmf]c
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 intended for the UE and for which HARQ-ACK response shall be provided, transmit the HARQ-ACK response in UL subframe n, wherein set [image: image369.wmf]c
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such that subframe n-k corresponds to a downlink subframe or a special subframe for serving cell c, where DL subframe or special subframe of serving cell c is according to the higher layer parameter eimta-HARQ-ReferenceConfig-r12 if the UE is configured with the higher layer parameter EIMTA-MainConfigServCell-r12 for  serving cell c; [image: image371.wmf]K

 defined in Table 10.1.3.1-1 (where "UL/DL configuration" in Table 10.1.3.1-1 refers to the DL-reference UL/DL configuration) is associated with subframe n. [image: image372.wmf]c
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 is  the number of elements in set [image: image373.wmf]c
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associated with subframe n for serving cell c.
For the remainder of this subclause [image: image374.wmf]c
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.
If the UE is configured with the parameter EIMTA-MainConfigServCell-r12 for the primary cell, “UL/DL configuration of the primary cell” in the rest of this subclause refers to “DL-reference UL/DL configuration of the primary cell”.

When PUCCH format 3/4/5 is configured for transmission of HARQ-ACK, for special subframe configurations 0 and 5 with normal downlink CP or configurations 0 and 4 with extended downlink CP in a serving cell, shown in table 4.2-1 [3], the special subframe of the serving cell is excluded from the HARQ-ACK codebook size determination. In this case, if the serving cell is the primary cell, there is no PDCCH/EPDCCH indicating downlink SPS release in the special subframe.

If the UL-reference UL/DL configuration (defined in Sec 8.0) belongs to {1,2,3,4,5,6} for a serving cell, a value [image: image375.wmf]UL

DAI

W

is determined by the Downlink Assignment Index (DAI) in DCI format 0/4 corresponding to a PUSCH on the serving cell according to Table 7.3-Z in subframe [image: image376.wmf]'
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 is defined in Table 7.3-Y and the "TDD UL/DL Configuration" in Table 7.3-Y refers to the UL-reference UL/DL configuration (defined in subclause 8.0) for the serving cell. In case neither PDSCH transmission, nor PDCCH/EPDCCH indicating the downlink SPS resource release is intended to the UE, the UE can expect that the value of [image: image378.wmf]UL
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 is set to 4 by the DAI in DCI format 0/4 if transmitted. 
If a UE is not configured with higher layer parameter codebooksizeDetermination-r13 = 0 and if the DL-reference UL/DL configuration belongs to {1,2,3,4,5,6}, the value of the DAI in DCI format 1/1A/1B/1D/2/2A/2B/2C/2D denotes the accumulative number of PDCCH/EPDCCH (s) with assigned PDSCH transmission(s) and PDCCH/EPDCCH indicating downlink SPS release up to the present subframe within subframe(s) [image: image379.wmf]k

n

-

 of each configured serving cell, where [image: image380.wmf]K
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 as the value of the DAI in PDCCH/EPDCCH with DCI format 1/1A/1B/1D/2/2A/2B/2C/2D detected by the UE according to Table 7.3-X in subframe[image: image382.wmf]m
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 is the smallest value in the set [image: image385.wmf]K

 such that the UE detects a DCI format 1/1A/1B/1D/2/2A/2B/2C/2D. 
For all TDD UL/DL configurations, denote [image: image386.wmf]c
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 as the total number of PDCCH/EPDCCH (s) with assigned PDSCH transmission(s) and PDCCH/EPDCCH indicating downlink SPS release detected by the UE within the subframe(s) [image: image387.wmf]k
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If PUCCH format 3 is configured for transmission of HARQ-ACK without PUCCH format 4/5 configured for transmission of HARQ-ACK, the HARQ-ACK feedback bits [image: image393.wmf]ACK
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 for the c-th serving cell configured by RRC are constructed as follows, where c≥0, [image: image394.wmf]DL
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 if transmission mode configured in the c-th serving cell supports one transport block or spatial HARQ-ACK bundling is applied and [image: image395.wmf]DL
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 is the number of downlink and special subframes for which the UE needs to feedback HARQ-ACK bits for the c-th serving cell.
-
For the case that the UE is transmitting in subframe n on PUCCH or a PUSCH transmission not adjusted based on a detected DCI format 0/4 or a PUSCH transmission adjusted based on an associated detected DCI format 0/4 with UL-reference UL/DL configuration 0 (defined in Sec 8.0), then[image: image397.wmf]c
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. The UE shall not transmit HARQ-ACK on PUSCH if the UE does not receive PDSCH or PDCCH/EPDCCH indicating downlink SPS release in subframe(s)[image: image398.wmf]k
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If DL-reference UL/DL configuration of each of the configured serving cells belongs to {0, 1, 2, 3, 4, 6} and for a PUSCH transmission in a subframe n adjusted based on a detected PDCCH/EPDCCH with DCI format 0/4 using UL-reference UL/DL configuration belonging to {1,2,3,4,5,6} (defined in Sec 8.0), the UE shall assume [image: image400.wmf](
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. The UE shall not transmit HARQ-ACK on PUSCH if the UE does not receive PDSCH or PDCCH/EPDCCH indicating downlink SPS release in subframe(s)[image: image401.wmf]k
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If DL-reference UL/DL configuration of at least one configured serving cell belongs to {5} and for a PUSCH transmission adjusted based on an associated detected PDCCH/EPDCCH with DCI format 0/4 using UL-reference UL/DL configuration belonging to {1,2,3,4,5,6} (defined in Sec 8.0), the UE shall assume  [image: image404.wmf](

)

é

ù

(

)

c

UL

DAI

UL

DAI

DL

c

M

W

U

W

B

,

4

4

min

-

+

=

, where [image: image405.wmf]U

denotes the maximum value of [image: image406.wmf]c

U

 among all the configured serving cells,[image: image407.wmf]c

U

 is the total number of received PDSCHs and PDCCH/EPDCCH indicating downlink SPS release in subframe(s) [image: image408.wmf]k
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. The UE shall not transmit HARQ-ACK on PUSCH if the UE does not receive PDSCH or PDCCH/EPDCCH indicating downlink SPS release in subframe(s)[image: image410.wmf]k
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When PUCCH format 3/4/5 is configured for transmission of HARQ-ACK if a UE is not configured with higher layer parameter codebooksizeDetermination-r13 = 0, 
· if DL-reference UL/DL configuration belongs to {1,2,3,4,5,6}, the HARQ-ACK for a PDSCH transmission with a corresponding PDCCH/EPDCCH or for a PDCCH/EPDCCH indicating downlink SPS release in subframe [image: image413.wmf]k
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 if transmission mode configured in the c-th serving cell supports one transport block or spatial HARQ-ACK bundling is applied, or associated with [image: image415.wmf]ACK
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 otherwise, where DAI(k) is the value of DAI in DCI format 1A/1B/1D/1/2/2A/2B/2C/2D detected in subframe [image: image417.wmf]k
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 are the HARQ-ACK feedback for codeword 0 and codeword 1, respectively. For the case with [image: image420.wmf]0
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 The HARQ-ACK feedback bits without any detected PDSCH transmission or without detected PDCCH/EPDCCH indicating downlink SPS release are set to NACK;
-
if DL-reference UL/DL configuration is 0, the HARQ-ACK for a PDSCH transmission or for a PDCCH/EPDCCH indicating downlink SPS release in subframe [image: image422.wmf]k
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 is associated with [image: image423.wmf],0
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 are the HARQ-ACK feedback for codeword 0 and codeword 1, respectively. The HARQ-ACK feedback bits without any detected PDSCH transmission or without detected PDCCH/EPDCCH indicating downlink SPS release are set to NACK.
If DL-reference UL/DL configuration of each of the serving cells belongs to {0,1,2,3,4,6} and if PUCCH format 1b with channel selection is configured for transmission of HARQ-ACK and for two configured serving cells, the HARQ-ACK feedback bits [image: image428.wmf]ACK
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on PUSCH are constructed as follows 
-
if UL-reference UL/DL configuration (defined in Sec 8.0) belongs to {1, 2, 3, 4, 6}, for a PUSCH transmission adjusted based on a detected PDCCH/EPDCCH with DCI format 0/4 with [image: image429.wmf]UL
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-
if UL-reference UL/DL configuration (defined in Sec 8.0) is 0, or if UL-reference UL/DL configuration (defined in Sec 8.0) belongs to {1, 2, 3, 4, 6}, for a PUSCH transmission not adjusted based on a detected PDCCH/EPDCCH with DCI format 0/4, for a subframe [image: image440.wmf]n
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 as defined in subclause 10.1.3.2.1, where the UL-reference UL/DL configuration is the UL-reference UL/DL configuration of the serving cell corresponding to the PUSCH transmission. The UE shall not transmit HARQ-ACK on PUSCH if the UE does not receive PDSCH or PDCCH/EPDCCH indicating downlink SPS release in subframe(s)[image: image445.wmf]k
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if UL-reference UL/DL configuration (defined in Sec 8.0) is 0, or if UL-reference UL/DL configuration (defined in Sec 8.0) belongs to {1, 2, 3, 4, 6} and, for a PUSCH transmission not adjusted based on a detected PDCCH/EPDCCH with DCI format 0/4, for a subframe [image: image447.wmf]n
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as defined in Table 10.1.3.2-5 or in Table 10.1.3.2-6 respectively, where the UL-reference UL/DL configuration is the UL-reference UL/DL configuration of the serving cell corresponding to the PUSCH transmission. The UE shall not transmit HARQ-ACK on PUSCH if the UE does not receive PDSCH or PDCCH/EPDCCH indicating downlink SPS release in subframe(s)[image: image452.wmf]k
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If a UE is configured with higher layer parameter codebooksizeDetermination-r13 = 0, the value of the counter Downlink Assignment Indicator (DAI) in DCI format 1/1A/1B/1D/2/2A/2B/2C/2D denotes the accumulative number of {serving cell, subframe}-pair(s) in which PDSCH transmission(s) associated with PDCCH/EPDCCH or PDCCH/EPDCCH indicating downlink SPS release is present, up to the present serving cell and present subframe, first in increasing order of serving cell index and then in increasing order of subframe index within subframe(s) 
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 and C is the set of configured serving cells; the value of the total DAI in DCI format 1/1A/1B/1D/2/2A/2B/2C/2D denotes the total number of {serving cell, subframe}-pair(s) in which PDSCH transmission(s) associated with PDCCH/EPDCCH(s) or PDCCH/EPDCCH indicating downlink SPS release is present, up to the present subframe within subframe(s) [image: image456.wmf]k
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 and C is the set of configured serving cells, and shall be updated from subframe to subframe. Denote 
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 as the value of the counter DAI in DCI format 1/1A/1B/1D/2/2A/2B/2C/2D scheduling PDSCH transmission or indicating downlink SPS release for serving cell c in subframe [image: image459.wmf]k
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 according to table 7.3.2.1-1. Denote 
[image: image461.wmf]DL

k

DAI

T

V

,

-

as the value of the total DAI in subframe [image: image462.wmf]k
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, according to Table 7.3.2.1-1. The UE shall assume a same value of total DAI in all PDCCH/EPDCCH scheduling PDSCH transmission(s) and PDCCH/EPDCCH indicating downlink SPS release in a subframe. For a serving cell c and a value 
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} is excluded when determining the values of counter DAI and total DAI for HARQ-ACK transmission in subframe n.
If a UE is configured with higher layer parameter codebooksizeDetermination-r13 = 0 and if the UE transmits HARQ-ACK using PUCCH format 3 or PUCCH format 4 or PUCCH format 5 in subframe n, the UE shall determine the 
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 according to the following pseudo-code:

Set c = 0 – cell index: lower indices correspond to lower RRC indices of corresponding cell

Set m = 0 – subframe index: lower index corresponds to earlier subframe within subframe(s)[image: image468.wmf]k
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while m < M
while c < 
[image: image476.wmf]DL

cells

N


if there is a PDSCH on serving cell c in subframe m associated with PDCCH/EPDCCH or there is a PDCCH/EPDCCH indicating downlink SPS release on serving cell c in subframe m, and if subframe m belongs to the set of subframe(s) 
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if the higher layer parameter spatialBundlingPUCCH is set FALSE and the UE is configured with a transmission mode supporting two transport blocks in at least one configured serving cell,



[image: image482.wmf](

)

ACK

V

j

DL

m

c

DAI

C

o

1

2

8

,

,

-

+

-

= HARQ-ACK bit corresponding to the first codeword of this cell


[image: image483.wmf](

)

ACK

V

j

DL

m

c

DAI

C

o

1

1

2

8

,

,

+

-

+

-

= HARQ-ACK bit corresponding to the second codeword of this cell

[image: image484.wmf](

)

(

)

{

}

1

1

2

8

,

1

2

8

,

,

,

,

+

-

+

-

+

=

-

-

DL

m

c

DAI

C

DL

m

c

DAI

C

s

s

V

j

V

j

V

V

U


elseif the higher layer parameter spatialBundlingPUCCH is set TRUE and the UE is configured with a transmission mode supporting two transport blocks in at least one configured serving cell,
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end if
end if

c = c + 1
end while

m = m + 1

end while
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if the higher layer parameter spatialBundlingPUCCH is set FALSE and the UE is configured with a transmission mode supporting two transport blocks in at least one configured serving cell,
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For a UE configured with higher layer parameter codebooksizeDetermination-r13 = 0, if the UE transmits HARQ-ACK on PUSCH in a subframe, the UE shall determine the 
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 according to the above procedure as if the UE transmits HARQ-ACK using PUCCH format 3 or PUCCH format 4 or PUCCCH format 5, except that the higher layer parameter spatialBundlingPUCCH is replaced by spatialBundlingPUSCH.

If a UE is configured with higher layer parameter codebooksizeDetermination-r13 = 1 and if the UE transmits HARQ-ACK using PUCCH format 4 or PUCCH format 5 in subframe n, the UE shall determine the 
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 according to the pseudo-code in subclause 5.2.3.1 in [4].


























































When a PUCCH format 3/4/5 transmission of HARQ-ACK coincides with a sub-frame configured to the UE by higher layers for transmission of a scheduling request, the UE shall multiplex HARQ-ACK and SR bits on HARQ-ACK PUCCH resource as defined in subclause 5.2.3.1 in [4], unless the HARQ-ACK corresponds to one of the following cases

· a single PDSCH transmission only on the primary cell indicated by the detection of a corresponding PDCCH/EPDCCH in subframe [image: image522.wmf]m
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, and for UL/DL configuration of the primary cell belonging to {1,2,3,4,5,6}, the DAI value in the PDCCH/EPDCCH is equal to '1' (defined in Table 7.3-X), or a PDCCH/EPDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe [image: image524.wmf]m
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, and for UL/DL configuration of the primary cell belonging to {1,2,3,4,5,6} the DAI value in the PDCCH/EPDCCH is equal to '1', or

· a single PDSCH transmission only on the primary cell where there is not a corresponding PDCCH/EPDCCH detected within subframe(s) [image: image526.wmf]k
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 and no PDCCH/EPDCCH indicating downlink SPS release (defined in subclause 9.2) within subframe(s) [image: image528.wmf]k
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, or
· a PDSCH transmission only on the primary cell where there is not a corresponding PDCCH/EPDCCH detected within subframe(s) [image: image530.wmf]k
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and an additional PDSCH transmission only on the primary cell indicated by the detection of a corresponding PDCCH/EPDCCH in subframe [image: image532.wmf]m
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 with the DAI value in the PDCCH/EPDCCH equal to '1' (defined in Table 7.3-X) or a PDCCH/EPDCCH indicating downlink SPS release (defined in subclause 9.2) in the subframe [image: image534.wmf]m
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 with the DAI value in the PDCCH/EPDCCH equal to '1',

in which case the UE shall transmit the HARQ-ACK and scheduling request according to the procedure for PUCCH format 1b with channel selection in TDD.
If the parameter simultaneousAckNackAndCQI provided by higher layers is set TRUE, and if the UE is configured with PUCCH format 1b with channel selection, and if the UE receives PDSCH and/or PDCCH/EPDCCH indicating downlink SPS release only on the primary cell within subframe(s) [image: image536.wmf]k

n

-

, where [image: image537.wmf]K

k

Î

, a UE shall transmit the CSI and [image: image538.wmf])

1

(

),

0

(

b

b

 using PUCCH format 2b for normal CP or PUCCH format 2 for extended CP, according to subclause 5.2.3.4 in [4] with [image: image539.wmf]1

0

,

a

a

¢

¢

¢

¢

 replaced by [image: image540.wmf])

1

(

),

0

(

b

b

. The value of [image: image541.wmf])

1

(

),

0

(

b

b

 are generated according to Table 7.3-1 from the [image: image542.wmf]å

-

=

+

1

0

,

DL

cells

N

c

c

DAI

SPS

U

N

 HARQ-ACK responses including ACK in response to PDCCH/EPDCCH indicating downlink SPS release by spatial HARQ-ACK bundling across multiple codewords within each PDSCH transmission for all serving cells [image: image543.wmf]DL
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 for a serving cell c, the UE detects that at least one downlink assignment has been missed. 

If the parameter simultaneousAckNackAndCQI provided by higher layers is set TRUE, and if the UE is configured with PUCCH format 1b with channel selection and receives at least one PDSCH on the secondary cell within subframe(s) [image: image546.wmf]k
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, the UE shall drop the CSI and transmit HARQ-ACK according to subclause 10.1.3.

When both HARQ-ACK and CSI are configured to be transmitted in the same sub-frame and if a UE is configured with PUCCH format 3 and not configured with PUCCH format 4/5, 

if the parameter simultaneousAckNackAndCQI is set TRUE and if the UE receives
-
a single PDSCH transmission only on the primary cell indicated by the detection of a corresponding PDCCH/EPDCCH in subframe [image: image548.wmf]m
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, and for UL/DL configuration of the primary cell belonging to {1,2,3,4,5,6} the DAI value in the PDCCH/EPDCCH is equal to '1' (defined in Table 7.3-X), or a PDCCH/EPDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe [image: image550.wmf]m
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, and for UL/DL configuration of the primary cell belonging to {1,2,3,4,5,6} the DAI value in the PDCCH/EPDCCH is equal to '1', or

-
a single PDSCH transmission only on the primary cell where there is not a corresponding PDCCH detected within subframe(s) [image: image552.wmf]k
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 and no PDCCH/EPDCCH indicating downlink SPS release (defined in subclause 9.2) within subframe(s) [image: image554.wmf]k
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,
then the UE shall transmit the CSI and HARQ-ACK using PUCCH format 2/2a/2b according to subclause 5.2.3.4 in [4]; 

else if

-
the parameter simultaneousAckNackAndCQI-Format3-r11 is set TRUE and if PUCCH format 3 resource is determined according to subclause 10.1.3.1 or subclause 10.1.3.2.2 and 
-
if the total number of bits in the subframe corresponding to HARQ-ACKs, SR (if any), and the CSI is not larger than 22, or 
-
if the total number of bits in the subframe corresponding to spatially bundled HARQ-ACKs, SR (if any), and the CSI is not larger than 22
then the UE shall transmit the HARQ-ACKs, SR (if any) and the CSI using the determined PUCCH format 3 resource according to [4];
else, 
-
the UE shall drop the CSI and transmit the HARQ-ACK according to subclause 10.1.3.
For TDD and a UE configured with PUCCH format 4 or PUCCH format 5, if the parameter simultaneousAckNackAndCQI-Format4-Format5-r13 provided by higher layers is set TRUE, and if the UE has HARQ-ACK/SR and periodic CSI reports to transmit in a subframe, the UE HARQ-ACK/SR and periodic CSI reporting procedure follow the procedure described in subclause 7.3.2.1 with the parameter simultaneousAckNackAndCQI-Format4-Format5-r13 provided by higher layers is set TRUE.
< Unchanged parts are omitted >
10.1.1
PUCCH format information

Using the PUCCH formats defined in subclause 5.4.1 and 5.4.2 in [3], the following combinations of UCI on PUCCH are supported:

· Format 1a for 1-bit HARQ-ACK or in case of FDD or FDD-TDD primary cell frame structure type 1 for 1-bit HARQ-ACK with positive SR.
· Format 1b for 2-bit HARQ-ACK or for 2-bit HARQ-ACK with positive SR.
· Format 1b for up to 4-bit HARQ-ACK with channel selection when the UE is configured with more than one serving cell or, in the case of TDD, when the UE is configured with a single serving cell.
· Format 1 for positive SR.
· Format 2 for a CSI report when not multiplexed with HARQ-ACK.
· Format 2a for a CSI report multiplexed with 1-bit HARQ-ACK for normal cyclic prefix.
· Format 2b for a CSI report multiplexed with 2-bit HARQ-ACK for normal cyclic prefix.
· Format 2 for a CSI report multiplexed with HARQ-ACK for extended cyclic prefix.
· Format 3 for up to 10-bit HARQ-ACK for FDD or FDD-TDD primary cell frame structure type 1 and for up to 20-bit HARQ-ACK for TDD and for up to 21 bit HARQ-ACK for FDD-TDD primary cell frame structure type 2.
· Format 3 for up to 11-bit corresponding to 10-bit HARQ-ACK and 1-bit positive/negative SR for FDD or FDD-TDD and for up to 21-bit corresponding to 20-bit HARQ-ACK and 1-bit positive/negative SR for TDD and for up to 22-bit corresponding to 21-bit HARQ-ACK and 1-bit positive/negative SR for FDD-TDD primary cell frame structure type 2. 

· Format 3 for HARQ-ACK, 1-bit positive/negative SR (if any) and a CSI report for one serving cell. 
· Format 4 for more than 22 bits of UCI including HARQ-ACK and/or SR and/or periodic CSI.
· Format 5 for more than 22 bits of UCI including HARQ-ACK and/or SR and/or periodic CSI.
For a UE configured with PUCCH format 3 without PUCCH format 4/5 configured and HARQ-ACK transmission on PUSCH or using PUCCH format 3, or for a UE configured with two serving cells and PUCCH format 1b with channel selection and HARQ-ACK transmission on PUSCH, or for UE configured with one serving cell and PUCCH format 1b with channel selection according to Tables 10.1.3-5, 10.1.3-6, 10.1.3-7 and HARQ-ACK transmission on PUSCH or for a UE configured with PUCCH format 4/5 and HARQ-ACK transmission on PUSCH or using PUCCH format 3/4/5:
-
if the configured downlink transmission mode for a serving cell supports up to 2 transport blocks and only one transport block is received in a subframe, the UE shall generate a NACK for the other transport block if spatial HARQ-ACK bundling is not applied.

-
if neither PDSCH nor PDCCH/EPDCCH indicating downlink SPS release is detected in a subframe for a serving cell, the UE shall generate two NACKs when the configured downlink transmission mode supports up to 2 transport blocks and the UE shall generate a single NACK when the configured downlink transmission mode supports a single transport block. 
-
if a UE is configured with PUCCH format 4/5 and if the UE is configured with a transmission mode supporting two transport blocks in at least one serving cell, for a serving cell configured with a transmission mode supporting one transport block, the HARQ-ACK response is assumed to be associated with the first codeword. The UE shall generate a NACK for the second codeword if spatial bundling is not applied, and shall generate the same HARQ-ACK response for the second codeword as that for the first codeword if spatial bundling is applied.
The scrambling initialization of PUCCH format 2, 2a, 2b,3, 4 and 5 is by C-RNTI.
For a UE that is configured with a single serving cell and is not configured with PUCCH format 3, in case of collision between a periodic CSI report and an HARQ-ACK in a same subframe without PUSCH, the periodic CSI report is multiplexed with HARQ-ACK on PUCCH if the parameter simultaneousAckNackAndCQI provided by higher layers is set TRUE, otherwise the CSI is dropped. 

For TDD and for a UE that is configured with a single serving cell and with PUCCH format 3, in case of collision between a periodic CSI report and an HARQ-ACK in a same subframe without PUSCH, if the parameter simultaneousAckNackAndCQI provided by higher layers is set TRUE or if the parameter simultaneousAckNackAndCQI-Format3-r11 provided by higher layers is set TRUE, the periodic CSI report is multiplexed with HARQ-ACK or dropped as described in subclause 7.3, otherwise the CSI is dropped.
For FDD or for FDD-TDD and primary cell frame structure type 1 and for a UE that is configured with more than one serving cell and without PUCCH format 4/5 configured, in case of collision between a periodic CSI report and an HARQ-ACK in a same subframe without PUSCH, 

-
if the parameter simultaneousAckNackAndCQI provided by higher layers is set TRUE and if the HARQ-ACK corresponds to a PDSCH transmission or PDCCH/EPDCCH indicating downlink SPS release only on the primary cell, 
then the periodic CSI report is multiplexed with HARQ-ACK on PUCCH using PUCCH format 2/2a/2b
-
else if the UE is configured with PUCCH format 3 and if the parameter simultaneousAckNackAndCQI-Format3-r11 provided by higher layers is set TRUE, and if PUCCH resource is determined according to subclause 10.1.2.2.2, and 

-
if the total number of bits in the subframe corresponding to HARQ-ACKs, SR (if any), and the CSI is not larger than 22 or

-
if the total number of bits in the subframe corresponding to spatially bundled HARQ-ACKs, SR (if any), and the CSI is not larger than 22
then the periodic CSI report is multiplexed with HARQ-ACK on PUCCH using the determined PUCCH format 3 resource according to [4]

-
otherwise, 

CSI is dropped. 
For FDD or for FDD-TDD and primary cell frame structure type 1, for a UE configured with PUCCH format 4 or PUCCH format 5, if the parameter simultaneousAckNackAndCQI-Format4-Format5-r13 provided by higher layers is set TRUE, and if the UE has HARQ-ACK/SR and periodic CSI reports to transmit in a subframe,

-
if a PUCCH format 3 is determined to transmit the HARQ-ACK/SR according to subclause 10.1.2.2.3 or 10.1.2.2.4, the UE shall use the determined PUCCH format 3 for transmission of the HARQ-ACK/SR and periodic CSI report(s);
-
if a PUCCH format 4 is determined to transmit the HARQ-ACK/SR according to subclause 10.1.2.2.3 or a PUCCH format 5 is determined to transmit the HARQ-ACK/SR according to 10.1.2.2.4, the UE shall used the determined PUCCH format 4 or PUCCH format 5 for transmission of the HARQ-ACK/SR and periodic CSI;

-
if there is no PUCCH format 3 or 4 determined to transmit the HARQ-ACK/SR according to subclause 10.1.2.2.3 and there is no PUCCH format 5 determined to transmit the HARQ-ACK/SR according to subclause 10.1.2.2.4 and there are more than one periodic CSI report in the subframe, 
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 is the code rate given by higher layer parameter maximumPayloadCoderate-r13 according to Table 10.1.1-2.
-
if there is no PUCCH format 3 or 4 determined to transmit the HARQ-ACK/SR according to subclause 10.1.2.2.3 and there is no PUCCH format 5 determined to transmit the HARQ-ACK/SR according to subclause 10.1.2.2.4 and there are only one periodic CSI report in the subframe,

-
if the parameter simultaneousAckNackAndCQI provided by higher layers is set TRUE and if the HARQ-ACK corresponds to a PDSCH transmission or PDCCH/EPDCCH indicating downlink SPS release only on the primary cell, then the periodic CSI report is multiplexed with HARQ-ACK on PUCCH using PUCCH format 2/2a/2b
-
else, the UE shall drop the CSI and transmit the HARQ-ACK according to subclause 10.1.2.2.3 or 10.1.2.2.4.
-
If a UE transmits HARQ-ACK/SR and periodic CSI report(s) using either a PUCCH format 4 
[image: image580.wmf])

4

(

PUCCH

n

 or PUCCH format 5 
[image: image581.wmf])

5

(

PUCCH

n

in a subframe 
-
if 
[image: image582.wmf](

)

r

N

O

O

O

SR

ACK

×

£

+

+

-

RE

CSI

P

, the UE shall transmit the HARQ-ACK/SR and periodic CSI bits using the PUCCH format 4 
[image: image583.wmf])

4

(

PUCCH

n

 or the PUCCH format 5 
[image: image584.wmf])

5

(

PUCCH

n

 ;
-
if 
[image: image585.wmf](

)

r

N

O

O

O

SR

ACK

×

>

+

+

-

RE

CSI

P

, the UE shall select 
[image: image586.wmf]reported

CSI,

N

 CSI report(s) for transmission together with HARQ-ACK/SR in ascending order of 
[image: image587.wmf](

)

t

c

s

y

CSI

,

,

,

Pri

, where 
[image: image588.wmf](

)

t

c

s

y

CSI

,

,

,

Pri

, 
[image: image589.wmf]RE

N

 and 
[image: image590.wmf]r

are determined according to subclause 7.2.2; the value of 
[image: image591.wmf]reported

CSI,

N

 satisfies 
[image: image592.wmf]r

N

O

O

O

N

n

n

CSI

P

SR

ACK

×

£

÷

÷

ø

ö

ç

ç

è

æ

+

+

å

=

-

RE

1

,

reported

CSI,

 and 
[image: image593.wmf]r

N

O

O

O

N

n

n

CSI

P

SR

ACK

×

>

÷

÷

ø

ö

ç

ç

è

æ

+

+

å

+

=

-

RE

1

1

,

reported

CSI,

, and 
[image: image594.wmf]n

CSI

P

O

,

-

 is the number of CSI report bits for the nth CSI report in ascending order of 
[image: image595.wmf](

)

t

c

s

y

CSI

,

,

,

Pri

.
For FDD or for FDD-TDD and primary cell frame structure type 1, for a UE configured with PUCCH format 4 or PUCCH format 5, if the parameter simultaneousAckNackAndCQI-Format4-Format5-r13 provided by higher layers is set FALSE, and if the UE has HARQ-ACK/SR and periodic CSI reports to transmit in a subframe, the UE behaviour follows that.
For TDD or for FDD-TDD and primary cell frame structure type 2 and for a UE that is configured with more than one serving cell, in case of collision between a periodic CSI report and an HARQ-ACK in a same subframe without PUSCH, if the parameter simultaneousAckNackAndCQI provided by higher layers is set TRUE or if the parameter simultaneousAckNackAndCQI-Format3-r11 provided by higher layers is set TRUE or if the parameter simultaneousAckNackAndCQI-Format4-Format5-r13 provided by higher layers is set TRUE, the periodic CSI report is multiplexed with HARQ-ACK or dropped as described in subclause 7.3, otherwise the CSI is dropped.
For a UE not configured with PUCCH format 4/5, in case of collision between a periodic CSI report and an HARQ-ACK in a same subframe with PUSCH, the periodic CSI is multiplexed with the HARQ-ACK in the PUSCH transmission in that subframe if the UE is not configured by higher layers for simultaneous PUCCH and PUSCH transmissions. Otherwise, if the UE is configured by higher layers for simultaneous PUCCH and PUSCH transmissions, the HARQ-ACK is transmitted in the PUCCH and the periodic CSI is transmitted in the PUSCH.
If each of the serving cells configured for the UE has frame structure type 1, UE procedures for HARQ-ACK feedback are given in subclause 10.1.2.

If each of the serving cells configured for the UE has frame structure type 2, UE procedures for HARQ-ACK feedback are given in subclause 10.1.3.

If the UE is configured for more than one serving cell, and if the frame structure type of any two configured serving cells is different, and if the primary cell is frame structure type 1, UE procedure for HARQ-ACK feedback is given in subclause 10.1.2A.

If the UE is configured for more than one serving cell, and if the frame structure type of any two configured serving cells is different, and if the primary cell is frame structure type 2, UE procedure for HARQ-ACK feedback is given in subclause 10.1.3A. 
Table 10.1.1-1: code rate 
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 corresponding to higher layer parameter maximumPayloadCoderate-r13
	Value of maximumPayloadCoderate-r13
	Code rate 
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	0.33 

	3
	0.45 

	4
	0.56 

	5
	0.67 

	6
	0.78 

	7
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Table 10.1.1-2: Number of PRBs for PUCCCH format 4 
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< Unchanged parts are omitted >
10.1.2.2.3
PUCCH format 4 HARQ-ACK procedure

For PUCCH format 4, the UE shall use PUCCH resource 
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· for a PDSCH transmission only on the primary cell where there is not a corresponding PDCCH/EPDCCH detected in subframe [image: image614.wmf]4
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· for a PDSCH transmission on the secondary cell indicated by the detection of a corresponding PDCCH/EPDCCH in subframe [image: image623.wmf]4

-

n

, 
· if the UE is configured with codebooksizeDetermination-r13 = 1, or if the UE is configured with codebooksizeDetermination-r13 = 0 and the total number of HARQ-ACK bits 
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The TPC field in the DCI format of the corresponding PDCCH/EPDCCH shall be used to determine the PUCCH resource values from one of the four resource values configured by higher layers, with the mapping defined in Table 10.1.2.2.3-1. A UE shall assume that the same HARQ-ACK PUCCH resource value is transmitted in each DCI format of the corresponding secondary cell PDCCH assignments in a given subframe. 
· If the UE is configured with codebooksizeDetermination-r13 = 0 and if the total number of HARQ-ACK bits 
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· for a PDSCH transmission only on the primary cell indicated by the detection of a corresponding EPDCCH in subframe [image: image640.wmf]4
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for antenna port [image: image647.wmf]0
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Table 10.1.2.2.3-1: PUCCH Resource Value for HARQ-ACK Resource for PUCCH

	Value of 'TPC command for PUCCH'
 or 'HARQ-ACK resource offset'
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	'00'
	The 1st PUCCH resource value configured by the higher layers

	'01'
	The 2nd PUCCH resource value configured by the higher layers

	'10'
	The 3rd PUCCH resource value configured by the higher layers

	'11'
	The 4th PUCCH resource value configured by the higher layers


< Unchanged parts are omitted >
10.1.3.2.3
PUCCH format 4 HARQ-ACK procedure

TDD HARQ-ACK feedback procedures for a UE configured with PUCCH format 4 and codebooksizeDetermination-r13 = 1 is described in section 10.1.3.2.3.1.

TDD HARQ-ACK feedback procedures for a UE configured with PUCCH format 4 and codebooksizeDetermination-r13 = 0 is described in section 10.1.3.2.3.2.

10.1.3.2.3.1
PUCCH format 4 HARQ-ACK procedure without adaptive codebook
The procedure in this subclause applies to a UE configured with PUCCH format 4 and codebooksizeDetermination-r13 = 1.
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If the UE is not configured with the higher layer parameter EIMTA-MainConfigServCell-r12 on the primary cell, 
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for a single PDSCH transmission only on the primary cell indicated by the detection of a corresponding PDCCH in subframe [image: image681.wmf]m
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for a single PDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe [image: image683.wmf]m
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If the UE is configured with the higher layer parameter EIMTA-MainConfigServCell-r12 on the primary cell, 
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If the UE is not configured with the higher layer parameter EIMTA-MainConfigServCell-r12 on the primary cell, 

-
for a single PDSCH transmission only on the primary cell indicated by the detection of a corresponding EPDCCH in subframe [image: image724.wmf]m
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where [image: image733.wmf]ECCE,q
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 with the DAI value in the PDCCH equal to '1' (defined in Table 7.3-X) not being the first PDCCH/EPDCCH transmission in subframe(s) 
[image: image942.wmf]k

n

-

, where 
[image: image943.wmf]K

k

Î

 with the DAI value equal to '1', or

-
for 
[image: image944.wmf]9

=

M

 and for a PDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe 
[image: image945.wmf]m

k

n

-

, where 
[image: image946.wmf]K

k

m

Î

 with the DAI value in the PDCCH equal to ‘1’ (defined in Table 7.3-X) not being the first PDCCH/EPDCCH transmission in subframe(s) 
[image: image947.wmf]k

n

-

, where 
[image: image948.wmf]K

k

Î

 with the DAI value equal to '1',
-
the UE shall use PUCCH format 4 and PUCCH resource 
[image: image949.wmf](

)

p

n

~

,

4

PUCCH

 where the value of 
[image: image950.wmf](

)

p

n

~

,

4

PUCCH

 is determined according to higher layer configuration and Table 10.1.2.2.3-1 and the TPC field in a PDCCH assignment with DAI value greater than '1' (defined in Table 7.3-X) or with DAI value equal to ‘1’, not being the first PDCCH/EPDCCH assignment in subframe(s) 
[image: image951.wmf]k

n

-

, where 
[image: image952.wmf]K

k

Î

 with the DAI value equal to '1', shall be used to determine the PUCCH resource value from one of the four PUCCH resource values configured by higher layers, with the mapping defined in Table 10.1.2.2.3-1. A UE shall assume that the same HARQ-ACK PUCCH resource value is transmitted on all PDCCH assignments used to determine the PUCCH resource values within the subframe(s) [image: image953.wmf]k

n

-

, where [image: image954.wmf]K

k

Î

.

-
for [image: image955.wmf]1

>

M

, and 
-
for a PDSCH transmission only on the primary cell indicated by the detection of a corresponding EPDCCH in subframe [image: image956.wmf]m

k

n

-

, where [image: image957.wmf]K

k

m

Î

 with the DAI value in the EPDCCH greater than '1' (defined in Table 7.3-X), or 
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for an EPDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe [image: image958.wmf]m
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 with the DAI value in the EPDCCH equal to '1' (defined in Table 7.3-X) not being the first PDCCH/EPDCCH transmission in subframe(s) 
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 with the DAI value in the EPDCCH equal to ‘1’ (defined in Table 7.3-X) not being the first PDCCH/EPDCCH transmission in subframe(s) 
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10.1.3.2.3.2
PUCCH format 4 HARQ-ACK procedure with adaptive codebook
The procedure in this subclause applies to a UE configured with PUCCH format 4 and codebooksizeDetermination-r13 = 0.
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If the UE is configured with the higher layer parameter EIMTA-MainConfigServCell-r12 on the primary cell, the PUCCH resource [image: image1260.wmf])
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For a UE configured with a transmission mode that supports up to two transport blocks on the primary cell, the PUCCH resource [image: image1287.wmf])
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.HARQ-ACK(0) is the ACK/NACK/DTX response for the PDSCH without a corresponding EPDCCH detected. HARQ-ACK(1) is the ACK/NACK/DTX response for the first transport block of the PDSCH indicated by the detection of a corresponding EPDCCH for which the value of both the counter DAI field and the total DAI field in the corresponding DCI format is equal to '1' or for the EPDCCH indicating downlink SPS release for which the value of both the counter DAI field and the total DAI field in the corresponding DCI format is equal to '1'. HARQ-ACK(2) is the ACK/NACK/DTX response for the second transport block of the PDSCH indicated by the detection of a corresponding EPDCCH for which the value of both the counter DAI field and the total DAI field in the corresponding DCI format is equal to '1'.
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 with either the counter DAI value or the total DAI value in the PDCCH greater than '1' (defined in Table 7.3.2.1-1) on the primary cell, or 
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10.1.3.2.4
PUCCH format 5 HARQ-ACK procedure

TDD HARQ-ACK feedback procedures for a UE configured with PUCCH format 5 and codebooksizeDetermination-r13 = 1 is described in section 10.1.3.2.4.1.

TDD HARQ-ACK feedback procedures for a UE configured with PUCCH format 5 and codebooksizeDetermination-r13 = 0 is described in section 10.1.3.2.4.2.

10.1.3.2.4.1
PUCCH format 5 HARQ-ACK procedure without adaptive codebook

The HARQ-ACK feedback procedure for PUCCH format 5 HARQ-ACK procedure is as described in subclause 10.1.3.2.3.1, by replacing 
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10.1.3.2.4.2
PUCCH format 5 HARQ-ACK procedure with adaptive codebook
The HARQ-ACK feedback procedure for PUCCH format 5 HARQ-ACK procedure is as described in subclause 10.1.3.2.3.2, by replacing 
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10.1.3A
FDD-TDD HARQ-ACK feedback procedures for primary cell frame structure type 2

A UE is configured by higher layers to use either PUCCH format 1b with channel selection or PUCCH format 3/4/5 for transmission of HARQ-ACK. 
For a serving cell, if the serving cell is frame structure type 1, and a UE is not configured to monitor PDCCH/EPDCCH in another serving cell for scheduling the serving cell, set [image: image1339.wmf]K

is defined in Table 10.1.3A-1, otherwise set [image: image1340.wmf]K

is defined in Table 10.1.3.1-1.

PUCCH format 1b with channel selection is not supported if a UE is configured with more than two serving cells, or if the DL-reference UL/DL configuration 5 (as defined in subclause 10.2) is defined for any serving cell, or if the DL-reference UL/DL configuration of a serving cell with frame structure type 1 belongs to {2, 3, 4} and the UE is not configured to monitor PDCCH/EPDCCH in another serving cell for scheduling the serving cell.

If a UE is configured with the parameter EIMTA-MainConfigServCell-r12 for at least one serving cell and is configured with PUCCH format 3 without PUCCH format 4/5 configured, the UE is not expected to be configured with more than two serving cells having DL-reference UL/DL configuration 5.
If a UE is configured to use PUCCH format 1b with channel selection for HARQ-ACK transmission, for the serving cells,
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if  more than 4 HARQ-ACK bits for [image: image1341.wmf]M

multiple downlink and special subframes associated with a single UL subframe n, where [image: image1342.wmf]M

 is as defined in subclause 10.1.3.2.1 for case where the UE is configured with two serving cells with different UL/DL configurations,
-
spatial HARQ-ACK bundling across multiple codewords within a downlink or special subframe is performed for each serving cell by a logical AND operation of all the corresponding individual HARQ-ACKs, and the bundled HARQ-ACK bits for each serving cell is transmitted using PUCCH format 1b with channel selection,
-
otherwise,
-
spatial HARQ-ACK bundling is not performed, and the HARQ-ACK bits are transmitted using PUCCH format 1b with channel selection. 
If a UE is configured to use PUCCH format 3 without PUCCH format 4/5 configured for HARQ-ACK transmission, for the serving cells,
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 as defined in subclause 10.1.3.2.2 for the case of UE configured with more than one serving cell and if at least two cells have different UL/DL configurations,
-
spatial HARQ-ACK bundling across multiple codewords within a downlink or special subframe is performed for each serving cell by a logical AND operation of all of the corresponding individual HARQ-ACKs, and PUCCH format 3 is used,
-
otherwise,
-
spatial HARQ-ACK bundling is not performed, and the HARQ-ACK bits are transmitted using PUCCH format 3. 
-
UE shall determine the number of HARQ-ACK bits, [image: image1345.wmf]O
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is the number of HARQ-bits for the c-th serving cell defined in subclause 7.3.4. If a UE is not configured to monitor PDCCH/EPDCCH in another serving cell for scheduling a serving cell with frame structure type 1, and the DL-reference UL/DL configuration of the serving cell belongs to {2, 3, 4, 5}, then the UE is not expected to be configured with [image: image1349.wmf]DL
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HARQ-ACK transmission on two antenna ports [image: image1351.wmf]])
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 is supported for PUCCH format 3. 

HARQ-ACK transmission on two antenna ports [image: image1352.wmf]])
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 is supported for PUCCH format 1b with channel selection and with two configured serving cells.

The FDD-TDD HARQ-ACK feedback procedure for PUCCH format 1b with channel selection follows the HARQ-ACK procedure described in subclause 10.1.3.2.1 for the case of UE configured with two serving cells with different UL/DL configurations, and for PUCCH format 3/4/5 follows the HARQ-ACK procedure described in subclause 10.1.3.2.2/10.1.3.2.3/10.1.3.2.4 for the case of UE configured with more than one serving cell and if at least two cells have different UL/DL configurations.
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